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NOTICE

The U.S. Environmental Protection Agency through 1ts Office of Research and Development and
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Agency's review and has been approved for publication as an EPA document. No official endorsement
should be mferred. Mention of trade names or commercial products does not constitute endorsement or
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FOREWORD

The U.S. Environmental Protection Agency is charged by Congress with protecting the Nation’s land, air,
and water resources. Under a mandate of national environmental laws, the Agency strives to formulate
and implement actions leading to a compatible balance between human activities and the ability of natural
systems 10 support and nurture life. To meet this mandate, EPA’s research program is providing data

and technical support for solving environmental problems today and building a science knowledge base
necessary to manage our ecological resources wisely, understand how pollutants affect our health, and
prevent or reduce environmental risks in the future.

The National Risk Management Research Laboratory (NRMRL) 18 the Agency’s center for investigation
of technological and management approaches for preventing and reducing risks from pollution that
threatens human health and the environment. The focus of the Laboratory’s research program 1s on
methods and their cost-effectiveness for prevention and control of pollution to air, land, water, and
subsurface resources; protection of water quality in public water systems; remediation of contaminated
sites, sediments and ground water; prevention and control of indoor air pollution; and rostoration of
ecosystems. NRMRL collaborates with both public and private sector pariners to foster technologies that
reduce the cost of compliance and to anticipate emerging problems. NRMRL's research provides solutions
to environmental problems by: developing and promoting technologies that protect and improve the
environment; advancing scientific and engingering mformation to support regulatory and policy decisions;
and providing the technical support and information transfer to ensure implementation of environmenial
regulations and strategies at the national, state, and community levels.

This document describes a systematic approach for performing capture zone analysis associated with
ground-water pump and treat (P&T) systems. The miended audience 1s technical professionals that
actually perform capture zone analyses (i.e., hvdrogeologists, engingers) as well as project managers who
review those analyses and/or make decisions based on those analyses.

Stephen G. Schmelling, Director { 4
Ground Water and Ecosystems Resforation Division
National Risk Management Research Laboratory
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A. INTRODUCTION

This document describes a systematic approach for performing capture zonc analysis associated with
ground-water pump and treat (P&T) systems. A “Capture Zong” refers to the three-dimensional region
that contributes the ground water exiracted by one or more wells or drains (see Figure 1}. A capture zone
in this context 1s equivalent to the “zone of hydraulic containment”.

Blustration of Horizontal Capture Zone (Shaded) - Map View

T ™

= v ) Extraction Well

Tustration of Vertical Capture Zone (Shaded) - Cross-Section View

Partially Penetrating ground surface
Fxtraction Well . .

£

Vertical capture does nat encompass the entive aguifer thickness for this partially penetrating well. The tap
figure does not convey this, whick demonsirates the need to perform a three-dimensional analysis. If vertical
anisotropy is present (Kx > Kz), then the greater the vertical anisotropy, the shallower the vertical caopture
zone will be.

Figure 1. Hlustration of horizontal and vertical capture zones.
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If a contaminant plume is hydraulically
contained, contaminanis moving

with the ground water will not spread
beyond the capture zone. Failed
capture, illustrated schematically on
Figure 2, can allow the plume to grow,
which may cause harm to receptors

Hustration of Failed Capture (Map View)

Regional Flow
Target Capture Zone

and may increase the ulimate cost or
duration of the ground-water remedy. Extraction __ : :
Well S~ : Zone

The purpose of this document is to
present a systematic approach to
evaluating capture zones at P&T
sites. The intended audience is
technical professionals that actually
perform capture zone analyses (i.e.,
hydrogeologists, engineers) as well as
project managers who review those
analyses and/or make decisions based
on those analyses. The scope of this
document is limited to evaluating
capture in porous media and not necessarily karst or fractured rock settings. The methods and techniques
presented here may be used for such settings, but other more intensive techniques may also be required.

Receptor

Escaped plume due to the gap between the capture zones

Figure 2. lHustration of failed capture.

EPA places considerable emphasis on P&T performance and determination of whether or not these
systems are operating properly and successfully. As discussed in Elements for Effective Management of
Operating Pump and Treat Systems (U.S. EPA, 2002b), protection of human health and the environment
often requires hydraulic containment of contaminants. Capture zone analysis is the process of evaluating
field observations of hydraulic heads and ground-water chemistry to interprot the actual capture zone,
and then comparing the mterpreted capture zone to a “Target Capture Zone” to determine if capture is
sufficient.

An optimization study (U.S. EPA, 2002a) of 20 “Fund-lead” P&T systems at Superfund sites concluded
that capture zones were not being adequately evaluated. At least 14 of the 20 sites did not have a clearly
defined Target Capture Zone. About half of the 20 sites had not attempted to interpret actual capture
based on water levels. Only eight of the 20 sites had a ground-water low simulation model, and capture
zone analysis was found to be inadequate or incomplete at six of those eight. Overall, a recommendation
0 improve the capture zone analysis was made for 16 of the 20 sites. The report also concluded there
was a need for improved guidance and training with respect to capture zone analysis. This document is
mtended to partially address those needs.

This document is intended to be used as a companion document to Methods for Monitoring Pump-and-
Treat Performance (U.S. EPA, 1994, link provided in “References” section) when evaluating capture
zones. This document is intended to provide more detail regarding capture zone analysis, and includes
more complex examples, relative to the previous document. This document is not intended to be a
comprehensive reference for each topic presented herein nor is ita “how to” guide. However, a table
provided at the beginning of the “References” section helps guide the reader to sources of information
(cited within this document) according to specific topics.
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The approach presented here showld be considered iterative since few sites, if any, begin the process with
sufficient field data to evaluate and confinm hydraulic containment. Monitoring wells and piezometers
are usually installed at sites to develop the site conceptual model and determine the nature and extent

of contamination. These samipling locations are typically installed prior to initiating a P&T remedy,

and may not be appropriate for evaluating plume capture. The systematic approach advocated here s
iterative in that it 1s advised that the practitioner obtain additional field mformation to address data gaps
and ambiguities if present. The completeness of the data set, including the locations and construction

of monitoring points for water levels and water quality, should be evaluated during remedial design and
throughout the performance monitoring period. Additional monitoring points should be installed to
address any data gaps that are identified.

This document primarily pertains to operating P&T systems. However, the concepts presented in this
document shouid also be considered during system design. In particular, an appropriate methodology for
evaluating plume capture, inclading requisite monitoning locations, should be developed as part of the
system design. Also, the implemented P&T system may differ substantially from the system that was
originally designed, and the following issues should be assessed:

»  did the design account for system down time (1.¢., when wells are not pumping)?

»  did the design consider time-varying influences such as seasons, tides, nrigation, or transient
off-site pumping?

»  id the design account for dechning well yields due 1o fouling, or provide for proper well
maintenance?

»  ¢hid the design address geologic heterogeneities?

o did the design take into account other hydraulic boundary conditions such as a surface water
boundary or a hard rock boundary?

Such issues may impact the effectiveness of capture relative to the designed system, highlighting the need

0 conduct capture zone evaluations for the operating P&T system.

Capture zone analysis should be included in plans for remedial action, Operations and Maintenance
(O&M), and/or long-term monitoning. Appropuate clements for inclusion in a performance monitoring
plan for capture zone evaluations are outlined n Section 2.5 of U5, EPA (1994). The monitoring plan
should be evaluated and revised as appropriate as new data are collected and the site conceptual model is
improved based on interpretation of new data.

The appropriate frequency for capture zone evaluations is site-specific. Factors that should be considered
melude changes in remedy pumping rates over time (and the associated time for the ground-water levels
to stabilize), the temporal nature of siresses {on-site and off-site), and the travel-time of contaminants to
potential receptors. Some examples of temporal stresses include off-site pumping wells (water supply

or wrigation), tidal influences, seasonal changes in surface water levels, and seasonal changes in net
recharge from precipitation or wrigation. Additional discussion of factors and sirategies to consider when
specifying monitoring frequency for water levels and water guality is provided in Sections 2.2.1.4 and
2.2.6.3 of U.S. EPA (1994}, respectively. Capture should be evaluated throughout the first year of system
operation, and on a routine basis thereafier as part of O&M. One or more capture zone evaluations per
year is appropriate at many sites due to changing conditions.
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This document highlights six key steps for systematically performing a capture zone evaluation {Extubit 1).
Specific techniques to mterpret the extent of capture achieved by the ground-water extraction are applied
m Steps 3 to 5. Each of these techniques is subject to limitations, and in most cases, no single ling of
evidence will conclusively differentiate between successful and failed capture. Therefore, developing
“converging lines of evidence”, by applying multiple techniques to evaluate capture, mereases confidence
in the conclusions of the capture zone analysis. In some cases, modifications and additions to the
monitoring program may be required to provide sufficient data to conclusively differentiate between
successful and failed capture.

Exhibit 1

Six Steps for Systematic Evaluation of Capture Zones

Step 10 Review site data, site conceptual model, and remedy objectives
Ktep 2:  Define site-specific Target Capture Zone(s)

Step 30 Interpret water Ievels
« potentiometric surface maps (horizontal) and water level difference maps (vertical)
« water level pairs (gradient control points)

Step 4: Perform calculations
« gstimated flow rate calculation
= capture zone width calculation (can include drawdown calculation)
« modeling (analytical or numerical) 1o simulate water levels, in conjunction with particle tracking and/
or fransport modeling

Step 50 Evaluate concentration trends

Step 6 Interpref actual capture based on Steps 1-5, compare to Target Capture Zone(s), assess
uncertainties and data paps

These six steps for systematically evaluating capture, and the use of converging lines of evidence, are
ttustrated in this document with five examples that vary in complexity. Appendix A contains three
illustrative examples, based on hypothetical sites which were developed for this document. These
hypothetical examples highlight some of the details associated with techniques for evaluating capture.
Appendix B presents example captare zone evaluations for two actual sites and demonstrates the
systematic application of the six steps. These examples are representative of many (but not all) sites. As
mentioned, this document does not apply to fractured or karst systems.
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B. ASYSTEMATIC APPROACH FOR CAPTURE ZONE ANALYSIS

Step 1: Review Site Data, Site Conceptual Model, and Remedy Objectives

The ttems histed in Exhibit 2 should be considered prerequisites for performing a capiure zone analysis.
If the plume is not adeqguately delincated (width and/or extent), 1t may not be possible to cstablish a
meaningful Target Capture Zone (Step 2). Hydrogeologic data typically used as the basis for a capture
zone evaluation include information on stratigraphy, hydraulic conductivity (values and distribution},
hydraulic gradients (magnitude and direction), pumping/injection rates and locations, ground-water
elevations, and ground-water quality. Well construction information is important for interpreting some
of these data. In many cases, it is appropriate to review regional hydrogeologic data in addition to site-
specific data. If hydrogeologic information such as hydraulic conductivity distribution and hydraulic
gradient {(magnitude and direction) are highly uncertain, then some of the techniques for evaluating
capture may be subject to an unacceptable degree of unceriainty, and additional characterization may be
appropriate.

Exhibit 2

Elements Associated with Step 1
{Prerequisites for a Capture Zone Evaluation)

« Is the plume adequately delineated i three dimensions?

» Is there adequate hydrogeologic information for performing capture zone evaluations?
» hydranlic conductivity valucs and distribution
» hydraulic gradient (magnitude and direction)

aquifer thickness and/or saturated thickness

» puinping rates and ocations

» ground-water elevation measurements

» water quality data and associated details

well construction details

v

v

= Is there a site conceptual model (not a numerical model) that adequately
» indicates the source(s) of contaminants
» describes geologic and hydrogeologic conditions
» explains observed fate and transport of constituents

identifies potential receptors

v

« Is the objective of the remedy clearly stated?
» complete hydraulic containment of the plume, or
» partial hydraulic containment in conjunction with other remedies, such as Monitored Nataral Attenuation
(MNA), for portions of the plume cutside the Target Capture Zong

In order to develop remedy objectives and associated performance criteria for a P&T system, and
realistic means of evaluating capture zone performance with respect to these ¢riteria, the Data Quality
Objectives (DQO) process (U.S. EPA, 2000) should be followed. The DQO process is a systematic
planning approach for data collection that 1s based on the scientific method. The DQO process mvolves
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identification of data gaps that may cause an erroneous decision to be made, and assessmient of the cost-
benefit ratio of filling those gaps o reduce uncertainty. By using the DQO process, one can clearly define
what data and mformation about the remedy performance are needed and develop a data collection design
1o help obtain the right type, quantity, and quality of data needed to make a sound decision about whether
or not the remedy 15 effective.

A site conceptual model (a text description, maps, and cross-sections that should not be confused with a
“numerical model”, although a numerical model is based on a site conceptual model} should adequately
accomphish the following:

» describe geologic and hydrogeologic conditions
»  explain observed fate and transport of constituents
« identify potential receptors

The objectives of the remedy regarding capture should then be established (Figure 3) so that an
appropriate Target Capture Zone can be specificd (Step 2). Specifically, it should be determined if there

is a need for complete hydraulic containment (the definition of “capture” in this document}, or if it 1s
acceptable to have an uncaptured portion of the plume that is below cleanup levels or is addressed by
another remedial technology. The type of remedy objective will dictate the specifics of the Target Capture
Zone.

Step 2: Define Site-Specific “Target Capture Zone”

The Target Capture Zone is defined herein as the three-dimensional zone of ground water that must

be captured by the remedy extraction wells for the hydraulic containment portion of the remedy to be
considered successful. This will depend on the site-specific remedy objectives (Step 1). The Target
Capture Zone should be clearly stated in site remedial action and monitoring plans, and illustrated on
maps and/or cross-sections when feasible. An example is schematically presented on Figure 4, with the
Target Capture Zone illustrated both horizontally and vertically.

The Target Capture Zone should be defined in terms of specific critena, such as a specific concentration
contour or a geographical boundary along which an inward hydraulic gradient is to be established. If the
Target Capture Zone 1s based on a specific concentration contour, it may need to be updated over time
as concentrations change. If a variety of contaminants of concern are present, the Target Capture Zone
should consider each contaminant.
Step 3: Interpret Water Levels
Ground-water clevation measurements are used to:

» evaluate low directions based on water level maps (horizontal or vertical)

« evaluate flow directions based on water levels at paired locations (gradient control pairs)

Both types of evaluation listed above can provide evidence regarding the extent of capture.
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Bemedy Obiectives May or May Not Require Complete Hydraulic Capture

Bite 1 (Cross Section View)

Case 1: Complete Horizontal and Vertical Capture Case 2: Complete Horizontal Capture Only
Reseptor Extrection Recepior Extraction
— Wkt Regional Wl Regionat
i Flow H Flow

Herizontal capiure sequires

Horizontsl captuse requises

Semi-confining wait 7

Vertical capturs requires
saass) am wpward gradient e
A Soreened = Sereened
Interval feeed Interval !
st e Concendrations in uncaphred
bt iaaad pertion of plume are below
. L . cleasp lovels andor addrossed.
Cross-Section View Cross-Section View by ofher eehnolagies

Case 1. Remedy objective is complete hovizontal and vertical capture,

Case 2: Remedy objective iz complete horizontal capture only, in conjunction with other remedial technologies for

the deeper aguifer
Site 2 (Map View)
Case 1: Capture for Entive Plame HExtent Case 2: Captare for Portion of the Plume
Map View Map View

Regional Flo Regional Flo

Uneaptured portion below cleanup
levels and/or addressed by other technologies
i

\

@

Receptor

@&
Recepior
Extraction s Extraction
Well Weil ”

Capture Zone Capture Zons

Case 1: Remedy objective is horizontal containment of the entive plume

Case 2: Remedy objective is horizontal containment of the most contaminated portion of the plume, in
conjunction with other remedial technologies for the uncaptured portion

Notes:
. Site 1 and Site 2 are distinet hypothetical sites and do not illustrate the same plume
® Performance monitoring wells are not depicted on these schematics to maintain figure clarity

Figure 3. Remedy objectives may or may not require compleie hydraalic capture,
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Hiustration of a Target Capture Zone (Map View)

Regional Flow

D

Receptor

Hiustration of a Target Capture Zone {Cross Section View)

] . . Exiraction
Receptor Cross-Section View oy

Flow

Target Capture Zone

= Senu-Confining Umit

/

implies that an upward hydraulic gradient is required for this site

Screened Interval

Figure 4. [ustration of a Target Capture Zone (map and cross-section views).

For most sites it 1s appropriate to analyze ground-water flow patterns in three dimensions (i.c., both
horizontal and vertical). The potential for vertical transport of contaminants to underlying or overlying
aquifers should be considered. Three-dimensionality of ground-water flow patterns in the vicinity of
pumping wells should also be considered. For instance, in the presence of partially penetrating wells

(see Figure 1), a flow divide will generally develop with respect to vertical low, such that water at some
depth below the well screen does not low to the extraction well. The depth of this flow divide for a
partially penetrating well depends on the vertical anisotropy. The greater the ratio of horizontal to vertical
hydraulic conductivity, the shallower the vertical capture zone will be.

When water levels are collected, 1t is good practice to provide the field technician with historical depth
to water data at each location, so that reasonableness of measurements can be evaluated in the field.
When anomalous data are observed, a plan to resolve discrepancies with historical data can be developed
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while the technician is still in the field. It is also good practice to periodically survey measuring point
clevations. For mstance, changes in measuring point elevations can occur over time due to frost heaving.
In other cases, wells mstalled by different contractors at different times may be surveyed inconsistently.

Water Level Maps

Horizontal water level maps indicate interpreted contours of water levels within an individual
hydrostratigraphic unit. Vertical water lovel difference maps indicate vertical head differences or
gradients between hydrostratigraphic units. The extent of horizontal or vertical capture can subsequently
be interpreted on the basis of those maps (illustrated schematically i Figure 5):

»  Horizontal Capture Analysis. Flow lines are interpreted as perpendicular lines to water
level contours (strictly valid only for 1sotropic systems). Horizontal capture is defined by
a boundimg flow line, within which all other flow lines reach an extraction location. The
delmeation of the capture zone i this manner s a derived interpretation, since water level
contours must first be interpreted from water level values,

»  Jertical Capture Analysis. Water levels between adjacent hydrogeologic units are evaluated
1o indicate zones of upward versus downward flow. The analysis can be based on vertical
head differences or vertical gradients (the head difference divided by the vertical distance
between measurements).

Note that “water level” and “head” are used interchangeably in this document. Contour maps interpreted
from water levels should generally include the following (some of which are not included on the
schematic illustrations within Figure 5):

» the actual data values being contoured superimposed with the interpreted contour lines
(whenever feasible)

« labels for the contour lines

» an indication of any water level measurements made at extraction wells, and whether or not
they were corrected for well inefficiency and losses

« locations of pumping and imjection wells, ideally with rates indicated for the time period just
prior to the water level measurements

»  ¢nough basemap features 1o orient the reader, including the Target Capture Zone so the
success of capture can be evaluated, plus a north arrow and a scale

« dashed (or otherwise idenufied) contour lines where data are sparse and contour lines are inferred

Interpreting horizontal capture from water level maps is subject to significant uncertainty. The issues
listed 1 Exhibit 3 should all be considered when interpreting horizontal capture from water level maps.
Many of these items also pertamn to evaluation of vertical capture based on vertical head differences

or vertical hvdraulic gradients between hydrostratigraphic units. In light of these uncertamties EFA
recommends using additional lines of evidence regarding capture to augment the evaluation of flow
directions mterpreted from water level maps.
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Interpreting Capture From Water Level Maps

Potentiometric Surface Map: Horizontal Water Level Difference Map: Vertical

v | 7 i
N / Municipal NN | ' ~ Municipal
) Well 2 Vo L Well
A M . @ N o
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N . .e: - . . P -
. - Py
0 ooy
SRR, P SN
Interpreted \
., Capture |
i ¥ ¥ Zone N /
River H & River g
§ ’?/
; £
¢ H
: 3
§ §
3 H
: * . Area With
H ¢ & Upward Flow

Plume Plune

~~~-Downward Flow
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——-Upward Flow ».6/ ~
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@ Extraction Well » N o

€ Extraction Well 615’1,///

A Monitoring Welly,i(lustexs //" l

-
A Monitoring Well

Vertical Capture: Can be evaluated by interpreting areas of

Horizontal Capture: Can be interpreted from water level

contours by approximating the location of a “bounding upward versus downward flow. In this example head

flowline”, within which all other flowlines reach a differences at well clusters were contoured, and the entire

pumping well. In this example the entire plume is within footprint of the plume is within the area where upward flow

the nterpreted horizontal capture zone, for the specific is interpreted. Note the number of well clusters is quite
limited.

hydrostratigraphic horizon evaluated.
In this example the Target Capture Zone corresponds to the plume boundary
Cross-Section Schematic for Hlustrating Upward and Downward Head Differences

Area With Upward Flow Area With Downward Flow

Area With Downward Flow
ey ;
o 5,

Municipal Well River

UPPER
AQUIFER

Potentiometric Surface of

Lower Aquifer

Upper Aquifer

f Extraction Well
i \
=
=
5 Potentiometric Surface of LOWER
= AQUIFER
=

Figure 5, Inferpreting capture from water level maps.
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Exhibit 3

Issues When Evaluating Horizontal Capture from Water Level Contour Maps (Step 3)
« Are the number and distribution of measurement locations adequate?
Contouring accuracy will generally increase as the number of data points increases.

» Arc water levels included in vicinity of extraction wells (and have well inefficiency and losses been
considered at extraction well focations)?

Ideally, water level duta representative of the aquifer are obtained from piezometers located near extraction
wells. Water levels measured at an extraction well will be lower than in the surrounding aquifer material
due to well inefficiency and losses, which can lead to incorrect interpretations of capture.

= Has the horizontal capture cvaluation been performed individually for all pertinent horizontal units?
Care should be taken lo avoid combining water level observations from multiple hydrostratigraphic units
to generate an overall water level map. Only observations collected from a specific unit should be used to
penervate a water level map for evaluating hovizontal capture in that unit.

« Is there bias based on contouring algorithm?
Multiple interpretations of water level contours and associated flow divections are possible for one data
set by using a different contouring algorithm (or by having a different hydrogeologist contour the data
manually). The potential for alternate interpretations of water level contours should be considered when
evaluating capture based on the contours.

« Is representation of transient influences adequate?
4 water level map for one point in time may not be representative of water levels and flow divections at
other points in time, which may be impdacted by seasons, tides, or other pumping wells with time-varying
pumping rates.

« Has potential for vertical transport been neglected when evaluating horizontal capture?

Successful horizontal capture in one stratigraphic unit does not preclude impacted water from being
transported vertically to other stratigraphic units.

“Drawdown’ Versus “Capture”

Drawdown is the change of water level due to ground-water extraction. It 1s calculated by subtracting the
water level measured under pumping conditions from the water level measured without pumping. The
“cone of depression” (i.¢., the zone where drawdown 1s observed) caused by extraction from one or more
locations should not be confused with the capture zone associated with that extraction. As illustrated

on Figure 6, there are generally locations outside the capture zone where drawdown due to pumping is
observed. The difference between the “cone of depression” and the “capture zone” 1s due to the impact of
regional hydraulic gradients. The only case where the capture zone 1s the same as the entire arca where
drawdown is observed is when the background hydraulic gradient is perfectly flat.
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Drawdown and Capture are Not the Same

Drawdown Contours

Outline of the Cone of Depression
(zero drawdown contour)

«
%,

966

ssREEEENEy
su® s
ﬁ“ ...

Water Level
Contours

Cross-Section View: Difference Between Drawdown and Capture

Pumping
Well Static Water Table

Thus ares has observad dravedown,
bl s outside the caphos zons

i

Bed

Drawdown

\

Resulting Water Table
Due to Pumping

Downgradient Extent ]
of Capture Zone

Drawdown is the change of water level due to pumping. It is calculated by subtracting water level under pumping

conditions from the water level without pumping.

Cone of Depression is the region where drawdown due to pumping is observed.

Capture Zone is the region that contributes the ground water extracted by the extraction well(s). It is a function of
the drawdown due to pumping and the background (i.e., without remedy pumping) hydraulic gradient. The
capture zone will only coincide with the cone of depression it there is zero background hydraulic gradient.

Figure 6. Drawdown and capture are not the same.
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Hand-Contouring versus Computer-Based Confouring

There are many different approaches to contouring measured water levels. The mterpolation or mapping
approach is probably most common. Some prefer contouring by hand, while others prefer using
computer-based contouring algorithms (¢.g., SURFER by Golden Software). In either case, vastly
different (vet reasonable) interpretations of flow direction and capture may be inferred from the same
water level data, based on the interpolations (between data points) and extrapolations (beyond data points)
assoctated with the evaluation. Whether contouring 1s performed by hand or 1s computer-based, the
results should be evaluated for hydrogeologic reasonableness.

An advaniage of contouring by hand 1s that professional judgment and hydrogeologic nsight (e.z.,

plume shape, orientation of hydrogeologic features) can be more easily mcorporated into the contours.
However, hand-contouring can be time consuming, and is not very reproducible. One approach is to have
several different individuals contonr the measured values, to potentially indicate different interpretations.
Computer-based contouring is generally faster and 1s more reproducible. Many different algorithms are
available, and gach may vield different interpretations. If different algorithms cause different conclusions
regarding the sucecess or failure of capture, it may suggest a need for additional water level measurement
points to resolve the uncertainties.

It is harder to incorporate professional judgment and hydrogeologic insight with computer-based
contouring, but it can be accomplished by augmenting the measured data with assumed values at “pseudo-
data points”. The assumed values are used to force the computer-based algorithms to interpret the actual
data in a manner consistent with the isight of the user,

Contour maps should indicate {(either on the map or in related text):
» the software name and settings (if apphicable) and specific algorithms applied

» the locations and values for “pseudo-data pomts” where data values were assumed to augment
measured data

» any data distribution models (including trends and transformations) assumed or applied

Neither hand-contouring nor computer-based contouring using measured water levels strictly account

for the physics-based ground-water flow equation, and the underlying principles such as mass balance.
For mstance, the contours interpreted from measured water level data may be inconsistent with known

or assumed spatial variation of hydraulic conductivity. The resulting hydraulic gradients (magnitude
and/or direction) interpreted from those contoured water levels may therefore also be inconsistent with
the known or assumed spatial variation of aquifer parameters. A properly constructed flow net, whether
obtained by hand or with software, leads to head contours that satisfy the ground-water flow equation and
the principle of mass balance, although only for a highly 1dealized situation. Basic mformation on flow
nets 18 given by Freeze and Cherry (1979) or Fetter (2001), and a more detailed presentation is provided
in Cedargren (1997).

One approach to improve interpreted contours { Wilson and Dougherty, 2002; Dougherty and Wilson,
2003; Tonkin and Larson, 2002} 1s to condition computer-based contouring (based on current water level
measurements and rates of extraction/injection) with assumed trends, or with the results of simulation
models of ground-water flow (analytical or numericaly that incorporate physical principles and are
consistent with the physics of ground-water flow.

ED_005025_00013479-00022



Hydraulic Gradient Vector Maps ]
Gradient Vector Map Example
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distribution of ground-water elevation
measurements are frequently not sufficient to interpret capture unambiguously. Additional water level
observation pomts, located appropriately, may be required to resolve the uncertatnty.

As discussed in Section 2.2.1.3 of U.S. EPA (1994, the number of observations needed to evaluate
caplure increases with site complexity and with decreasing hydraulic gradients around the perimeter
of the Target Captare Zone. However, there is no rule regarding the “correct” amount of water level
data. Contouring accuracy will generally increase as the number of data points increases. Installing
piczometers (used herein to indicate locations where only water levels are measured) is inexpensive at
many sites, and adding piczometers should be considered if the monitoring network is not sufficient to
construct water level maps with confidence.

Water Levels at Extraction Wells (Well Inefficiency and Well Losses)

The water level measured n an extraction well 1s typically lower than the water level in the adjacent
aquifer due to well incfficiency and well losses (see Driscoll, 1986 and Dawson and Istok, 1991). Thisis
schematically illustrated in Figure 8.

Well inefficiency can be caused by the following:

« appropriate drilling and/or installation of wells for the materials through which the well bore is
advanced
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»  poor or inadequate development of new
wells Issues Associated with Well Inefficiency
] ) ) ) and Well Losses at Pumping Well
»  biofouling (e.g., iron-fixing or sulfur-
" . .o . y " Extraction
fixing bacteria) and encrustation (¢.g., Flesemes " e Fxtrction
scaling due to pH change or aeration) J— .
for extraction wells that havebeen | )
operating for some time (usually months N
or years) /
Water level in plozometer Caused by
) represents aguifer condition Woll ‘;;::i]i&izz and
Additional well losses may oceur due to -
turbulent How nside the well bore and through ~N o
\ Water Jevel in puraping well does not
the well screen slots. represent aquifer condition
Using water levels at extraction wells can bias ,
. . ~ - Pis eter S e I "
the interpretation of capture, since the water e e [ el Sereen
levels at the extraction wells nsed for contouring
mayv be much lower than water levels in the -
“. Ly . . Cross-Sestion View
aquifer material just outside of the well bore.
Thus, the capture zone may be interpreted to Figure 8. Issues associated with well inefficiency and
be larger than it actually 1s when water levels well losses at pumping well,

at the extraction wells are used for contouring.

This 1s illustrated in Figore 9. It can be equally

problematic to ignore water levels measured at extraction wells if no piezometers are located in the
vicinity of the extraction wells. In that case, the capture zone ofien is interpreted to be smalier than 1t
actually 1s. To avoid these problems, EPA recommends mstalling a piezometer near cach extraction well.
It is also possible to mstall mezometers in the filter pack of extraction wells, although some causes of well
mefficiency (e.g., formation damage due to poor well construction) will not be mitigated by this approach.

If a piezometer is not available near a pumping well, a possible approach (until an appropriately located
piczometer is available) 1s to estimate aquifer water levels at the extraction well by correcting the
measured water level for well losses. Bierschenk (1964) and Hantush (1964) presented a graphical
method {see Exhubit 4) for determining head loss coefficients for well losses caused by turbulent flow
across the well screen, based on a plot of specific capacity versus pumping rate developed from a step-
drawdown test. However, this approach incorporates the assumption that all well inefficiency results
from turbulent flow near the well and in the well screen. Driscoll (1986) points out that other causes of
well mefficiency are not accounted for in this approach. Dougherty (2003) presents another well loss
estimation technique based on a recovery test in a pumping well. Note that well losses can change over
time due to well fouling, further complicating the issue. Again, locating piczometers near extraction wells
is much preferred to correcting water levels in extraction wells based on caleulated well losses.

Vertical Head Differences versus Vertical Hydraulic Gradients

Vertical hydraulic gradient is the head difference divided by the vertical distance between measuring
points. Vertical gradients provide more mformation than head differences because they account for the
distance between measurements, but calculating vertical gradients can be confusing because the vertical
distance between measurements is generally not clear (because of the length of each well screen).

Also, the small numbers typically associated with gradients can be confusing. For those reasons, head
differences are often casier to work with.
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Head differences can be measured at specific well clusters, or they can be estimated over a region
by subtracting interpreted water level surfaces created for each hydrogeologic unit using contouring
software. Typically there are just a few locations at a site where clustered wells are available to provide

Water Level Interpretation with Measurement
at Pumping Well versus Near Pumping Well
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The piezometer near the extraction well indicates that
water level in the extraction well is not representative of
water level in the aquifer. Using water levels measured at
the extraction well will overestimate the capture. In this
example, no clear-cut capture is in fact apparent when the
water level measurement at the extraction well is excluded
and a water level measurement at a piezometer near the
extraction well is available.
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Figure 9. Water level interpretation with measurement at
pumping well versus near pumping well.

measurements of vertical head difference, and
contours based on just a few points are generally
subject 1o a high degree of uncertainty,

Other Potential Pitfalls Interpreting Capture

from Water Level Maps

If ransient influences are present, water

level maps for multiple time periods may be
required to sufficiently evaluate the capture
zone. Examples of transient influences are
scasons (e.g., changes in net recharge due to
precipitation or irrigation), tides, or transient
pumping at other nearby wells. Such transient
influences can impact hydraulic gradients and,
hence, capture effectiveness.

Water level data measured in different
hydrostratigraphic units should generally not

be combined to generate an overall water

level map for the site. Only water level
measurements from a specific unit should be
used to gencrate a water level map for that unit.
Also, it 13 important to remember that successful
horizontal capture in one stratigraphic unit

does not preclude impacted water from being
transported vertically 1o other stratigraphic
units where horizontal capture may not be
achieved. Also, if extraction wells are partially
penetrating, then the potental limitations of
two-dimensional analysis of water levels should
be evaluated.

Water Level Pairs {Gradient Control Points)

Pairs of water level elevations on either side
of a boundary (horizontally or vertically) are
used to demonstrate inward How relative to
that boundary. Examples include ground-water
elevations on either side of a hydrogeologic
boundary or property boundary, or stage
measured i a creek relative to the ground-water
glevation m the agquifer immediately adjacent
to the creck (a higher creck stage indicates no
discharge from the aquifer to the creck), or
water levels on either side of Target Capture
Zone boundary.
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Exhibit 4

Using Specific Capacitics From a Step-Drawdown Test to Estimate
Wel Losses at Extraction Wells

Ground water flow across the well screen is turbulent due to large hydraulic gradients. For this case Jacob (1950)
proposed the following expression for drawdown inside the well casing, s

s, = BQ + CQ?
5, = CQ?

Where
5, = drawdown inside the well casing
s, = well loss
C = a“well coefficient”, a measure of the head loss due to turbulent flow in the well screen and pump inlet
B = an “aquifer coetlicient”, a measure of the head loss due to laminar (Darcy) flow in the agufer
(3 = pumping rate

Bierschenk (1964) developed a
graphical method for determining 10 s
cocfficients B and C. It is based %
on a plot of the inverse of specific
capacity versus pumping rate
from a step-drawdown test, which
assumes that an equilibrium
drawdown in the pumping well
will be established during the

WS

Pumping Rate Q5

N

i

Drawdoewn in Pumping Well, s, (Tt)

Purnping Rate Q4
step-drawdown test for several w0
pumping rates. Rearranging the T
equation provided above vields: * Pumping Rate Q3 | 505
20 N
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5,/Q=CQ+8 N I A . S
g
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The step-by-step
description of the procedure is as follows:
= Plot drawdown s versus logitime) as
shown in the upper figure
.05 «  For cach pumping raie, record the
" equilibrium drawdown at the pumping
well (s, )
B/ ‘
2 . , . .
= ¢ s Plots /Q versus @ on arithimetic scale as
g”““/ @ shown in the lower figure. Fit a straight
/02 line through the data and extend the fitted
ling to a zero pumping rate. The slope of
5,,/Q1 the ling is C and the y-intercept is B.
5 = Calculate the well loss associated with a
specific pumping rate, s, = CQ°

0 Q1 Q2 Q3 @ @
Pumping Rate, Q (gpm)
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Specific water level pairs used for gradient
conirel points can appear to indicate a lack
of inward flow, cven when capture 1s actually
achieved. This is illustrated for horizontal
capture in Figure 10 and Figure 11.

In Figure 10, water level pairs nearest the
pumping wells show mward flow relative to
the boundary, but water level pairs between
the pumping wells show outward flow relative
to the boundary. Nevertheless, the extraction
wells fully capture ground water between
locations A and A,

In Figure 11, an adequate capture zone is
gstablished to contain the plume. However,

water level pairs near the river show continued

discharge from the aquifer to the river because
the flow divide associated with the capture
zone occuts between the extraction well and
the river, and the water level pairs are located
downgradient of that flow divide.

Figures 10 and 11 illustrate that achieving
inward gradients at water level pairs used

10 monitor gradient control near a boundary
generally requires more pumping than is
actually required to simply achieve adequate
capture. In each case, the water lovel pairs
illustrated would all show inward gradients
if the pumping rate was increased. That may
add confidence in the analysis of capture,

but may also increase the cost of treating and
discharging the water and/or potentially cause
other negative impacts (¢.g., dewatering well
screens or wetlands).

Figure 12 is a cross-section view that
illustrates the types of interpretations that
can be determined using water level pairs
when enough water level data downgradient
of the extraction well are available. The top
schematic in Figure 12 definitively indicates
flow towards the river, but a specific ow
divide caused by the extraction well cannot
be mterpreted (though a flow divide caused

Inward Flow at Boundary is Hardest to
Achieve Half-Way Between the Pumping Wells

Qutward flow at the boundary, but
flowline through the water level pair is

ultimately captured by a pumping well// Flowlines
e 92

992p_ b

Site Boundary

Punmping Wells |

Figure 18, Inward flow at boundary is hardest to achieve
half-way between the purmping wells.

Complication Associated with
Water Level Pairs

S : 94 TN Stages:
ey RIVET 4
A 94 8‘ Water Levels
94.7 & 4 ’
A flow divide must
exist between this
monitoring location

and the river

Inward flow near the capture zone

95

Interpreted
Capture Zone
97

A River Stage
Measurements
Water Level
99 Measurements
® Extraction Well

w05 Water Level
Contour

Water level pairs may suggest lack of inward flow in
cases where capture is actually successful. In this case,
the flow divide caused by the well is located between the
well and river. Using water level pairs at the river may
cause an erroneous interpretation that capture is not
achieved. More pumping is required to cause inward
flow from the river to the aquifer, compared to the
pumping required to achieve capture of the plume.

Figure 11. Complication associated with water level pairs.

by the extraction might still be present). The middle schematic i Figure 12 defimuvely mndicates a flow
divide between the extraction well and the river. The bottom schematic in Figure 12 defimtively indicates
mward flow from the river towards the extraction well. Note that measured water level at the extraction
well 18 not used in these interpretations, for reasons discussed carlier.
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Cross-Section Schematic Hlustrating If transient influences are present (e.g., seasonal

Water Level Pairs pumping, tides}, water level pairs for multiple
FLOW DIVIDE BETWEEN EXTRACTION WELL AND RIVER NOT CERTAIN time periods may be required for sufficient
evaluation.

Step 4: Perform Calculations

Specific calculations can be performed to add
additional lines of evidence regarding the extent

EW  EXTRACTION WELL.

N, S of capture, including the following:
GROUNDRATER FLOW DIRECTION % vmTER TARLE
FLOW DIVIDE BETWEEN EXTRACTION WELL AND RIVER *  simple horizontal a‘I.‘laEyseS related to
capture, such as estimated flow rate

e an za ezc calculations and capture zone width
T T calculations

»  modeling (analytical or numerical) to
simulate heads, in conjunction with
PR — particle tracking and/or contaminant

ey oy

AROUNDATER FLoW BRECTION IR transport modeling
INWARD GRADIENT FROM RIVER Determining the appropriate types of calculations
to perform should be based on site complexity.
Booza e p2G For instance, numerical simulation of heads for

evaluating capture may not be necessary for sites
with very simple hydrogeology and only minor
heterogeneity of aquifer parameters.

H &
EW EXTRACTION WELL - B
— o — bz sz Simple Horizontal Analvses
GROUNDWATER FLOW DIRECTION ¥ e A

The simplest (and most commonly applied)
horizontal capture zone analyses are estimated
flow rate caleulations and capture zone width
calculations:

Figure 12, Cross-scction schematic illustrating
water level pairs.

»  Fstimated Flow Rate Calculations, lustrated m Figure 13, provide an estimate of pumping rate
required to capture the ground-water flux through the extent of the plume.

o Capture Zone Width Calculations, illustrated in Figure 14 for the case of one extraction well,
provide an estimate of capture zone width for a specific pumping rate.

Simphifying assumptions for these methods include the following:
» homogenecous, isotropic aquiter of infinite extent
«  confined aquifer, uniform aguifer thickness

»  fully penctrating extraction well(s)
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Estimated Flow Rate Calculation

Assumptions:

»  homogeneous, isotropic, confined aquifer of infinite
extent

*  uniform aquifer thickness

+  fully penetrating extraction well(s)

=  uniform regional horizontal hydraulic gradient

»  steady-state flow

» negligible vertical gradient

* o net recharge, or net recharge is accounted for in

regional hydraulic gradient

» 1o other sources of water introduced to aquifer due to Cross Section View
extraction (e.g., from rivers or leakage from above or 7 Water table
below) 4 i

O=K-(b-w)-i- factor

(must use consistent units, such as “ft” for distance and “day” for time)

Where:
QO = extraction rate
K = Thydraulic conductivity
b = saturated thickness
w = plume width
i = regional (i.e., without remedy pumping) hydraulic gradient

Jactor= “rule of thumb” is 1.5 to 2.0, intended to account for other contributions to the pumping well
such as flux from a river or induced vertical flow from other stratigraphic unit

Figure 13. Estimated flow rate calculation.

« uniform regional horizontal hydraulic gradient

»  steady-state How

» negligible vertical gradient

* 1o net recharge, or net recharge is accounted for m the regional hydraulic gradient

» o other sources of water o the extraction well {e.g., flux from rivers or from other aquifers),
except as represented by the “factor” in the estimated flow rate calculation

One or more of these simplifying assumptions will be violated at most sites. However, these simple
horizontal analyses can be performed m minutes, and force the practitioner to perform a basic assessment
of hydrogeologic data (e.g., hydraulic parameter values, variation of hydrogeologic parameters over space
and/or time). For those reasons, EPA recommends that these simple horizontal analyses be performed,
cven though in most cases one or more of the assumptions will be violated and additional lines of
evidence from more sophisticated capture zone evaluation techniques will likely be appropriate to more
rigorously account for site-specific conditions.
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Capture Zone Width Calculation, One Extraction Well

Assumptions: !

* homogeneous, isotropic, confined aquifer of infinite Y <:’
extent Y

= uniform aquifer thickness

«  fully penetrating extraction well(s)

« uniform regional horizontal hydraulic gradient

*  steady-state flow

» negligible vertical gradient

* no net recharge, or net recharge is accounted for in
regional hydraulic gradient

X,
(Stagnation Point)

* no other sources of water introduced to aquifer due -Y,
to extraction (e.g., from rivers or leakage from
above or below) .
%
x=— X _ope y==% Q) (2 tan™ b4
2nli 27i 2nli R
an| ——— v

X,==-0/2xli Y =x0/27i ; Y _,=x0Q/4Ti

max

(must use consistent units, such as “ft” for distance and “day” for time)

¢ = extraction rate

T = transmussivity, K- b

K = hydraulic conductivity

b = saturated thickness

i = regional (i.e., pre-remedy-pumping) hydraulic gradient

X, = distance from the well to the downgradient end of the capture zone along the central line of the flow
direction

Y = maximum capture zone width from the central line of the plume

capture zone width at the location of well from the central line of the plume

The above equation is used to calculate the outline of the capture zone. Solving the equation for x = # allows one to
calculate the distance between the dividing streamlines at the line of wells (2 - Y, ;) and solving the equation for

x = oo allows one to calculate the distance between the dividing streamlines far upstream from the wells (2 - ¥, ). One
can also calculate the distance from the well to the stagnation point (X}) that marks the downgradient end of the capture
zone by solving for x at y = 0. For any value of y between 0 and ¥, one can calculate the corresponding x value,
allowing the outline of the capture zone to be calculated.

NAX?

Figure 14. Capture zone width calculation, one extraction well.

The extraction rate Q7 in the estimated flow rate caleulation incorporates a “factor” to account for other
potential contributions of water to the exiraction location, such as water from a nearby creck or water from
an overlying or underlying unit. There is no scientific rule for assigning a value for the “factor”, although
common practice is to assign a value between 1.5 and 2.0. Note that the varability in hydraulic conductivity
at many sites 18 as great or greater than the potential variability i this “factor”. 1t 1s good practice to
perform the estimated flow rate calculation with several different values assumed for the “factor” (e.g., 1.0,
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1.5, and 2.0}, to determine a range of values for the estimated flow rate required for capture. The extraction
rate *“03” n the capture zone width calculation docs not account for any such “factor”.

These calculations require an estimate of the regional hydraulic gradient, without the influence of

remedy pumping. Sometines, the use of water lovel data obtained prior to the remedy 1s appropriate for
determining the regional hydraulic gradient. However, regional hydraulic gradients often change with
time. Accordingly, in some cases, the use of water level data obtained side gradient or even upgradient of
the contaminated area, collected during the remedy, may be more appropriate than pre-remedy water level
data for calculating regional hydraulic gradient.

Figure 14, the capture zone width calculation for one extraction well provides an estimate of capture zone
width near the extraction well (Y ) and far upgradient of the extraction well (Y__ ), and also provides
the distance from the extraction well to the downgradient How divide (X)) that 1s often referred (o as the
“stagnation point”.

For cases with more than one extraction well, the capture zone width s often estimated by assigning
the total pumping rate at one centrally-located “equivalent well”, Javandel and Tsang (1986) provided
solutions for ong-, two-, and three-well extraction systems for cases where there is (oo much drawdown
if all of the extraction is applied at one well. These multi-well solntions assume the extraction wells are
located along a hine perpendicular to the regional flow direction, and also assume that the total pumping
rate is divided equally among the extraction wells. Their solution provides the appropriate spacing for
such wells. However, the capture zone width far upgradient of the pumping wells (Y__ ) will be nearly
dentical to the case with all of the pumping assigned 1o one extraction well located in the center. Note
that the assumptions for this multi-well calculation are not met in many field situations. Grubb (1993)
provides a solution for a capture zone in an unconfined aquifer that can be utilized for multi-well
calculations.

Although the calculations associated with
these simple horizontal capture zone analyses Exhibit §
are quite easy, deciding on the actual values to
use for the calculations is not straightforward
when the parameters (¢.g., hydraulic
conductivity, aquifer thickness, hydraulic

Questions to Ask When Performing
Simple Horizontal Capture Analyses (Step 4)

« Is there significant heterogeneity at this site, such

gradient) are not uniform. Performing as a wide range of hydraulic conductivity due to a

the calculations for reasonable ranges of buried paleochannel?

parameter values can provide upper and lower

bounds on the results. « Are there any other contributions of water (o the
extraction wells (e.g., leakage from a river, leakage

The items highlighted in Exhibit 5 should be from other siratigraphic units, clean water extracted

addressed when using these techniques. If from outside the plume)?

answers (o any of the questions in Exhibit
5 are “yes”, then assumptions behind these
calculations are violated and other lines of
evidence regarding capture should be given

+ Do transient conditions and/or off-site stresses
exist, such as seasonal pumping af off-site
production wells?

higher priority. If any answers are “ves”, the assumptions
] ] associated with these methods are violuted,
It should be stressed that these simpie

horizontal capture zone caleulations do not
pertain in any manner to vertical capture.

and additional lines of evidence should be examined.
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Modeling (Analvtical or Numencal) to Simulate Heads In Conjunction with Particle Tracking

Different types of simulation models, ranging from analytical to numerical, can be applied to calculate
hydraulic heads and subsequently evaluate capture zones based on particle tracking. For instance, the
analytical-based code CAPZONE (Ohio State University) can be used to analytically construct ground-
water flow models of two-dimensional flow systems with isotropic and homogeneous confined, leaky-
confined, or unconfined flow conditions, using either the Theis equation or the Hantush-Jacob

equation. Particle tracking software (e.g., GWPATH by the Illinois State Water Survey) can then utilize
the simulated flow field to draw capture zones. WhAEM?® (1J.S. EPA) is another analytical-based code
that can be used for capture zone delineation. Numerical simulation codes such as MODFLOW (U.S.
Geological Survey) allow for simulation of more complex systems (three dimensional geometry meluding
aquifer heterogeneity and complex boundary conditions). Particle tracking codes (e.g., MODPATH by the
U.5. Geological Survey) can then utilize the simulated How ficld to draw capture zones. Please note that
many codes are available for these types of applications, and the codes named herein are only mentioned
as examples.

A general reference for ground-water modeling and particle tracking 1s Anderson and Woessner (1992).
Ground water models should be calibrated to reasonably match field-measured heads and flow patterns.
Calibration is accomplished by varying parameter values, boundary conditions, and stresses until an
acceptable match with field-measured values is achieved.

Particle tracking based on simulation of heads can provide a precise delineation of both horizontal

and vertical hydraulic capture {(not accounting for dispersion). Precision, however, should not be
confused with accuracy. The capture zone indicated by the particle racking 1s only as accurate as the
underlying head predictions from the simulation model, which are subject to many types of uncertainty
(e.g., parameter values, boundary conditions). 1f the model inputs do not reasonably represent actual
conditions, there 1s potential for “garbage in — garbage out”.

Ideally, the calibrated numerical model should subsequently be “verified” by simulating drawdown
responses to different pumping conditions, and comparing those predicted responses to field
measurements. This institls confidence that the model provides a reasonable representation of the
physical system.

Another way to “verify” the numerical model is to run forward particle tracking to show that particles
released at the location of the contaminant source reasonably account for the observed plume dimensions,
and that the downgradient plume extent is consistent with the amount of elapsed time since contaminants
were first introduced into the ground water. However, there are factors in addition to the prediction of
the flow system (inchuding contaminant source locations and timing, dispersion, and adsorption) that
complicate such evaluations.

Tracking particles in reverse from mitial locations around the extraction wells, to define the capture

zone, is a commonly used approach. However, it can lead to erroneous interpretations in two and three
dimensions. The apparent area of capture 1s highly controlled by the number of particles released, and
the specific locations (horizontal and vertical) where particles are released. For instance, if particles are
started at only one vertical location (e.g., the middie of the well screen) and tracked backwards, the results
may indicate that all water captured by the well comes from the aquifer screened by the well, and may not
show contributions to the well from water that may originate from aquifers above and/or below.

Another approach is to track particles backward from locations beyond the capture zone, to create a
“shadow” plot of particles that escape the capture zone (the blank area represents the capture zone).
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However, this method does not indicate the capture zone of each individual extraction well if there is
more than one extraction well.

Tracking particles forward in space and time from a large variety of starting points (horizontally and
vertically), and determining which of those particles reach each extraction location (1.e, wells or drains), is
generally a better way to assess the three-dimensional capture zone. The initial particle locations can be
plotted, using different symbols or colors to indicate the specific extraction location where each particle

is ultimately captured. In this manner, the capture zone of each mdividual extraction location can be
effectively illustrated. Producing multiple maps of this type, where each map illustrates particles starting
at a different vertical elevation, is an cffective approach for illustrating the vertical capture zone of cach
extraction location.

It 1s tmportant to simulate pumping rates actually achicved with the P&T system, which in some cases
differ substantially from design values. It is not appropriate to simulate the maximum pumping rate if
that rate is not sustained in a continnous mamer. In general, simudating the average pumping rate or
arange of pumping rates 15 more appropriate for evaluating current capture zones than simulating the
maximum exiraction rale, excepl as a sCreening exercise.

It is also important to assess if the options selected for particle wracking, such as alternatives for removing
particles, are biasing the interpretation of capture. For instance, the particle tracking code may allow the
option of removing particles at “weak sinks” or allowing particles to pass through “weak sinks”. A “weak
sink” 18 a model gnid cell where some waler 1s removed from the model, but where some water alse Hows
mto one or more adjacent model cells. This could oceur if an extraction well 15 located in a relatively
large grid cell and pumps relatively little water. The option selected by the user may greatly mfluence the
resulting interpretation of capture. One approach is to evaluate capture using both options, and determine
if the resulting interpretation 1s greatly mfluenced by the option selected. {f so, both resualts can be
reported or finer model grid spacing can be considered.

In addition to providing a basis for particle tracking, ground-water modeling can bring a higher level of
understanding regarding the hyvdrogeology and contaminant transport at a site. Although ground-water
model results are subject to uncertainty, and ground-water modeling is not warranted at many simple
sites, EPA encourages the use of ground-water modeling at more complex sites as a tool for evaluating
and improving the site conceptual medel, predicting capture zones, and evaluating alternate remediation
scenarios. However, actual field momnitoring must be carried out in order to provide information necessary
to evaluate model predictions. Capture zone effectivencess is ultimately determined by ficld monitoring
that typically includes some combination of hydraulic head measurement and ground-water sampling and
analysis, in conjunetion with field confirmation of remedy pumping rates.

Step 5: Evaluate Concentration Trends

Contaminant concentrations can be monitored at two types of locations downgradient of the Target
Capture Zone i an attempt to interpret capture (Figure 15):

o sentinel wells are located downgradient of the Target Capture Zone and are not currently impacted
above background concentrations

»  downgradient performance monitoring wells are located downgradient of the Target Capture
Zone and are currently impacted above background concentrations

For sentinel wells, contaminant concentrations should remain at background levels over time if capture
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Types of Downgradient Monitoring Wells
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Figure 15. Types of downgradient monitoring wells.

1s successfid. For downgradient performance
monitoring wells, contaminant concentrations
should decline to background levels {or below
cleanup levels) over time if capture is successful

The term “downgradient performance monitoring
well” 15 used herein to describe a specific subset
of “performance monitoring wells” that are
located downgradient of the Target Capture Zone
and are impacted by chemicals above background
concentrations. Other performance monitoring
wells might be located within the Target

Capture Zone, and might monitor hyvdraulic
performance and/or concentration trends. A good
understanding of contaminant release history

and plume dynamics is needed to successfully
position sentmel wells and “downgradient
performance monitoring wells”.

A primary issue complicating the use of
concentration trends for evaluating capture
is illustrated in Figure 15, which presents
concentration versus time for the three
monitoring well locations (MW-1 1o MW-3)
shown in the top portion of Figure 15,

This example pertains to a case with a
continuing source of dissolved contamination.
Concentrations at monitoring well MW-1

remain above background over time, because the
monitoring well 1s actually within the capture

zone (1.¢., not downgradient of the Target Capture Zone), and therefore continues to be impacted by
contaminated water from the continuing upgradient source. However, since the actual extent of the
capture zone is not generally known, the concentration trend at MW-1 could be erroncously interpreted as
failed capture (because concentrations downgradient of the extraction well remain above background).

Interpretation of capture based on concentration trends at monitoring wells located downgradient of the
Target Capture Zone is complicated by several other factors:

»  there may be limited concentration data since monitoring ground-water concentrations is far more

expensive than monitoring water levels

= interpretations of concentration data related o capture may take years because ground-water flow
velocitics {and associated concentration changes) are generally quite slow

«  for sites with multiple hydrogeologic units that are impacted or may become impacted, it is
necessary to monitor wells in muldple hydrogeological units

«  multiple releases of contaminants can result in multiple pulses in monitoring well concentration
data, which means that decreasing concentrations may be mislcading if a second pulse has not yet

arrtved
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In Figure 15, concentrations do not fall below cleanup standards at the downgradient performance
monttoring well (MW-2) until nearly eight vears of monitoring have been completed. This 1s hikely to

be an unacceptably long period of time for use as the sole indication of capture, highlighting the need for
other lines of evidence, such as those that measure hydraulic performance, to be used m conjunction with
this line of evidence.

Although these issues complicate interpretation of capture from concentration trends, the concentration
trends at these downgradient performance monitoring wells over time may ultimately provide the most
solid and compeliing line of evidence that successful capture has actually been achieved. Therefore, both
hydraulic monitoring and chemical monitoring should usually be components of capture zone evalnations.
Estimates of capture performance based on hydraulic data allow relatively rapid assessments of system
performance that complement the more direct but longer term assessments provided by monitoring of
ground-water chemistry.

Such chemical data may also be used to assess consistency with the site conceptual model and/or with
other lines of evidence regarding interpretation of capture. In many cases, ambiguity associated with
the interpretation of such concentration data will indicate data gaps, which in turn may suggest a need to
collect additional field data to meet the data quality objectives of the capture zone evaluation.

Step 6: Interpret Actual Capture And Compare to Target Capture Zone(s)
Once multiple lines of evidence regarding capture have been evaluated, actual capture achieved by the
extraction wells should be interpreted, and the items in Exhibit 6 should be addressed. To avoid bias,

the actual capture should be interpreted independent of the Target Capture Zone (i.¢., they should be
compared after the actual capture zone is interpreted).

Exhibit 6

Ftems to Address after
Actual Capture is Interpreted (Step 6}
« Compare the interpreted capture zone to the Target Capture Zong

Dioes the curvent system achieve remedy objectives with respect to plume capture, both horizontally and
verticaliv?

« Assess uncertainties in the interpretation of the actual capture zone

Are alternate interpretations possible that would change the conclusions as to whether or not sufficient capture
is achieved?

» Assess the need for additional characterization and/or monitoring

Is there a need for additional plume delineation or additional piezometer locations to determine convincingly
whether or not actual capture is sufficient?

« Evaluate the need to reduce or increase extraction rates

Should extraction rates, number of extraction wells, and/or locations be modified based on the results of the
capture zone analysis?
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Capture zong analysis should be an iterative process that includes the following:
»  evaluate capture based on existing data
« identify any data gaps that create uncertainty in the conclusions of the capture zone analysis
»  fill any data gaps that are identified (e.g., add new piczometers), and re-evaluate capture
°  continue monitoring capture over time

« if capture 1s gver determined to not be sufficient, optimize the extraction system until capture is
sufficient

» if capture is determined to be sufficient, continue routine monitoring and consider the potential 1o
optimize extraction locations and/or rates to reduce cost

The 1terative process described above 1s illustrated in Exhibit 7. Increasing the pumping rates may add

confidence in the analysis of capture, but may also increase the cost of treating and discharging the water
and/or potentially cause other negative impacts {e.g., dewatering well screens or wetlands).

Exhibit 7

Capture Zone Analysis — lterative Approach

fterative - o
—v{ Evaluaie capture using existing data |¢—

Fill data gaps

Yes Ars theve data gaps that

make conclusion of caplure
evaiuation unceriain?

| Optimize sxtrastion
I Na s
Complete caplure zone
evalustion
Bince s
Mo
J@;ﬁsf@w
\_&\‘ /
T Yes
$ +
Continue routine Ciptimize to reduce
monitoring cost
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Exhibit 8 presents one possible format for summarizing the results of a capture zone evaluation. Itis
orgamzed in a manner that provides the conclusions from different lines of evidence regarding capture,
and then presents overall conclusions regarding the adequacy of capture, uncertaintios and data gaps, and
recommendations for future action. In most cases, the required level of detail cannot be presented in one
stmple table such as Exhibit 8, and will actually be included in chapters or appendices of a report.

Exhibit 9 is an example of a similar format for summarizing capture zone evaluations with two cases: ong
where capture 18 likely successful and one where capture 15 not convineingly demonstrated.

Exhibit 8

Passible Format for Presenting Results of a Capture Zone Evaluation

Line of Evidence Is Capture Sufficient? Comments

Waler Levels
+  Potentiometric surface maps
= Vertical head difference maps

= Water level pairs

Calculations
«  Estimated flow rate calculations
«  Capture zone width calculations

= Ground-water flow modeling
with particle racking

Concentration Trends

*  Sentinel wells

= Downgradient performance
monitoring wells

Overall Conclusion
= Is capture sufficient, based on “converging lines of evidence™?
«  Key uncertaintics/data gaps

»  Recommendations to collect additional data, install new monitoring wells, change current extraction rates,
change number/location of extraction wells, cic.
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Exhibit 9

Examples of Summaries for Systematic Capiure Zone Evaluations

Example Where Capture Appears Successful

Step 1: Review site data, site conceptual model,
remedy objectives

Completed, all determined to be up-to-date and adequate

Step 2: Define “Target Capture Zone(s)”

Updated based on revised plume map, illustrated on maps

Step 3: Water level maps

Adequate monitoring well network exists to determine
capture; water levels indicate capture zone larger than the
Target Capture Zone, piezometers are available near each
extraction well for accurate water levels

Step 3: Water level pairs

Inward flow at all pairs along property boundary, and
vertical water level differences indicate hydraulic control

Step 4: Simple horizontal capture zonc analyses

Estimated flow rate calculation suggests 50-100 gpm
should be sufficient, system currently at 100 gpm

Step 4: Particle tracking

Model calibration updated based on actual pumping
rates and drawdowns, particle tracks indicate successtul
horizontal and vertical capture

Step 5: Concentration trends

Not relied upon for short term, concentrations do not
increase at seatinel wells in long term

Step 6: Interpret actual capture and compare to
Target Capture Zong

Actual capture zone is inferpreted to be larger than the
Target Captlure Zone, all lines of evidence support that
conclusion, some reduction in pumping rates/locations
might be considered

Example With Many “Red Flags”

No Confidence That Capture is Successful

Step 1: Review site data, site conceptual model,
remedy objectives

Last plume delineation 5 vears ago, unclear if remedy
objective is “cleanip” or containment

Step 2: Define “Target Capture Zone(sy”

Not clearly defined, objective is simply “hydraulic
containment”

Step 3: Water level maps

Inadequate monitoring well network exists to determine
capture, water levels indicate a “large” capture zone,
however, water levels are used at extraction wells with
no correction for well inefficiencies and losses (no
piezometers near extraction wells)

Step 3: Water level pairs

Vertical water level differences are not evaluated

Step 4: Simple horizontal captare zong analyses

Done during system design, estimated flow rate
calculation indicated 50-100 gpm would be required,
current pumping rate is 40 gpm

Step 4: Particle tracking

Not perforimned, no ground-waier model being utilized

Step 50 Concentration trends

Evatuated but with inconclusive resulis

Step 6: Interpret actual capture and compare to
Target Capture Zone

Not even possible since Target Capture Zone is not
clearly defined, conclusion of capture zone analysis
should be that there is a need to adequately address Steps
110 5, so that success of capture can be meaningfally
evaluated

ED_005025_00013479-00038




This page left intentionally blank.

ED_005025_00013479-00039



C. SUMMARY

Capture zone analysis 1s the process of evaluating field observations of hydraulic heads and ground-
water chemistry to mterpret the actual capture zone, and then comparing the interpreted capture zong
10 a “Target Capture Zone™ to determing if capture s sufficient. This document presents a systematic
approach to evaluating capture zones at P&T sites.

Six steps are suggested for a systematic capture zone evaluation:
Step I: Review site data, site conceptual model, and remedy objectives
Step 2:  Define site-specific Target Capture Zone(s)
Step 3: Interpret water levels

»  potentiometric surfuce maps (hovizontal) and water leve! difference maps (vertical)
» water level pairs (gradient control points)

Step 4:  Perform calculations

»  estimated flow rate calculation

» capture zone width calculation (can include drawdown calculation)

»  modeling (analvtical or numerical) (o simulate water levels, in conjunction with particle
tracking and/or transpori modeling

Step 5: Evaluate concentration trends

Step 6:  Interpret actual capture based on stops 1-5, compare to Target Capture Zone(s), assess
uncertainties and data gaps

Specific technigues to assess the extent of capture achieved by the extraction wells are applied in Steps 3
to 5. Each of these techniques is subject to limitations, and in most cases no single line of evidence will
conclusively differentiate between successful and failed capture. Therefore, developing “converging lines
of evidence”, by applying multiple techniques to evaluate capture, increases confidence in the conclusions
of the capture zone analysis.

The systematic approach advocated here is iterative in that it 1s advised that the practitioner obtain
additional field information to address data gaps and ambiguitics if present. Along cach step of the
process, the practitioner should evaluate the completencss of the data set and how to address uncertainty.

This document 15 intended to be used as a companion document to Methods for Monitoring Pump-and-
Treat Performance (U.5. EPA, 1994, link provided in “References” section) when evaluating capture
zones. This document is intended to provide more detail regarding capture zone analysis and includes
more complex examples than are discussed in that previous document. This document 1s not intended 1o
be a comprehensive reference for cach topic presented herein nor 13 1t a “how to” guide. However, a table
provided at the beginning of the “References” section helps guide the reader to sources of information
(cited within this document) according 1o specific topics.
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Some of the important “big-picture” considerations when performing a capture zone evaluation include
the following:

o there should be a clearly stated remedy objective based on a site conceptual model, and an
associated three-dimensional “Target Capture Zone” that is clearly defined both horizontally and
vertically

» the evaluation should utilize as many “converging lines of evidence™ as practicable (1.¢., use of
multiple techniques to evaluate capture)

that conveys the results of the different lines of evidence, identifies data gaps, and provides
recommendations (Exhibit 8 is an example of one such format)

o many of the components of a capture zone evaluation require hydrogeologic insight and expertise,
and practitioners should use the assistance of support personnel if they lack that expertise

The appropriate frequency for captare zone evaluations is site-specific. Factors that should be considered
mchude changes in remedy pumping rates over time {and the associated time for the ground-water levels
to stabilize), the temporal nature of stresses (on-site and off-site), and the travel-time of contaminants

o potential receptors. Capture zone analysis should be considered during system design, and should be
performed throughout the first year of system operation and on a routine basis thercafler as part of G&M.
One or more caplure zone evalualions per vear is appropriate at many sites due to changing conditions.
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D. GLOSSARY AND SELECTED ABBREVIATIONS

Capture Zone. A three-dimensional region that contributes the ground water extracted by one or more
wells or drains.

Converging Lines of Evidence. Applyimg multiple techmques to evaluate capture, such that confidence
m the conclusions of the capture zone analysis is increased.

Downgradient Performance Monitoring Well. Monitoring well located downgradient of the Target
Capture Zone and currently impacted by contaminants above background concentrations. This well can
be used to monitor concentration reductions that are expected if capture is successful (note that the more
general term “performance monitoring well” may pertain to wells in other locations, such as within the
Target Capture Zone, that may monitor hydraulic performance and/or chemical performance).

Estimated Flow Rate Calculation. Used herein to refer to a calculation of ground-water flux that
requires capture, based on plume width and a set of simplifying assumptions.

Gradient Control Points. See “water level pairs”.

Gradient Vector Map. A map that uses arrows to illustrate the direction of ground-water flow, and
optionally uses the length of the arrow to indicate the magnitude of the hydraulic gradient.

29

Head. Used interchangeably with “water level” in this document (sec “Water Level”).

Hydraulic Gradient. The change in head over a distance {the “magnitude”) in the direction that
represents the maximum rate of head decline (*the direction™).

MMNA (Monitored Watural Attenuation}. Refers herein to remediation of contaminants, actively
monitored, without use of an active remedy such as P&T.

Monitoring Well. Used herein to refer to a well which is used for measurement of water levels and
contaminani concentrations.

O&M. Operations and maintenance, used herein to refer to activities associated with operating and
maintaining a P&T system (does not refer to any specific peried of time or regulatory status associated
with the remedy).

BP&'T. Pump and treat, used herein to refer to remediation systems where ground water 1s extracied and
treated and/or appropriately discharged

Particle Tracking. Tracing the movement of a particle of a conservative solute as 1t lows within the
ground-water low system, not influenced by hydrodynamic dispersion.
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Piezometer. A well used 1o measure hydraulic water level in the subsurface, with a relatively short screen
o slotied interval such that the water level represents the specific location within the aquifer. Used in this
document to refer to a well which is used for measurement of water levels only (i.¢., not for contaminant
concentrations).

Preferential Pathway. Used herein to refer 1o a continuous zone where ground water lows faster
relative to surrounding zones, due to aquifer heterogeneity.

sentinel Well. Monitoring well located downgradient of the Target Capture Zone that is not cuarently
nmpacted by contaminants above background concentrations.

Stagnation Point. Distance from the extraction well to the flow divide that indicates the downgradient
extent of the capture zone (in the direction of uniform background flow).

Target Capture Zone. The three-dimensional zone of ground water that must be captured by the remedy
extraction for the hydraulic containment portion of the remedy to be considered successful.

Water Level. Calcuated by subtracting depth to water from a datum with a surveyed elevation, such as
the top of well casing.

Water Level Pairs. Pairs of water level elevations on either side of a boundary (horizontally or
vertically) that are used to demonstrate the direction of flow relative to that boundary.

Well Inefficiency and Well Losses. Refers to the difference between the water level in the extraction
well (lower) versus the water level in the aquifer immediately adjacent to the extraction well (higher) that
may result from a variety of factors.
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APPENDIX A:

EXAMPLES FROM THREE HYPOTHETICAL SITES
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INTRODUCTION TO APPENDIX A:
EXAMPLES FROM THREE HYPOTHETICAL SITES

To illustrate the systematic approach to capture zone analysis, and to highlight some of the details
associated with specific techniques for evaluating capture, examples for three hypothetical sites were
developed for this document. Each hypothetical site 1s represented by a numerical flow and transport
medel that is intended (o portray “actual conditions” for operating P&T systems. Each exampie site has a
different degree of complexity, to represent a variety of real world conditions. In addition, cach example
site highlights a specific 1ssuc related to capture zone analysis:

«  Example Al:  highlights complications of evaluating capture when significant vertical flow and
vertical contaminant transport are present

»  Example AZ: Thighlights complications of evaluating horizontal capture when preferential
flow pathways are present

« Example A3:  highlights complications of evaluating capture when off-site stresses are
present

For each example, at least one pumping scenario that achieves successful capture and one pumping
scenario that does not achieve successtul capture is presented.

The pumping scenarios for these examples should not be confused with pre-remedy design options.
Instead, these scenarios are intended to represent different examples of operating P&T systems.

Example Al 1s presented in the greatest detail, and is used to demonstrate the entire systematic process
for capture zone evaluation. Example A2 and Example A3 are then used to illustrate specific aspects of
capture zong analysis.
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EXAMPLE Al
This example, for a hypothetical site, highlights complications of evaluating capture when significant
vertical flow and vertical contaminant transport are present.
Example Setup
The stratigraphy of the site contains two heterogenecous aquifers: a shallow aquifer and a decp aquifer
(Figure Al-1). These aquifers are differentiated based on geologic description, and there is no aguitard
separating these aquifers. In general, the deep aguifer material has a higher hydraulic conductivity than

the shallow aquifer material.

Figure Al-1
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The shallow aquifer is firther divided into three distinet horizons (upper, middle, lower) to better
represent the following observations:

»  there are partially penetrating wells
» only the upper horizon of the shallow aquifer is hydraulically connected to the river

»  obscrved contaminant levels decrease with depth within the shallow aquifer
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For ease of presentation, the subsequent discussion refers to “layers™ as follows:

shallow aquifer, upper horizon
shallow aquifer, middle horizon

Layer |
Layer 2
Layer 3:  shallow aquifer, lower horizon
Layer4:  deep aguifer

Figure A1-2 mdicates the actual hydraulic conductivity distribution of each layer m this hypothetical
heterogeneous system. In reality, site managers would only have drilling logs, cores, slug test, or
pumping test data at a limited number of locations, and maps similar to those in Figure A1-2 might be
created from those data. Uncertainty in the hydraulic conductivity distributions 1s an important issue that
should be considered and addressed, as it directly affects ground-water low, velocity vectors, and capture
ZONes.

The contaminant of concern is dissolved TCE. Figure A1-3 indicates the actual pre-remedy TCE
concentrations in cach layer. The ground-water standard for TCE at this site is S ppb. There 1s a
continuing source of TCE (in the unsaturated zone} that has not vet been fully identified or delineated,
and it is being investigated further with the hope that the continuing source can be remediated in the
future.

Historically, dissolved TCE has discharged to the river from the south. In addition, there are two water
supply wells screencd in the deep aquifer across the river from the contaminant source (1.¢., north of the
river). These water supply wells have caused contaminated ground water to flow beneath the river, and
these water supply wells are impacted by TCE. The wells continue to pump and have wellhead treatment.

The TCE concentrations decrease with depth, and the lowest concentrations of TCE are observed in the
deep aquifer. For this hypothetical example, the distribution of TCE 1s known at all locations. In reality
site managers would only have data at locations where monitoring wells exist, and maps simlar to Figure
A1-3 would be created based on those sparse data using mterpolation and/or extrapolation.

Scenarios HHustrated
Three pumping scenarios are evaluated with respect to capture (Figure Al-4).

»  Scenario 1 has three remedy pumping wells screened i the upper horizon of the shallow
aquifer (Layer 1) near the river, with a total pumping rate of 22.5 gpm.

»  Scenario 2 has five remedy pumping wells in the upper horizon of the shallow aquifer (Layer
1), with a total pumping rate of 44 gpm. Three of the five wells are located near the river, and
the other two are mid-plume or source-area wells.

°  Scenario 3 has nine remedy pumping wells in the upper horizon of the shallow aquifer (Layer
1}, with a total pumping rate of 107 gpm. Five of the nine wells are located near the river,

and the other four are mid-plume or source-arca wells.

None of the scenarios for this example have remedy pumping in the deeper layers.
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Figare A1-2
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Figure A1-3

Pre-Remedy Concentrations
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Figare Al-4

Pumping Scenarios
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Step 1 - Review Site Data, Site Conceptual Model, and Remedy Objectives

» Is the plume delineated adequately in three dimensions?

The plume 1s bounded by monitoring wells with concentrations below standards 1n cach
hydrostratigraphic unit, based on recent concentration data (for example, Figure A1-5 illustrates
plume delineation in Layer 1). Thus, the plume delineation is considered adequate.

» s there sufficient hydrogeologic information?

Numerous well logs are available to evaluate stratigraphy. Slug test and pumping test data exist
for multiple locations (Table Al-1). Pre-remediation water level maps are available for calculating
regional gradients (Figure A1-5). Thus, the hydrogeoiogic information is considered sufficient.

» s there a site conceptual model that adequately explains the contaminant source and constituents?
Currently there exists a continuing source of contaminants to shallow ground water. Shallow
ground water flows north to the river, and the water supply wells on the other side of the river
cause some contaminated ground water to flow beneath the river to the supply wells.

» s the objective of the remedy clearly stated?

The remedy objective for this site is to prevent contaminants at coneentrations above standards
from discharging to the river, and to prevent contaminants at concentrations above standards from

continuing to flow under the river towards the water supply wells,

Figure A1-5
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Table Al-1.

Slug/Pumping Test Resulis

Layer Test Type K Range (ft/day)
Layer 1:
MW-6s shug 1.7-9
MW-9g purmnping 25-30
MW-153 shug 7110
MW-20s shug 0.6 - 50
MW-31s pumping 8-22
MSV-33s shog 90 - 130
EW-1 pumping 18-20
EW-2 pumping 15-30
FW-3 pumping 15-18
representative value 15
range from regional pumping test data 10-40
Layer 2:
MW-6m shug 12 - 60
MW-20m shug 1.2 -85
MW-31m slug 7-75
representative value 30
range from regional pumping est data 15-30
Layer 3:
MW-3m shug 12-20
MW-12m shug 70 - 115
MW-17m pumping 20 -30
MW-26m shig 1.2-28
MW-37m shug 0.7-12
representative value 20
range from regional pumping test data 10-35
Laver 4:
MW-3d stug 25-120
MW-12d shug 50 - 560
MW-18d pumping 50 - 80
MW-21d shug 29-130
MW-28d shug 50 - 620
MW-37d pumping 40 - 70
representative value 60
range from regional pumping test data 26 - 100
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Step 2 - Define Target Capture Zone(s)

As discussed in the main document, the Target Capture Zong can be defined based on: (1) complete
hvdraulic capture of the entire phume (horizontal and/or vertical); or (2) capture of a specific portion of
the plume 1n conjunction with another remedial technology for the uncaptured portion. Two options for
defining the Target Capture Zone at this site are presented below and are illustrated in Figure Al-6:

Option 1 (More Conservative)

* {0 prevent continuing discharge of TCE to the river, inward flow from the river to the aquifer
(1.c., 1o the south) will be established over the width of the plume exceeding 3 ppb

«  vertical hydraulic containment is required south of the river within the 5 ppb plume, by
demonstrating upward fow to Layer 1 (where the continumg source 1s located) from

underlying hydrogeologic units

Option 2 (Less Conservative)

» {0 prevent continuing discharge of TCE to the river, a flow divide will be established between
the extraction wells and the river, over the width of the plume exceeding 3 ppb

o vertical hydraulic containment is not required south of the river as long as concentrations on
the north side of the nver decrease below 5 ppb over tme as a result of the shallow extraction
south of the river in conjunction with Monitored Natural Attenuation (MNA)

For the purpose of illustrating the process of capture zone analysis, the discussion below will consider
both of these options for defining the Target Capture Zone. Note that the requirement for demonstrating
horizontal capture is more conservative for Option 1 than for Option 2. The requirement for
demonstrating vertical capture 15 also more conscrvative for Option 1. Other options for defining Target
Capture Zone are possible, but are not presented herein.

Step 3 - Interpret Water Levels

Horizontal and/or vertical capture can be interpreted from water level maps that are constructed from
measured water levels. In addition, How directions can be analyzed from water level pairs (gradient
control points) to aid in interpretation of capture. The discussion below illustrates some of the analyses
that can be performed at this site based on water levels, for each of the three defined pumping scenarios,
0 evaluate the extent of capture.

Water Level Maps: Horizontal Capture Analvsis

The following figures present constructed water level maps for Layer 1 (the upper horizon of the shallow
aquifer where the extraction wells are screened), for each of the three pumping scenarios defined for this
example:

o Figure A1-7: Scenario 1 (22.5 gpm)
= Figure Al-8: Scenario 2 (44 gpm)
»  Figure Al-9: Scenario 3 (107 gpm)
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Figure Al-6

Target Capture Zone, Option 1 — More Conservative
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Figare A1-7

Horizontal Interpretation of Water Level Maps, Layer 1, Pumping Scenario 1 (22.5 gpm)
A. 40 Observation Points Without Stage Measurements B. 40 Observation Points With Stage Measurements
or Water Level Measurements near Pumping Wells
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Figare A1-8

Eorizontal Interpretation of Water Level Maps, Layer 1, Pumping Scenario 2 (44 gpm)
A. 40 Observation Points Without Stage Measurements B, 40 Observation Points With Stage Measurements
or Water Level Measurements near Pumping Wells
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Figare A1-9

Horizontal Interpretation of Water Level Maps, Layer 1, Pumping Scenaris 3 (167 gpm)
A. 40 Observation Points Without Stage Measurements B, 40 Observation Points With Stage Measurements
or Water Level Measurements near Pumping Wells
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In these figures several potential water level maps are presented for each pumping scenario, to compare
the following situations:

o with/without water level measurements near the pumping wells
= larger/smaller amounts of water level data
»  with/withoul river stage measurements

These different water level maps for Layer 1 illustrate how interpretations of horizontal capture can vary
depending on the availability of water level measurements near the extraction wells:

» with a large number of water level measurements, butl no water level measurements near the
[13 32

pumping wells {map “A” of Figures A1-7 to A1-9), horizontal capture is not clearly apparent
and successful capture is not interpreted even for Scenario 3 (107 gpm)

»  with the same number of water level measurements, plus water level measurements near the
pumping wells (map “C” of Figures A1-7 to A1-9), horizontal capture is apparent and the
extent of capture can be interpreted

Water levels at extraction wells are typically lower than water levels in the surrounding aquifer due

to well inefficiency and well losses. For this reason, water levels measured at extraction wells should
generally not be utilized to construct water level maps, because they potentially bias the interpretation of
capture (to be more extensive than is actually achieved). However, Figures A1-7 to A1-9 illustrate that if
ne water level measurements are available near the extraction wells, inferpretation of horizontal capture
will likely be biased towards an mierpretation of poor capture. To avoid this problem, EPA recommends
mstalling a piezometer near each extraction well. However, if such piezometers do not exist, a possible
approach is to estimate aquifer water levels at the extraction wells by correcting the measured water levels
for well losses, until appropriately located piezometers are available. However, such calculations do not
account for all components of well inefficiency, and locating piczometers near extraction wells is much
preferred to correcting water levels in extraction wells based on calculated well losses.

For this site, the inclusion of river stage measurements in addition to the water level measurement is also
ttustrated (map “B” on Figures A1-7 to A1-9), for the situation without water level measurements near
the pumping wells. These maps indicate that the addition of stage measurements at this site has little
impact on the interpretation of horizontal capture. For this site, including river stage measurements is not
as unportant as including water level measurements near the extraction wells. This is likely because of
the availability of water level measurements at several locations between the extraction wells and the
river at this example site. River stage measurements might impact the interpretation of capture more
substantially if these water level data from measuring points near the river were not available.

For Layer 1 in Figures A1-7 to A1-9, a water level map and associated interpretation of horizontal capture
are also provided for a case with many fewer water level measurements (map D7 on Figures A1-7 1o
A1-9), and where water level measurements near the extraction wells are available. With fewer water
level measurements a larger zone of capture is interpreted. This illustrates that the number of available
water level measurements will impact the interpretation of capture. In general, the accuracy of the
miterpreted capture extent will increase as the number of water level measurement locations increases. As
discussed earlier, availability of water level measurement points located near and around the extraction
wells are very important for accurately depicting capture zones from water level maps.
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For Scenario 3, the interpreted capture zones with water levels near the extraction wells (maps “C” and
“D” on Figure A1-9}) mdicaie that the extraction wells south of the river are potentially capturing water
from north of the river. This suggests that the pumping rate associated with Scenario 3 (107 gpm) may be
more than is necessary to simply prevent water from discharging to the river from the south.

It 1s also observed that the capture zone widths on maps “C” and “D” of Figure A1-8 (total pumping of
44 gpmj are only slightly greater than the capture zone widths on maps “C” and “D” of Figure A1-7 (total
pumping of 22.5 gpm), despite the fact that the pumping rate s nearly double. The capture zone width
would be nearly double under very simplified hydrogeologic conditions, because the total extraction rate
is nearly double. However, that simple relationship does not hold when the hydrogeology is complex,
such as with this example, which includes a river that serves as a potential source of water to the
extraction wells and/or underlying strata that also provide water to the partially-penetrating extraction
wells.

In summary, a varicty of potential water level maps can be constructed depending on the data available,
leading 1o a variety of potential interpretations regarding the extent of horizontal capture. For each of the
three pumping scenatios (Figures A1-7 1o A1-9), at least one potential water level map is prosented that
suggests potential for “failed” horizontal capture in Layer 1, and at least one potential water level map is
presented that suggests “successful” horizontal capture in Layer 1.

The most important consideration appears to be the existence of water level measurements near each
extraction well (or an estimate of water levels in the aquifer near each extraction well). Without such
measurements, horizontal capture 1s biased towards interpretation of poor capture. However, the number
of available data points away from the exiraction wells also 1impacts the interpreted extent of horizontal
capture. The more water level points that are available, the more accurate the interpretation of capture.

Constructed water level maps for Laver 3 (lower horizon of the shallow aquifer) and Layer 4 (deep
aquiter) are presented on the following figures:

»  Figure Al-10: Scenario 1 (22.5 gpm)
»  Figure Al-11: Scenario 2 (44 gpm)
»  Figure Al-12: Scenario 3 (107 gpm)

The water level maps for Layers 3 and 4 do not indicate any discernable capture from the extraction wells
that are screened in Layer 1, for any of the pumiping scenarios. That is because no water level
measurements or estimates for these depths are available n the vicinity of the extraction wells,

If piezometers screening these deeper horizons were installed in the vicinity of the extraction wells, some
horizontal capture in these layers would Likely be apparent, even though the extraction wells are screened
only in the upper horizon of the shaliow aquifer. This again illustrates the importance of having water
level measurements near extraction wells when interpreting horizontal capture using water level maps.
For a multi-aquifer or mult-layer problem, multi-level monitoring wells (or well clusters) near the
extraction wells are recommended.
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Figure A1-10

Horizontal Interpretation of Water Level Maps, Lavers 3-4, Pumping Scenario 1 (22.5 gpm)
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Figure Al-11

Heorizental Interpretation of Water Level Maps, Layers 3-4, Pumping Scenario 2 (44 gpm)

Layer 3: 12 Observation Points
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Figure Al1-12

Herizontal Interpretation of Water Level Maps, Layers 3-4, Pumping Scenario 3 (107 gpm)
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Water Level Maps: Vertical Capture Analvsis

This site has a continuous source of TCE in the upper horizon of the shallow aquifer (Layer 1). By
evaluating head difference between the upper and lower horizons of the shallow aguifer (Layer 1 versus
Lavers 2 and 3), the potential for downward flow from the contaminant source arca can be evalnated. If
vertical gradients are upward at all locations, then dissolved contaminants will not be transported by
advection from the source area to underlying horizons. Note that at DNAPL sites there is a potential for
DNAPL to migrate downward even in the presence of upward hydraulic gradients. However, at this site
TCE concentrations at depth are too low relative to the solubility limit to be mdicative of DNAPL at
depth.

Figure A1-13 illustrates interpretation of vertical head differences at existing well clusters, for each of the
three pumping scenarios:

o for Scenario 1 (225 gpm) there are downward vertical gradients interpreted near the contaminant
source and in the central portion of the plume south of the river, suggesting the potential for
downward advection of dissolved TCE

«  for Scenario 2 (44 gpm) there is a much greater area where upward vertical gradients are
mterpreted, largely due to the existence of the mid-plume extraction wells, although some arcas
of downward vertical gradients are interpreted within the footprint of the plume south of the niver

« for Scenario 3 (107 gpm) upward vertcal gradients are interpreted within the entire footprint of
the plume south of the river
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Figure A1-13

Water Level Difference Maps (Well Clusters In Layers 1 and 3)
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These vertical head difference figures were created by contouring the measured head differences from
locations where water level data were available at multiple depths (e, clustered momtoring wells).

For Scenarios | and 2, the downward vertical gradients within the footprint of the plume suggest a
potential for dissolved TCE to migrate downward, and potentially beneath the river to the water supply
wells. However, the level of detail associated with this water level analysis cannot determineg if such
transport beneath the river ultimately occurs, or if TCE transporied downward near the contaminant
source area is ultimately captured {or adequately attenuated) by the shallow extraction wells near the river
(note there are upward vertical gradients near the river caused by the remedy extraction wells for all three
pumping scenarios).

Water Level Pairs (Gradient Control Points)

Two types of water level pawrs are analyzed for this site:

*  river stage measurements are compared to water level measurements in the aquifer immediately
south of the river to evaluate horizontal hydraulic containment at the river (at this site the upper
horizon of the shallow aqguiter is hydraulically connected to the river, so head differences between
the river stage and the aquifer water level indicate 1f How direction 1s to or from the river)

o water levels are compared between the upper and lower horizons of the shallow agquifer (Layer 1
and Layer 3), to evaluate vertical hydraulic containment for the upper horizon of the shallow
aquifer that contains the continuing source of dissolved TCE

Figure A1-14 illustrates results for a large number of potential horizontal gradient control pairs (many
more than would typically be available at most sites) in the vicinity of the river, for each of the three
pumping scenarios. The use of so many data points is to highlight the details of the actual flow system
for thas example, and should not be confused with the number of monitoring wells in this hypothetical
example illustrated earlicr (i.e., many fewer locations, which is more realistic). The interpretations
regarding horizontal hydraulic containment at the river, based on Figure Al-14, are as follows:

o for Scenario 1 {22.5 gpm), ground water in the aquifer discharges to the river at all locations, and
the downgradient extent of capture cannot be determined from these data

= for Scenario 2 (44 gpm), ground water in the aquifer discharges to the river at all locations, and
the downgradient extent of capture cannot be determined from these data

o for Scenario 3 (107 gpm), the river discharges to the aquifer at all locations, indicating successful
hydraulic containment at the river

Ag discussed earlier (see Figure 11 of main document), the lack of demonstrated hydraulic containment
at the river in Scenarios 1 and 2 does not prove that a capture zong is not achieved. It is possible that
horizontal capture of the plume 1s successful but the flow divide associated with the capture zone is
established upgradient of the river. The hydraulic containment achieved at the river i Scenario 3 should
be viewed as a conservative measure of horizontal capture becanse achieving inward gradients at the
river along the entire plume width requires more pumping than simply achieving an adequate How divide
between the extraction wells and the niver.
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Figure Al-14

Hﬂa’?}g@ntai Water Level Pairs (Gradient Control Points) for Scenario 1 (22.5 gpm)
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Figures A1-15 to A1-17 illustrate results for a large number of potential vertical gradient control pairs
(again, many more than would typically be available at most sites), for each of the three pumping
scenarios, respectively. The interpretations regarding vertical hydraulic containment of Layer 1, south of
the river, are as follows:

»  for Scenario 1 (22.5 gpm), downward flow exists in most of the area within the plume
footprint except near the extraction wells and the river, mdicating potential for failed hydraulic
containment in the vertical (Figure A1-15)

o for Scenario 2 (44 gpmy), upward flow occurs near the contaminant souxrce area where the
mid-plume extraction wells are installed, but downward flow oceurs in the central portion of

the plume, indicating potential for failed hydraulic containment i the vertical (Figure Al-16)

»  for Scenarie 3 (107 gpm) upward flow occurs within the entire footprint of the plume,
indicating successful hydraulic containment in the vertical (Figure A1-17)

Again, please note that at most sites a much smaller number of walter level pairs are typically available for
the mterpretation of horizontal and/or vertical containment than are itlustrated in this example.

Step 4 - Perform Calculations

Specific calculations can be performed to add additional lines of evidence regarding the extent of capture,
meluding the following:

«  gimple horizontal analyses, such as estimated flow rate calculations and capture zone width
calculations

«  modeling (analytical or mumerical} to simulate heads, m conjunction with particle tracking
and/or transport modeling

The discussion below ilustrates some of the calculations that can be performed at this site, for each of the
three defined pumping scenarios, to evaluate the extent of capture.

Simnle Horzontal Caleulations

Although the calculations associated with these analyses are quite simple, deciding on the actual values
10 use for the calculations is not siraightforward for this siie because some of the parameters (e.g., aquifer
thickness, hydraulic conductivity, magnitude of the hydraulic gradient) vary in space.

One complication pertains to aquifer thickness. The shallow aquifer is unconfined, so the thickness of the
aquifer is variable and depends on the actual water levels. Also, the extraction wells are only screened in
the upper horizon of the shallow aquifer (Layer 1), but the wells are partially penetrating wells and likely
draw water from all horizons of the shallow aquifer (Layers 1-3), and perhaps from the deep aquifer as
well because there 1s no aquitard separating the shallow and deep aquifers.
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Figure A1-15

Vertical Water Level Pairs (Gradient Control Points) for Scenario 1 (22.5 gpm)
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Figure Al-16

Vertical Water Level Pairs (Gradient Control Points) for Scenario 2 (44 gpm)
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Figure A1-17

Vertical Water Level Pairs (Gradient Control Points) for Scenario 3 {187 gpm)
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Some possible options for assigning aquifer thickness are:

o~ 25 ft (saturated thickness of Layer 1)
e~ 50 fi (saturated thickness of Layers 1-3)
o~ 75 fi (saturated thickness of Layers 1-4)

Based on the equations presented in Figure 13 (estimated flow rate calculation) and Figure 14 {capture
zone width calculation) of the main document, assigning a higher value for aquifer thickness would
suggest that more water flows through the plume, which would, m tam, require more pumping to achicve
a specific width of capture.

Another complication pertains {o hydraulic conductivity. The slug test and pumping test data (Table
A1-1) suggest that heterogeneities exist within each aquifer, and from aquifer to aquifer. However,
these simple caleulations require a uniform value for hydraulic conductivity. Some possible options for
assigning hydraulic conductivity are:

» 15 fi/day {representative value for Layer 1)
» 30 fi/day {conservatively high value, Layers 1-3)

Based on the equations presented 1n Figure 13 (estimated flow rate calculation) and Figure 14 (capture
zone width calculation) of the main document, assigning a higher value for hydraulic conductivity would
suggest that more water flows through the plume, which would in turn require more pumpimg to achieve a
specific width of capture. Alse note that lower hydraulic conductivity (at some siies) may dictate a need
for more wells, at a lower discharge rate per well, to achieve the required total flow rate due to potential
for lower sustained yields at each well.

A third complication pertains to regional hydraulic gradient. One of the assumptions of these simple
calculations is that regional hydraulic gradient is uniform, which is not true for most actual sites due to
agquifer heterogeneity, sources or sinks of water, or other factors. For this example, the magnitude of the
hydraulic gradient ranges from 0.01 ft/ft (near the contaminant source) to 0.025 ft/ft (ust south of the
river). For the calculations presented below, only one value for hydraulic gradient (0.016 fi/f) 1s utilized,
which s a simplification based on the hydraulic gradient m the immediate vicinity of remedy wells
located upgradient of the river.

To perform these calculations, a uniform value must also be assigned for the width of the plume requiring
capture. For this site, the width of the 5 ppb plume 1s approximately 550 ft (Figure A1-5).

Estimated Flow Rate Calculation

Some combinations of parameter values that can be inserted into the equation presented in Figure 13 of
the main document, for estimating the flow rate required for capture, are listed below:

« K =15 fi/day or 30 fi/day {discussed above)

o b=25ftors0ft {discussed above)

o w=35501f

e 1=0.016 (simplification, discussed above)
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The estimated flux (@) through the plume, with “factor” of 1.0 (i.e., not accounting for other sources of
water 1o the extraction wells), for various combinations of parameter values, 15 given in Table A1-2:

Table A1-2. Flux Threugh Plume,
“Factor” = 1.0

K (ft/day) b (D) ¢ (f¥/day) Q (gpm)
25 3,300 17.1
15
50 6,600 343
25 6,600 343
30
50 13,200 68.6

Applying values for “factor” of 1.5 and 2.0, to attempt to account for other sources of water to the
extraction wells, increases the estimate of pumping required to capture the plume width, as indicated in
Tables A1-3 and Al-4,

Table Al-3. Estimated Pumping Required,

“Factor” = 1.5

K (fv/day) b (1) O (it/day)  (zpm)
25 4,950 257
i85
56 9,900 51.4
25 9,900 51.4
K1} e -
56 19,800 162.8
Table Al-4. Estimated Pumping Required,
“Factor” = 2.0
K (ft/day) b (D) ¢ (f¥/day) Q (gpm)
25 6,600 343
i85
50 13,200 68.6
25 13,200 68.6
K1}
50 26,400 1371

These results illustrate how the assignment of parameter values impacts the results of this simple
calculation. It suggests that anywhere from 17.1 gpm to 137.1 gpm is required to capture the plume at
this site, given the simplification for uniform hydraulic gradient, based on different estimates for
hydraulic conductivity, aguifer thickness, and “factor”.
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The results of the estimated flow rate calculations, which suggests anywhere from 17.1 gpm 1o 137.1 gpm
might be required to capture the plume at this example site, can then be compared to the pumpmng rate for
cach of the three pumping scenarios defined for this example (Figure Al-4), to mterpret whether or not
the pumping rate associated with each scenario is likely sufficient to provide capture:

»  Scenario 1 (22.5 gpm): likely not enough pumping
»  Scenario 2 {44 gpm):  possibly enough pumping
»  Scenario 3 (107 gpm):  likely enough pumping

These interpretations are semi-quantifative. They are quantitative in that they compare existing pumping
rates 1o calculated values for pumping that might be required for successful capture, but they are also
somewhat subjective because the calculated values are in the form of a range due to the significant
uncertainty in the underlying parameters {for the reasons discussed earlier). MNote that these flow-rate
calculations do not provide any insight regarding vertical capture.

Capture Zone Width Calculation

As with the estimated flow rate calculations, a range of parameter values must be considered for
transmissivity (T = K * b) since a range of possible values for both hydraulic conductivity and aquifer
thickness are possible. For the calculations presented below, only one value for hydraulic gradient (0.016
fi/ft) 1s utilized, which 1s a simplification based on the hydraulic gradient in the immediate vicinity of
remedy wells located upgradient of the river (as discussed earlier with respect to the estimated flow rate
calculation).

Each of the three pumping scenarios defined for this example have more than one extraction well. The
capture zone width calculation is generally performed by assigning the total extraction rate to one
“eguivalent well”. The location of the equivalent well for each of the three pumping scenarios defined for
this example is illustrated in Figure A1-18. The location of the equivalent well i1s generally selected
visually 5o 1t is centrally located with respect to the plume width and/or extraction well locations,

and located at the most downgradient position of the actual extraction wells. This often represents a
significant level of simplification for a multi-well extraction system.

Capture zone widths calculated for the three pumping scenarios defined for this example, assuming one
centrally located extraction well, are illustrated in Figure A1-18.

As discussed in Section B of the mam document (see Figure 14 of the main document), Y., 1s the capture
zone width far upgradient of the equivalent well, and Y, 1s the capture zone width at the location of

the well. Both should be considered. For the purpose of this example, the full capture zone that includes
both Y, and Y.y is illustrated graphically (Figure Al1-18), and calculations of Y ,,, are evaluated in
detail below. Since the plume width at this site 1s 350 ft, and Y, 1s measured from the plume centerling,
Y ax Should be greater than 275 1 to suggest successtul capture.

Calculations for Y, for each of the three pumping scenarios defined for this example are presented in
Tables A1-5, Al-6, and Al-7. These calculations account for some of the varnations of parameter values
discussed previously. As noted m Figure 14 of the mam document, these capture zone width calculations
require that consistent units be used. Therefore, pumping rate () is converted from gpm to ft3/day prior
to the calculation.
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Figure A1-18

Capture Zone Width Calculations
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Table A1-5. Capture Width from Plume Centerline
Scenario 1 (22.5 gpm, or 4,331 ft3/day)

K (ft/day) b (ft) T (ft¥/day) Y s (70
25 375 360
15
50 730 180
25 730 180
30 ” — ’
50 1300 90
Table Al-6. Captoure Width from Plume Centerline
Seenario 2 (44 gpm, or 8,470 ft3/day)
K (f/day) b (1) T (ftY/day) Yoy (0
25 375 706
15
30 750 353
25 750 353
30 " )
50 1500 176
Table Al-7. Capture Width from Plume Centerline
Scenario 3 (107 gpm, or 20,597 ft3/day)
K (ft/day) b (ft) T (f/day) Yy (60
25 375 1,715
15
50 750 858
25 730 85K
30
50 1500 429

For each pumping scenario, the calculated value for Y., can be compared to the target capture width on
gither side of the plume centerline (275 f1). As with the estimated flow rate calculations presented earlier,
the calculated capture zone width for cach of the defined pumping scenarios is actually a range, due to
the uncertainty in assigning a uniform value for some of the parameters. The following semi-quantitative
interpretations are made with respect to horizontal capture {(based on the range of calculated values for

Yn‘lax) :
o Scenario 1 (22.5 gpm): likely not enough pumping (Y, generally less than 275 fi)
e Scenano 2 (44 gpm): possibly enough pumping (Y, generally more than 275 i)
»  Scenario 3 (107 gpm): likely enough pumping (Y., always more than 275 {t)

Simualar detailed evaluations could also be performed for Yo
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Note in Figure A1-18 that the calculated capture zone boundary in some cases crosses the river, because
the analytical solution does not account for the river contnbuting water to the remedy well located south
of the river. This highlights one of the limitations of these simple calculations (i.c., they do not account
for other sources or sinks of water).

Exhibit Al-1 highlights questions that should be asked when performing these simple analyses, plus

answers to those questions, for this example. Based on the answers 1o those questions, other lines of
evidence are nceded at this site to adequately assess capture for each of the three pumping scenarios.

Exhibit A1-1

Questions Asked When Performing Simple Horizontal Capture Analyses
« Is using a single “representative value” for hydraudic conductivity adequaie?
FProbhably not in this hvpothetical example
= Are other contributions fo the extraction wells adequately considered?

Filux from a river: extraction wells are close 1o the river, there is hich potentiol for the river to contribute
water to the extraction wells

Flux from other stravizraphic uniss: there is afveady unceriomiy i thickness (b) 1o use for the shallow
aquiifer. there is also potential for extraction well(s) to capture water from the deep agquiifer because no
aquitard exists

* 1s potential for vertical transport of contaminanits being considered by these methods?

No, and 1t is a polential concern in this hypothetical example due o the presence of waler supply wells
Screened in the deep aquifer

Particle Tracking Based on Numerical Ground-Water Flow Modeling

For this example, particle tracking was performed with the existing mumerical How model upon which
the example was generated (the “actual condition”). The following approach to particle tracking was
employed:

» in cach model layer, one particle was initially located in each model grid cell, at the vertical
midpoint of the layer, and tracked forward in space to the location where it was removed

{such as a well or the river)

«  for each particle removed by one of the remedy extraction wells, a symbol was plotted at the
mitial location of that particle, to identify the specific well that captured the particle

This is a very effective particle tracking approach to illustrate three-dimensional capture zones.

The particle tracking results for each of the three pumping scenarios are presented in Figures A1-19 to
A1-21. For each pumping scenario, capture zone maps are provided for particles starting at the vertical
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Figure A1-19

Particle Tracking Results, Scenario 1 (22.5 gpm)
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Figure A1-20

Particle Tracking Results, Scenario 2 (44 gpm)
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Figure A1-21

Particle Tracking Results, Scenario 3 (167 gpm)
Note: All the extraction wells are screened in laver |
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midpoint of Layer 1, Layer 2, and Layer 3 (i.¢., each horizon of the shallow aquifer). No particles starting
at the vertical midpoint of Layer 4 (the deep aquifer) are removed by any of the remedy exiraction wells.
Although these shallow extraction wells may help prevent contaminants from migrating down to the deep
aquifer in the future, the particie tracking results indicate that they will not remove contamination that has
already migrated down to the decp agufer.

The particle tracking results for this example are summarized below:

o for Scenarto § (22.5 gpm), illustrated in Figure A1-19, the 5-ppb plume in Laver 1 1s mostly
captured, but the 5-ppb plumes in Lavers 2 and 3 are largely not captured, and TCE-impacted
ground water likely discharges to the river or lows beneath the river

»  for Scenarie 2 {44 gpm), illustrated in Figure A1-20, effective capture 1s indicated for Layer
1, and nearly complete capture 1s indicated for Layers 2 and 3

» for Scenario 3 (107 gpm), llustrated m Figure A1-21, complete capture is indicated for
Lavers 1 to 3, and the capture extends well bevond the 5 ppb plume boundary, imdicating that
there 1s more pumping than is actually required to capture the plume

The particle tracking results present a more comprehensive and precise illustration of the extent of
horizontal and vertical capture than the evaluations of water level maps or water level pairs. However,
the reliability of this line of evidence for interpreting actual capture depends on the relhiability of the
model predictions, which are typically subject to uncertainty based on the presence of heterogeneity in
natural systems that can be difficult to characterize and represent in the model.

For the example presented herein, the particle tracking evaluations were performed with a model known
to be an accurate representation of ground-water flow conditions for the site. At actual sites, that will
never be the case. Ideally, a numerical model used for particle tracking should be “verified” by
reproducing measured drawdown responses to various pumping scenarios, increasing confidence in the
model’s ability to accurately predict capture. Another way to “vertfy” the numerical model is to run
forward particle tracking to show that particles released at the source actually account for the observed
plume dimensions. However, there are factors in addition to the prediction of the flow system (including
contaminant source location and timimg, dispersion, and adsorption) that complicate such evalnations.

Sensitivity analysis can be performed to evaluate how changes 1 model parameter values might impact
the particle tracking results. The best way to perform such sensitivity analysis i1s to make sure the
alternate runs are performed using parameter values in the ground-water flow model that still provide an
acceptable model calibration.

Step 5 - Evaluate Concentration Trends

At this site, the use of concentration trends at monitoring wells that are located between the extraction
wells and the river i1s difficult with respect to evaluation of capture. Sentinel wells (i.e., wells that are
currently clean) cannot be located between the extraction wells and the river, because that area is already
mnpacted by TCE. “Downgradient performance monitoring wells” should be located bevond the Target

there 18 a continuing source of contamination (sec Figure 15 of the main document and associated
discussion). For this example, it is not clear that any monitoring wells between the extraction wells and
the river could be known o be located outside the Target Capture Zone, since the capture zone might
extend all the way to the river. However, declining concentrations at performance monttoring wells
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located north of the river could, over time, provide evidence of successfil vertical capture from the
extraction wells located south of the river (i.e., successfully preventing continned migration of
contaminants beneath the river). Other types of performance monitoring, such as stream bed wells or
pore water samplers, could be used to establish concentration trends in ground water immediately
adjacent to the river that would provide evidence regarding the success of horizontal capture in the
shallow aquifer.

Figure A1-22 illustrates the locations of several potential momtoring wells in Laver 1 (i.e., screened in the
upper horizon of the shallow aquifer), located between the exiraction wells and the river {more than
would typically be available at most sites). Some are located closer to the extraction wells, and some are
located closer to the niver. Also, some are located immediately north of the extraction wells (ve., directly
downgradient of the extraction wells), while some are located between extraction wells (1.¢., north of, but
not directly downgradient of, the extraction wells).

Figure A1-23 illustrates concentration trends observed at these locations, for cach of the three defined
pumping scenarios.

Figure A1-22
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Figure A1-23

Concentration Trends

A. Concentrations vs. Time:
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Interpretations of the contaminant concentration trends presented in Figure A1-23 are as follows:

o for Scenario 1 (22 5 gpm), concentrations remain above 5 ppb at all the monitoring wells,
possibly because capture fails, but possibly because all are within the capture zone and are subject
to contimued impacts as a result of the continuing contaminant source

«  for Scenario 2 (44 gpm), concentrations over time decline at all of the monitoring wells, but only
decline below 35 ppb at some of the wells

o for Scenario 3 {107 gpm), concentrations decling below cleanup levels at all the monitoring wells,
likely because the upgradient source is controlled by mid-plume wells and clean water 1s being
pulied towards the monitoring wells from the river

capture even more difficult. Also, for monitoring wells where the concentrations do ultimately decrease
below 5 ppb, that result is not observed for a number of years (1.¢., not a timely evaluation of capture
effectiveness). It is also apparent that monitoring wells can imtially show a decline in concentrations but
then level off at a concentration higher than the cleanup level of 5 ppb, making 1t difficult or impossible
10 make conclusions about capture based on declining concentration trends in early time periods.

Interestingly, the monitoring wells in this group that remain above the 5 ppb cleanup limit in Scenario 2
(MW-7 and MW-9) are those located closest to the extraction wells. This could be because those wells
are within the capture zone of the extraction wells and the wells closer to the river are not. It could also
be because that all the monitoring wells are within the capture zone of the extraction wells, and those
menitoring wells closest to the extraction wells experience higher concentrations than those located ¢loser
o the river. The particle wracking results provide an additional line of evidence for determining which is
more likely.

Step 6 - Interpret Capture

Once multiple lines of evidence are developed based on technical evaluations such as those presented
above, the next step is 1o use “converging lines of evidence” to interpret the actual capture zone, and to
compare 1t (o the Target Capture Zone. Exhibit A1-2 provides a brief summary of each line of evidence
regarding horizontal and vertical capture, for each of the three pumping scenarios. Exhibit A1-2 also
provides an interpretation of capture effectiveness relative to the two options presented carlier for Target
Capture Zone. A summary table such as the one presented in Exhibit A1-2 15 an effective way to
summarize a capture zone evaluation.

Target Capture Zone Option I is the more conservative option. It requires inward flow from the niver to
aquiter, and also requires upward flow to the upper horizon of the shallow aguifer. Only Scenario 3
achicves these more conservative conditions.

target Capture Zone Option 2 is the less conservative option. It requires that a flow divide be established
between the extraction wells and the river, but does not require inward flow from the river to the aquifer
and does not require complete vertical contamment (but will require monitoring in the decper aguifer on
the north side of the river to make sure the remedy is allowing adequate attenuation of constituenis
previously flowing beneath the river).
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Exhibit A1-2

Lines of Evidence Resarding Capture for Example A1, for Each Pumping Scenarie

Method

Scenardio 1: 22.5 gpm

Scenario 2: 44 spm

Scenario 3: 107 spm

Water | evel Maps

&

» Horizontal capline may

or niay not be achieved

= Using water evels

measured near
extrachon wells,
appears horizontal
captwe in fayer 1 18
achieved

Downward flow fiom
Laver | near source
arca and most of the
plume

&

or may not be achieved

®

Using water levels
measired near

extraction wells, appears

hovizontal capture in
Laver 1 is achieved

&

Downward flow from
Layver | i the mid-
plume aiea

Horizontal capture may

+ Horizontal capture may
or may not be achieved

* Usine water levels
measured near
extraction wells,
appeats horizontal
capiure infayer 1 i3
achieved

'3

Upward flow within the
entire footprmt of the
plume

Water Level Pairs

=

®

Discharge from aquiter
Lo river aerass enlire
plume width between
the extraction wells and
river, presence of
divide cannot be
detcrmined

Downward flow in
most areas exeept arca
near the extraction
wells

@

Dhscharpe from aquifer
to river across entire
phime width, presence
of divide between the
extraction wells and
niver cannot be
determned

®

Downward flow in
some portions of the
plume

&

Discharge from tiver to
aouifer across entire
plunte width, indicating
bwrizontal hydraulic
containment at river

»

Upward flow in all
portions of the plume.
indicating vertical
hydraulic containnient

Pstimated Flow

®

Likely insufficient for

®

Potentially sutficient

«

Likely sufficient tor

with Ground-water
Flow Modelng

caplire in upper
harizon of shallow
aquifer. poor canture in
lower horizons of
shallow aunifer

Rate & Caplwe horizontal capture for horizontal capture horizontal caplure
Zone Width

Caleulations

Particle Tracking | » Neatly complete = Complete caplure in = Complete captine in all

upper honizon of
shallow aquifer, nearly
complete capture in
lower horizons of
shallow aquifer

porhions of the shallow
aquifer

Momtoring Well
Concentralion
Trends Between
the BExtraction
Wells and the
River

“

&

Concentrations do not
reach cleanup level of 5
ppbat any of the
monitoring welly

Interpretabion
ambiguous

®

Concentrations reach
cleanup level of S pph
al some moniloring
wells i 4-7 years

« Interpretation
ambiguous

®

Concentrations reach
cleanup level of 5 ppb
at all the monitoring
wells within
approxinately 5 vears

ED_005025_00013479-00086



Exhibit A1-2 Continued

Lines of Evidence Regarding Capture for Example #1, for Hach Pumping Scenarip

Method

Scepario 1: 22.5 epm

Scenario 2: 44 gpm

Scenario 3: 107 epm

Interpretation for
Target Capture
Zone Option |

+ Hortzontal condition i3
nof achisved

« Horizontal condition is
nol achieved

= Horizontal condition 1s
very likely achieved

for Target
Captwre Zone
Option 2 (Less
Conservalive)

possibly, but not Likely,
achicved

= Mevtical condition is
likely not aclueved, bt
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andlor long-term
concentration rends on
the other side of the
river

likely achieved

» Mertical condition is
possibly achieved. but
hard to evaluate without
transpost modeling
and/or long-tenm
concentration trends on
the other side of the
river

{More = Mortical condition 1s not | » Vertical condition is not |« Yertical condition is
Conservalive) achieved achieved very likely achieved
Interpretation + Horizontal condition 15 | » Horizontal condition 1s 1 « Honzontal condition i3

very likely achieved

« Vertical condition is
very likely achieved

avt avadable.

Note thug interprebadions with respect to the two options for Targer Captuve Zone e based on all lines of.
evidence prosented, and the interpreration misht be diffevent if one or viore of the Bues of evidernce was

For Target Capture Zone Option 2 (less conservative), based on all the lines of evidence presented, the

mterpretations are as follows:

For Scenario 1 (22.5 gpm), the horizontal condition possibly is achicved for the upper
horizon of the shallow aquifer (based on water level maps and particle tracking results}, but
likely is not achieved for the lower horizon of the shaliow aguifer because there are
downward hydraulic gradients in the shallow aguifer near the source area that will continue to
cause impacts to deeper ground water, and horizontal ground-water capture appears to be
mecomplete in the deeper ground-water units primarily based on particle tracking results. The
vertical condition will require monitoring in the deeper aquifer on the north side of the niver
to make sure the remedy 1s allowing adequate attenuation of constituents previously flowing
beneath the river. Monitoring will likely indicate failed capture due to the potential for
downward contaminant transport indicated by water level pairs and subseguent contaminant
transport beneath the river (it may take vears of monitoring to reach a conclusion, and
transport modeling could augment the evaluation).

For Scenario 2 (44 gpm) the horizontal condition 1s likely met based on the water level maps
and particle tracking results. The vertical condition will require monitoring in the deeper
aquifer on the north side of the river to make sure the remedy 15 allowing adequate
attenuation of constituents previously flowing beneath the river, and that monitoring may or
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may not indicate successful capture (it may take years of monitoring to reach a conclusion,
and transport moedeling could augment the cvaluation).

o For Scenario 3 (107 gpm), horizontal capture is achieved based on water level maps, particle
tracking results, and especially based on inward flow at the river across the entire plume
width. The vertical condition will require monitoring in the deeper aquifer on the north side
of the river to make sure the remedy is allowing adequate attenuation of constituenis
previously flowing beneath the river (it may take years of monitoring to reach a conclusion).
Monitoring 18 likely to indicate successful capture based on the upward head differences
observed south of the river within the footprint of the plume, which adds confidence that
remedy objoctives will be achieved.

It should be noted that the mterpretations of capture presented above are based on multiple lines of
evidence determined from a variety of technical analyses. If some of those lines of evidence were not
developed, the evaluation of capture might differ for one or more of the pumping scenarios. In all of the
cases discussed above, periodic water quality monitoring of the deep aguifer south of the river and north
of the river will be appropriate to confirm that concentrations decrease over time as a result of the
remedy. This 1s especially important given the presence of water supply wells that extract deep ground
water on the other side of the river. Also, in all cases stream bed wells or pore water samplers might be
considered to monitor concentration trends in pore water immediately adjacent to the viver, which could
provide additional evidence regarding the success of horizontal capture.

Once the extent of actual capture zone has been interpreted, and that interpretation has been compared to
the Targel Capture Zone, the following issues should be addressed:

« compare the interpreted capture zone to remedy objectives
»  assess uncertainties m the capture zone analysis
» assess the need for additional characterization or monitoring

» determine if extraction (rates and/or locations) or monitoring should be modified

The remedy objective in this example is to prevent contaminants at concentrations above standards from
discharging to the river and/or Howing under the river. Scenario 3 appears very likely to achieve these
remedy objectives.

For Scenarios 1 and 2, 1t 1s difficult 1o establish if these remedy objectives are likely to be achieved. The
capture zone analysis for Scenario 1 (22.5 gpm) indicates that the remedy objectives will likely not be
achigved because downward hydraulic gradients are observed near the source area, and there is a high
potential (based on the particle tracking resulis) for contaminants in the deeper horizons of the shallow
aquifer to not be captured by the pumping wells. Nevertheless, it 1s possible that attenuation of TCE
concentrations due to the remedy, in conjunction with other attenuation mechanisms, may still help
achicve remedy objectives. The capture zone analysis for Scenario 2 (44 gpm) indicates the remedy
objectives will likely be achieved, particularly based on the particle tracking results that indicate nearly
complete capture of ground water within the plume footprint in all horizons of the shallow aquifer.
However, this assessment would be much more uncertain without the particle tracking analysis (or if there
was a high degree of uncertainty associated with the accuracy of the model upon which the particle
tracking results are based).
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There will always be uncertainties regarding aspects of the capture zone analysis. In general, the more
consgrvative the pumping strategy, the more certain each individual line of evidence is hikely to be. For
this example, the interpretation of Scenario 3 (107 gpm) s subject to the least uncertainty, because it
satisfies even the more conservative requirements such as inward hydraulic gradients from the river to the
aquifer and upward flow at all available well clusters. The extra pumping associated with Scenario 3
(both in terms of the total rate and the use of mid-plume and source area wells) is more conservative, and
therefore reduces uncertainty in the capture zone analysis. In general, the reliability of the assessment of
capture oflen increases as the total pumping rate mereases, oven if uncertainty i some aspects of the
capture zone analysis remams.

At this example site, no need for additional characterization appears necessary. However, the evaluation
of water level maps illustrates that water level measurements (or estimates of water levels) near the
extraction wells are vital to interpreting capture from the water level maps, and if piezometers are not
available near the extraction wells, installing piezometers in those locations 1s strongly recommended.

If pumping for Scenario 1 1s in place, the capture zone evaluation suggests that more pumping is likely
required mid-plume and/or near the source area, to unprove control of downward gradients. Installing
remediation wells near the river with deeper well screens could also be considered, which allows water

10 be drawn from a different (i.¢., deeper) portion of the aquifer, which in turn might also sustain greater
pumping rates if designed properly. However, the decper pumping near the river could risk drawing more
of the plume mto the deeper layers, making more plume mass available for capture by water supply wells
located north of the river. Thus, pumping from deeper levels may not be prudent.

If pumping for Scenario 2 is in place, increasing pumping rate {mid-plume or near the river) could be
considered to improve confidence that remedy objectives are met, especially if cost impacts associated
with that action are reasonable (site-specific). If pumping for Scenanio 3 is in place, consideration could
be given to reducing pumping rates, especially if the cost of operating individual wells and/or treating
more waler is reasonably high (site specific).
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EXAMPLE A2

This example highlights complications of evaluating capture when preferential flow pathways are present.
For this hypothetical site, not all s1x steps associated with the systematic evaluation of capture are fully
demonstrated. Instead, specific items that demonstrate important aspects of capture zone analyses are
highlighted.

Example Setup

The arca of interest is several square miles (Figure A2-1). The stratigraphy of this site consists of an
aquifer approximately 300 ft thick that overlies a competent aquitard. The aquifer primarily consists of
coastal plain sand. According to regional data, net recharge from precipitation at the site is expected to be
12 to 16 inches per year. Based on regional data and site-specific slug test data, the horizontal hydraulic
conductivity of the aquifer 1s heterogeneous and varies from 2 fi/day to 300 ft/day. Regionally,
preferential pathways associated with historic stream channel deposits are known to exist.

Figure A2-1

Actual Hydraulic Conductivity Distribution for One Model Layer,
and Pre-Remedy Water Table Map

() I W
12000 e ing ,

10000-| /

K {(ft/day)

> 200

100-200

50-100

10000 12000 {f)

ED_005025_00013479-00090



A river located west of the site lows from southwest to northeast. Pre-remediation measurements for the
water table are also slustrated in Figure A2-1, and they indicate that ground-water flow directions are
somewhat variable (to the northwest and the north). The river does not influence the head contour map
because the impacted aquifer is not in hydraulic connection with the river.

A ground-water How model was used 1o generate this hypothetical example. The aquifer 1s represented
in the model with 12 layers, each of which has a heterogeneous hydraulic conductivity. Figure A2-1
mndicates the assumed hydraubic conductivity distribution for one layer of this heterogeneous system.
There 1s a zone of generally higher hydraulic conductivity associated with a preferential pathway,
running notth-south, that is apparent in Figure A2-1. Inreality, site managers would only have slug test
or pumping test data at a limited number of locations and depths (plus information such as well borings,
well records from nearby wells, and regional hydrogeology reports), and the existence of this preferential
pathway might or might not be evident.

At this site the aquifer has been impacted by dissolved RDX, a contaminant associated with manufacture
of explosives. Dissolved RDX is mobiie in the subsurface. The RDX leached into the ground water from
a dratnage ditch over a 15-vear period, after which the contaminant source was excavated.

Figure A2-2 indicates the pre-remedy concentrations of RDX in the model (maximum concentration at
any vertical depth within the aquifer). The remedy objective for this site is to hydraulically contain the
plume along the property boundary at all depths. The Target Capture Zone 18 to create a flow divide
between the remedy extraction wells and the property boundary for the entive aquifer thickness, across the
entire width of the plume {(defined by the 2 ppb contour for RDX).

Figure AZ-2
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Scenarios Hiustrated
Figure A2-3 illustrates two pumping scenarios for this site:
Scenario I has 5 pumping wells with the total pumping rate of 1,500 gpm.

Scenario 2 has 6 pumping wells with the total pumping rate of 1,800 gpm.

In each scenario, the pumping rate at each individual well 15 300 gpm. The extraction wells are screened
over the entire thickness of the aguifer.

Figure A2-3
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Ttems Highlighted for this Example

For this example, the following ttems pertaining Lo capture zone are presenied:

»  the impact that the number of monitoring locations can have on plume delineation, which
impacts the width of the Target Capture Zone

the 1mpact that a variable regional flow direction can have on capture zone width calculations

the impact that muluple extraction wells that are not oriented perpendicular to ground-water
flow direction can have on capture zone width calculations
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» the impact that the absence of water level data at or near extraction wells can have on
mterpretation of capture from water level maps

« the impact that heterogeneous aquifer conditions (e.g., preferential pathways) can have on
capture zone ¢valuation

» the use of gradient vector maps
Each of these items is presented below.
Plume Delineation
Plume delineation 1s associated with Step 1 of capture zone analysis. The plume delineation impacts the
definition of the Target Capture Zone (Step 2), which for this site is based on the extent of the plume

defined by the 2-ppb contour.

Figure A2-4 includes an illustration of the mterpreted 2-ppb plume boundary, based on two different sets
of available monitoring data:

» the figure on the lefi has fewer available pomts, such that the plume width is more uncertain (such
as in the northeast portion of the plume)

» the figure on the right has more available points, so the delineation of the plume is more certain

For this site, the interpreted plume based on fewer points has greater width, which in turn would increase
the size of the Target Capture Zone.

Figure A2-4
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Impact of Regional Flow Divection on Capture Zone Width Calculations

Capture zone width calculations are associated with Step 4 of a systematic capture zone analysis. One
assumption associated with these calculations is that regional hydraulic gradient is uniform (in both
magnitude and direction).

As illustrated in Figure A2-1, regional hydraulic gradient at this site is variable with respect to direction,
s0 1t 1s not clear which direction 1s most appropriate for orienting the caleulated capture zone for
comparison to the plume boundary. In this case, the best option might be to use the flow direction closest
to the toe of the plume where the extraction wells are located, which is more northerly than in some other
portions of the plume.

Impact on Capture Zone Width Calculations When Extraction Wells are not Oriented Perpendicular
to Ground-Water Flow

The estimated capture zone width for multiple extraction well scenarios will generally be similartoa
single “representative well” case if all wells are oriented perpendicular to direction of regional How and
the pumping 1s evenly split between the wells. For this example, the pumping rate is split evenly among
multiple extraction wells, but the wells are not oriented perpendicular to regional flow direction {compare
water levels in Figure A2-1 with the orientation of extraction wells for each scenario in Figure A2-3). The
well locations are more closely aligned with the property boundary than with the direction of ground-
water low. Therefore, a primary assumption of the capture zone width calculation for multiple wells 1s
violated. In this case, an “equivalent well” will never accurately represent the actual multi-well capture
zone due to the mis-alignment of the wells with the regional hydraulic gradient (in this case they are
instead aligned with the property boundary). This again illustrates that these simpie calculations are often
of limited use because the simphifying assumptions they are based on do not allow the complexity of the
actual system to be adequately represented.

Impact of Water Level Data At/Near Extraction Wells on Interpretation of Water Level Maps

Interpreting capture based on water level maps is associated with Step 3 of a capture zone analysis.
Figure A2-5 illustrates two water lovel maps for each pumping scenario at this site. One of the water
level maps for each pumping scenario includes water level estimates at the extraction wells, and the other
water level map for each scenario does not include water level estimates at the extraction wells.

When water levels near the extraction wells are not available, capture is not apparent or easily mterpreted.
Interpretation in those cases is biased towards an interpretation of poor capture. When water levels near
the extraction wells are available, a completely different interpretation of capture can occur.

Impact of Heterogeneous Conditions (e.g., Preferential Pathways) on Capture Zone Evaluation

For this site, a potential supporting evaluation of capture is particle tracking i conjunction with a
numerical model. Figure A2-6 illustrates simulated particle pathlines for each of the two pumping
scenarios. Particles are released at the plume boundary in different layers, and tracked forward. For
Scenario 1 (1,500 gpm) capture appears 1o fail in the area of the preferential pathway. For Scenario 2
(1,800 gpm), which includes an additional extraction well in that area, capture appears 1o succeed.
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Figure AZ-5

Water Level Maps
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Figure AZ-6

Capture Zone Width Calculation and Particle Tracking Results
Failed Capture, Scenario 1 (1,500gpm) Successful Capture, Scenario 2 (1,800 gpm)
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Capture zone widths (Figure A2-6) were calculated for 800 gpm (arbitranily selected) and 1,500 gpm
(same pumping rate as Scenario 1). This was done assuming one “equivalent well” and a regional flow
direction orientated slightly east of north. There 15 no specific method for selecting the location of the
“equivalent well”, and 1t was somewhat arbitrarily selected. The regional flow direction was selected
qualitatively based on the measured water levels (Figure A2-1, which pertains to one point in time) plus
the orientation of the interpreted plume. Selecting other orientations for uniform flow direction would
lead to different orientations of the illustrated capture zones. Again, there 15 no easy or “correct” way to
determine the location of the “equivalent well” or the uniform flow direction to utilize, because of the
complexity of the actual system relative to the simplified assumptions associated with the calculation.

For Scenario 1 (1,500 gpm), the capture zone width from particle tracking is much smaller than the
corresponding capture zone width calculation, probably because the calculation of capture zone width
uses a uniform value of hydraulic conductivity. This does not accurately represent the aguifer,
particularly in the area of the preferential pathway. To be more conservative, the calculation of capture
zone width could use a hydraulic conductivity value at the high end of the expected range, but it still
might overestimate caplure near the preferential pathway.
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Use of Gradient Vector Maps to Interpret Capture

Figure A2-7 presents a gradient vector map for the water level maps presented on the right-hand side of
Figure AZ-5. These maps were produced using the same sofiware that produced the water level contours
(1.c., the software produces the gradient vectors based on the contours). Note that the gradient vectors for
Scenario 1 (lefi-hand side of Figure A2-7) indicate a potential gap in capture, consistent with the particle
fracking results.

Figure A2-7

Gradient Vector Maps
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EXAMPLE A3

This example highlights complications of evaluating capture when off-site stresses are present. For this
hypothetical example, not all six steps for capture zone analysis are fully demonstrated. Instead, specific
items that demonstrate important aspects of capture zone analyses are highlighted.

Example Setup

The location of hypothetical site 1s ilustrated m Figure A3-1. Land surface is generally flat. The
stratigraphy consists of two aquifers (a surficial aquifer and a deeper aquiter) separated by an aquitard that
1s regionally discontimuous. However, the aquitard has been identified in all site borings to date. The site
1s not located close Lo any surface water bodies.

Based on regional data, the hydraulic conductivity in the surficial aquifer varies over a narrow range
(approximately 28 fi/day). Regionally, the net recharge to the aguifer from precipitation is estimated at 9
to 15 inches per year.

The contamimant of concern at the site 1s dissolved TCE (Figure A3-1). Regional ground-water How
dirgction in both aguifers is to the north. Pre-remedy water levels in the surficial aquifer are illustrated in
Figure A3-1. The plume extends approximately 1000 feet downgradient (i.e., north) of the site boundary
m the surficial aquifer. The sources of contamination are located in the unsaturated zone, and the plume
primarily impacts the surficial aquifer. Several sources of the TCE have been identified, and those
sources have not vet been removed (further source area characterization is ongoing in advance of future
source area remediation).

The site currently has an mterim remedy. The objective of the mterim remedy for this site 1s to prevent
contaminants at concentrations above standards (5 ppb) from migrating beyond the property boundary in
the future using extraction wells located on the site property. Ground-water quality in the shallow aguifer
beyond the property boundary will continue to be monitored during the operation of the interim remedy.
No active remediation for the deep aquifer 1s anticipated as part of this interim remedy, and long-term
monitoring in the deep aquifer will continue to be performed to determine if concentrations in the deep
aquifer decline over time based on the performance of the interim remedy in the shallow aquifer.

Based on these remedy objectives, the Target Capture Zone for the interim remedy only apphies to
horizontal capture in the shallow aquifer, and is defined for this site as a flow divide downgradient of the
extraction wells over the entire width of the S-ppb TCE plume. One representation of a Target Capture
Zone 1s llustrated in Figure A3-2.

Scenarios [Hustrated

This example is used to demonstrate the mpact of off-site stresses on capture zone analysis for the
mterim remedy. Two pumping scenarios are presented (Figure A3-3):

»  Scenario ] has 3 pumping wells screened in the surficial aquifer, with a combined pumping rate
of 21 gpm.

»  Scenario 2 has the same 3 pumping wells (21 gpm combined) as Scenario 1, plus an off-site
well pumping at 30 gpm that has recently been installed on a neighboring property (i.e., after
the remedial design for the interim remedy was implemented).

ED_005025_00013479-00098



Figure A3-1

Plume Maps and Pre-Remedy Water Levels
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Figure A3-2

Target Capture Zone
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Items Highlighted for this Example
For this example, the following items pertaiming to capture zone analysis are presented:
»  the similarity of the capture zone width calculation to the particle racking results at this site

« the importance of monitoring well location with respect to interpretation of capture based on
water level pairs

» the nmpact an off-site stress can have on the capture zone (and associated capture zone
analysis)

« an illustration of using a sentinel well to indicate failed capture, and the importance of
locating sentinel wells in critical locations

Stmilarity of the Capture Zone Width Calculation to the Particle Tracking Result at this Example Site

Capture zone width calculations are associated with Step 4 of a systematic capture zone analysis. Such
calculations are often of limited utility because one or more of the simplifying assumptions is typically
not met. For thas site, however, the surficial aguifer is reasonably homogeneous, there 15 poor connection
to other aquifers, and there are no nearby surface water bodies to provide water to the extraction wells.
Therefore, a capture zone width calculation would be expected to be more reliable at this type of site.

Figure A3-4 illustrates the comparison of a capture zone width calculation for this site with the simulated
particle tracking results for pumping Scenario 1. To perform the particle tracking, one particle was
nitially located i selected model grid cells in the model layer representing the surficial aquifer, vertically
m the middle of the layer, and tracked forward in space to the location where it was removed. For each
particle removed by one of the remedy extraction wells, a symbol was plotted at the initial location of that
particle, to identify the specific well that captured the particle.

For this site the capture zone width calculation approximates the capture zone reasonably well, for the
reasons discussed above.

Importance of Monitoring Well Locations for Water Level Pairs

Figure A3-5 illustrates water level measurements at monitoring well pairs for Scenario 1 (without off-site
pumping) and Scenario 2 (with off-site pumping), respectively. Two sets of water level pairs are
illustrated for each pumping scenario:

» water level pairs along the northern property boundary, downgradient of on-site ground-water
extraction wells associated with the interim remedy

« water level pairs along the eastern property boundary, between the on-site extraction wells
and the off-site well

For Scenario 1, with no off-site pumping, some of the water level pairs suggest inward flow at the
northern property boundary, and some of the water level pairs suggest outward flow at the northern
propexty boundary. Note that the locations indicating inward flow are those immediately downgradient of
the extraction wells, and the locations indicating outward flow are those in between the extraction wells.
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Figure A3-4

Particle Tracking versus Caplure Zone Width Calculation, Scenario 1
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For performing capture zone width calculation:

e (3 =21 gpm

= K = 28 ft/day (based on average of slug test)

b = 31 ft (based on well logs)

@ I = {.0033 (based on pre-pumping water level maps)

Capturs zone width calculation resulis: Note: When this figure is viewed in black-and-white,
the extent of the total capture zone is illustrated. When
e X, =-225f this figure is viewed in color (such as from within the
s ¥ = 353f PDF digital version), the colors additionally highlight the
s Y, = 70618 capture zones of individual wells.

This illustrates that 1t is more bikely to observe inward hydraulic gradients immediately downgradient of
the extraction wells. As illustrated in Figure 10 in the main document, the outward gradients at some
locations along the northern property boundary do not specifically indicate failed capture. [t is possible
that water flows outward between the wells at the property boundary but eventually flows inward and
reaches the wells, Some potential mterpretations regarding outward flow observed at a property boundary
are tllustrated schematically in Figure A3-6. In that figure, the top interpretation represents failed capture,
but the bottom two interpretations represent successful capture despite the outward hydraulic gradients at
the boundary.
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Figure A3-5
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Figure A3-6

Potential Interpretations of Outward Flow Between Extraction Wells
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The capture zone width calculation and the particle tracking results for this example site (Figure A3-4)
suggest that hydraulic containment 1s in fact achieved for Scenario 1, despite the outward hydraulic
gradients observed between some water level pairs at the northern property boundary (Figure A3-5). To
add conservatism, pumping rates could be increased to provide inward gradients at all water level pans.

Also note in Figure A3-5, for Scenario 1, that inward gradients are established at every pair along the
eastern property boundary. In general, 1t is harder to achieve inward gradients at locations downgradient
of extraction wells compared to locations to the side of the extraction wells, due to the influence of the
regional hydraulic gradient.

For Scenario 2, where an off-site well 1s added afler remediation 1s imitiated, the data from the water level
pairs (bottom of Figure A3-5) mdicate similar results along the northern property boundary, but also
indicate a potential for outward flow along the eastern property boundary. Particle tracking results for
Scenario 2 are tllustrated in Figure A3-7, and add an additional line of evidence that horizontal capiure
fails when the off-site pumping is added, because some on-site water reaches the off-site well.

This example illustrates that water level pairs are a useful line of evadence regarding capture, but
generally should be supplemented by other lines of evidence. Also, the analysis of water level pairs along

Figure A3-7
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the eastern property boundary, indicating the impacts from the off-site well, is only possible if water level
pairs are located in that area. This illustrates that selection of locations for water level pairs, and the
schedule for evaluating water levels at those locations, should take into account the potential for current
and/or future off-site stresses.

Impact an Off-Site Stress Can Have on the Capture Zone (and Associated Capture Zone Analysis)

The particle tracking results for the two pumping scenarios (Figures A3-4 and A3-7) illustrate that the
addition of an off-site stress can impact the capture zone of an extraction system. This suggests that it is
mmportant for sife managers lo stay abreast of developments at neighboring properiics, or in some cascs
changes in pumping at regional water supply wells. Similar impacts to capture zones can occur due to
fransient influences such as irrigation pumping or irrigation recharge.

Hiustration of a Sentinel Well for Evaluating Capture

Figure A3-8 illustrates several monitoring wells located beyond the property boundary, and concentration
trends over time at those wells for each of the two pumping scenarios. Monitoring wells MW-1s and
MW-2s are already impacted prior to the remedy. MW-5s is a sentinel well, because it is located in an
area not yot impacted by the site.

For Scenario 1, the concentration trends at MW-1s and MW-2s are similar to those observed for the other
examples in this document. At the location closest to the extraction wells (MW-15) the concentration
remains above cleanup levels, but without other lines of evidence it 1s hard to interpret if that 1s because
capture is incomplete, or if it is because MW-1s 1s within the capture zone. MW-2s, located further
downgradient, eventually cleans up below the 5 ppb cleanup level, but it takes more than 15 years for that
to occur. This example again tllustrates the complications of evaluating downgradient performance
monitoring wells to demonstrate successful capture in the absence of hydraulic monitoring data. Each
line of evidence plays a role 1n the overall evaluation. In this case, the chemical monitoring data over a
long period of time support interpretations from the hydraulic monitoring. The chemical data provide
direct evidence that the interim remedy goals are ultimately achieved (based on long-term concentration
trends at MW-2s) and suggest that MW-1s 1s likely located within the capture zone.

For Scenario 2, there is a concentration increase above the cleanup level at sentinel well MW-5s

within one year. This type of monitoning would immediately indicate the potential for failed hydraulic
containment. It could also be due to an off-site contaminant source, and further tnvestigation would be
appropriate. By using other lines of evidence regarding capture (such as the water level pairs illustrated
in Figure A3-5 and the particle tracking results llustrated in Figure A3-7), it scems hkely that the
concentration mcrease observed in the sentinel well 1s due to failed capture. Also, MW-2s does not
reach the cleanup level for Scenario 2, hikely because it 1s within the capture zone of the extraction wells,
whereas it 18 located downgradient of the capture zone in Scenario 1.

Note that the location of this sentinel well (MW-3s) 1s not immediately downgradient of the defined
plume, based on background-water levels. A sentinel well would only be placed in the vicmity of MW-5s
if site managers are aware of the potential off-site stress at the neighboring property. This again illustrates
the importance of being aware of potential off-site stresses that may impact the capture zone.
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Figure A3-8

Concentration Trends
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APPENDIX B:

EXAMPLES FROM TWO ACTUAL SITES
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INTRODUCTION TO APPENDIX B:
EXAMPLES FROM TWO ACTUAL SITES

The following examples present capture zone evaluations for two actual sites to demonstrate the
application of the systematic approach presented in the main docoment. The example sites are as follows:

o Example B1: East Canal Creek Area (ECCA), Aberdeen Proving Grounds, Maryland
= Example B2: Milan Avmy Ammunition Plant, Operable Unit #4, Tennessee

The sole purpose of these cxamples 15 to demonstrate the application of the systematic approach o
capture zone analysis at actual sites by applying the suggested steps in the guidance document to the

sites using the existing site data, maps, and records. No attempt is made to present, reproduce, or discuss
all site data or all previous work products associated with these example sites. There was no evaluation
made of overall remedy performance or any portion of remedy performance beyond the hydraulic capture
being discussed. Statements regarding suitability or adequacy of the performance monitoring system and
sampling, achicvement of performance goals, or any other aspects of the performance of the system are
expressly not made here. Inclusion of these examples does not imply any endorsement of the remedy or
of the performance monitoring of the remedy.
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EXAMPLE B1
Example Capture Zone Evaluation, ECCA Site

SITE BACKGROUND INFORMATION

Location and Phvsical Settins

The East Canal Creek Arca (ECCA) represents the eastern portion of the 700-acre Canal Creek Study
Area (CCSA), which is located within the Aberdeen Proving Grounds (APG). APG s a 72,000-acre
Army nstallation located in southeastern Baltimore County and southern Harford County, Maryland, on
the western shore of the upper Chesapeake Bay (see Figure B1-1). The East Branch Canal Creck is

a small stream that flows sonthward in the western portion of the ECCA (see Figure B1-2 for a more
detailed view of the ECCA). Kmgs Creek is located m the eastern portion of the ECCA. The land
surface is characterized as low-rolling terrain. The topographic elevation 1s near sea level in the vicinity
of Kings Creek, and is less than 30 feet above mean sea level (msl) throughout the ECCAL

Site Geoloev and Hvdrogeolooy

The study arca lies within the Atlantic Coastal Plain physiographic provinee. The regional geology
consists of unconsolidated sediments of sand, silt, clay, and gravel in a complex network of interbeds and
discontinuous lenses that thicken to the east. Crystalline basement rock occurs approximately 500 feet
below ground surface. The hydrostratigraphic units are as follows (see generalized cross section
presented m Figure B1-3, and detailed west-to-east cross section presented m Figure Bi-4):

¢ Surficial Aquifer (discontinuous, up to 35 fi thick)
»  Upper Confining Unit (10 to 50 ft thick)

o Canal Creek Aquifer (10 to 70 £t thick)

»  Lower Confining Unit (35 to 65 ft thick)

»  Lower Confined Aquifer

The Canal Creck Aquifer is the primary aquifer in the area, and as discussed later, it has been impacted by
site contaminants. In the general location of the East Branch Canal Creck, a paleochannel of Pleistocene
age eroded the Upper Confining Unit, and in that area the Surficial Agquifer is in direct contact with the
Canal Creek Aquifer (see Figure B1-3). Based on Figure B1-3, East Branch Canal Creek is a gaining
creck due to discharge of ground water from the surficial aquifer.

In the Surficial Aquifer, ground-water How direction 1s generally away from topographic highs towards
the surface water bodies where ground-water discharges (i.¢., within the study area illustrated in Figure
B1-1, ground-water flow in the Surficial Aquifer is to the west in the vicinity of East Branch Canal Creek
and to the cast in the vicmity of Kings Creek). In the deeper aquifers (Canal Creek Aquifer and the Lower
Confined Aquifer) ground-water flow direction in the ECCA 1s gencrally to the southeast, and does not
discharge to Kings Creek due to the presence of the Upper Confining Unit.
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Figure Bi-1. Location of Canal Creek Study Area
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Vertical hydraulic gradients are generally upward from the Lower Confined Aquifer to the Canal Creek
Aquifer. Vertical hydraolic gradients between the Surficial Aquifer and the Canal Creek Aquifer vary m
direction. In many areas hydraulic gradients are downward from the Surficial Aquifer to the Canal Creek
Agquifer. In the paleochannel area near the East Branch Canal Creek, however, hydraulic gradient is
generally upwards from the Canal Creek Aquifer to the Surficial Aquifer.

Transmissivity and hydraulic conductivity of the Canal Creek Aquifer m the vicinity of the extraction
wells were estimated from aquifer tests at cach of the eight individual extraction wells (locations of
extraction wells are illustrated in Figure B1-2). A representative value for transmissivity is approximately
2,200 £1/d, and based on a typical thickness of 55 i for the Canal Creek Aquifer in the

vicinity of the extraction wells, the average hydraulic conductivity is approximately 40 fi/d.
Transmissivity varigs from this average value due to variations of hydraunlic conductivity and aquifer
thickness. The aquifer testing vielded a wansmissivity range of 965 ft¥/d to 3,753 fi¥/d.

Contaminants of Concern

Historically, the Canal Creck Arca was a former manufacturing center of military-related chemicals and
agents. Previous ground-water investigations identified a large (approximately 5,000 £t long and 2,500 £
wide) dissolved-phase chlorinated VOC plume i the Canal Creek Aquifer in the ECCA. Pre-remediation
concenirations for total VOCs are presented i Figure B1-2. Chiorinated solvents
1,1,2,2-tetrachloroethane {1122-TeCA) and trichloroethene (TCE) were identified as the primary
contaminants. Elevated concentrations of VOC daughter products dichloroethene (DCE) and vinyl
chioride (VC) were alse detected. The shape of the contaminant plume likely has been influenced by
historical water supply pumping from the Canal Creck Aquifer, which clongated the plume in an
east-west direction.

Contaminants are found throughout the vertical extent of the Canal Creck Aquifer, but concentrations are
lower near the bottom of the aquifer. For example, as presented in Figure B1-4, the 1122-TeCA
concentration at location 168 15 1,300 ug/l in the middle of the aquifer, but only 9 ug/l near the bottom of
the aquifer. Due to the upward hydraulic gradient from the agquifer below the Canal Creek Agquifer,
further downward migration is not expected. Existing monitoring wells in the deep aquifer confirm that
downward migration is not occurring.

Ground-Water Remedial Svstem

The Record of Decision (ROD) was 1ssued for the ECCA plume on July 17, 2000. It specified ground-
water extraction and treatment as the selected remedy for the main part of the plume, with mstitutional
controls and natural processes for the distal portion of the plume. Based on several site-specific
constraints, the primary objectives include the following: (1) maintain hydranlic capture of the 100 pg/L
composite YOC isocontour; and (2) provide mass removal for the VOUC source area.

The extraction wells and treatment system were completed in 2002-2003. The ground-water treatiment
plant (GWTP} 1s designed to handle a flow rate up to 305 gpm. The effluent 1s discharged to Fast Branch
Canal Creek. The system started operation on April 7, 2003.

The approved design utilized eight extraction wells with a total vield of 197 gpm. Extraction well
locations are illustrated in Figure B1-2 (extraction well names are provided in Figures B1-6 to B1-9,
which are presented later). The extraction wells are six-inches in diameter with depths ranging from 70 to
118 f1 below ground surface (bgs). Well depths and screen intervals for two of the extraction wells (EW-2
and EW-6) are illustrated in Figure B1-4. EW-2 has two screen intervals, one in the middle of the Canal
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Creek Aquifer and one near the bottom of the Canal Creek Aquifer. EW-6 has one screen interval, in the
lower portion of the Canal Creek Aquifer. In general, the extraction wells are screened in the lower
portion of the Canal Creck Aquifer. Each of the eight extraction wells are equipped with electric
submersible pumps that continuously pump ground water to the GWTP. The pumping rates, which vary
from 10 to 40 gpm at individual wells, are based on ground-water How modeling that was conducted prior
to GWTP start-up. The design fow rate at each mdividual extraction well 15 listed in Table B1-1.

Table B1-1. Design Rate at Each Extraction Well

Extraction Well Design Flow Rate (gpm)
EW-1 16
EW-2 10
EW-3 10
EWw-4 40
EW-5 26
EW-6 26
EW-7 29
EW-8 40
1otal i97

Extraction wells typically pump at the design flow rate, and when that occurs the total system extraction
rate 1s similar to the design system flow rate of 197 gpm. However, due to periodic downtime of
mdividual wells or the entire system, the average How rate achieved over each quarter is generally less.
The average total flow rate for each guarter from mid-2003 to early-2005 is illustrated in Figure B1-5.
Excluding first quarter of 2005, when considerable downtime was experienced, the long-term average
pumping rate actually achieved s approxamately 150 gpm.

CAPTURE ZONE EVALUATION

Sten 1 - Review Site Data, Site Conceptual Model, and Remedy Objectives

Initial aspects of the capture zone evaluation should determine if the following issues are adequately
addressed:

» s the plume adequately delineated in three dimensions?

» Isthere adequate hydrogeologic information for performing capture zone evaluations?
» Is there an adequate site conceptual model?

« Is the objective of the remedy clearly stated?

The important conclusion is whether or not all of these issues are addressed to an extent that allows the
remaining steps of the capture zone evaluation to be performed with an acceptable level of uncertainty.
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Is Plume Delineation Adeguate?

It 15 important that the plume delineation be adequate so that a Target Capture Zone can be established n
Step 2. An interpretation of the pre-remedy plume for total VOCs in the Canal Creek Aquifer is
presented m Figure B1-2. The pre-remedy plume appears to have been well delineated with respect to the
100 ug/l contour in the vicmity of the extraction wells, which s the hydraulic containment boundary for
this site. The exception may be at the extreme castem portion of the plume, to the cast of well
CCJ-104B. However, given that the ground-water ow direction is observed 1o be to the south and
southeast, the pre-remedy plume delineation appears adequate with respect to the 100 ug/L contour for
the purpose of defining a Target Capture Zone,

Figure B1-6 presents the most recent available plume map that has been interpreted, corresponding to
approximately 10 months after system start-up. This includes a comparison of the interpreted 100 ug/L
contour for total VOCs before system start-up and afier system start-up. Based on this comparison, the
mterpreted 100 ug/L contour for total VOCs did not change substantially within 10 months of system
start-up. It should be noted that these contours are mterpreted based on a limited number of data points,
and different interpretations are possible. However, for the purpose of conducting a capture zone
evaluation, the horizontal delineation of the total VOC plume to the 100 ug/L contour appears to still be
appropriate.

As discussed earlier, contaminants are found throughout the vertical extent of the Canal Creek Aquifer,
but concentrations are lower near the bottom of the aquifer. Due to the upward hydraulic gradient from
the aquifer below the Canal Creek Aquifer, further downward migration 1s not expected.  Existing
monitoring wells in the deep aquifer confirm that downward migration s not occurring. Therefore,
vertical delineation is considered to be complete (i.e., the plume s assumed to extend to the base of the
Canal Creek Aguifer, but not below).

Iy There Adequare Hydrogeologic Information?

The following brief summary is provided:
»  The site has had extensive documentation of the geology and hydrostratigraphy.

»  There have been numerous water [evel maps interpreted for the Canal Creek Aquifer (the
aquifer of interest) i the vicinity of the extraction wells, both with and without pumping.

»  Two water level maps, interpreted for two different time periods without pumping and
generally referred as “static conditions” by the site documents, are llustrated in Figure B1-7
(March 2004, after six wecks with no pumping) and Figure B1-8 (Apnl 2003, prior to system
startup). These figures provide information regarding the direction and magnitude of
the hydraulic gradient in the absence of remedy pumping. Note that the water level map
presented in Figure B1-8 also highlights the mterpretation of flow directions using arrows.
Based on other information, background flow conditions do not vary substantially by season.

»  Vertical hydraulic gradients have been evaluated between the Canal Creek Aguifer and the
overlying Surficial Aquifer and underlying Lower Confined Aquifer.

»  Individual pump tests were conducted at each extraction well to estimate hydranlic
parameters.
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»  Water quality data have been collected prior to system start-up and after system start-up,
allowing for interpretation of spatial plume extent as well as concentration trends at
individual wells. The density of spatial measurements appears to be adequate to horizontally
delingate the 100 ug/L contour for the total VOC plume.

= Total pumping rate for the system 1s well documented over time. It is also documented that
wells operate at their design rates during operation, and those design rates have been

documented.

o Well construction data, including measuring point elevations and screen intervals, are
documented.

Although all of the details regarding gach of the above items are not provided in this report, the amount of
available hydrogeologic information appears to be adequate.

I3 There an Adeguate Site Conceptual Model?

A site concoptual model (a text description, maps, and cross-sections that should not be confused with a
“numerical model”) should adequately accomplish the following:

» indicate the source(s) of contaminants

»  describe geologic and hydrogeologic conditions

» gxplain observed fate and wansport of constituents
» identify potential receptors

At this site, extensive work has been done to determine the sources of contammnants. For the ECCA, the
primary sources of contamination were sewer discharge points, located near wells CC-001 and CC-101.
Other sources of contamination exist to the north and northwest, and likely migrate towards the eight
extraction wells associated with the remedy. Although discharged wastes may have mcluded DNAPLs,
10 DNAPLs have been detected in ground water, and the dissolved-phase concentrations of the individual
constituents in ground water are lower than those that typically exist when DNAPL is present.

Hydrogeologic conditions have been adequately defined, as discussed earlier. Contaminants in the Canal
Creck Aquufer, in the absence of pumping, How to the south and southeast. The shape of the plume was
likely mfluenced by historical water supply pumping from the Canal Creck Aquifer. These water supply
wells trended on an east-west line across the ECCA, which likely caused contamination to spread move to
the east than would be expected based on the static (i.c., non-pumping) ground-water flow conditions.

The full thickness of the Canal Creek Aquifer is assumed to be impacted and targeted for horizontal
hydraulic containment. Vertical hydraulic gradients between the Lower Confined Aquifer and the Canal
Creek Aquifer are upward. Therefore, any dissolved contaminants present in the Canal Creck Aquifer are
unlikely to migrate downward to the Lower Confined Aquifer. Existing monitoring wells in the deep
aquifer confirm that downward migration is not occurring.
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There is observed degradation of the VOCs, based on the presence of daughter products of the primary
contaminants. It is also expected that the plume may be in a steady-state configuration towards the south
due to dilution from net recharge and dispersion. The ROD noted that there was no observed VOUC plume
movement between investigations in the late 1980s and subsequent stadies in the mid 1990s.

Currently, there is no potable use of ground water within the area impacted by the ECCA plume. An
ecological risk assessment indicated no unacceptable ecological risks.

In summary, there appears to be an adequate site conceptual model for performing a capture zone
gvaluation.

Is Remedy Objective Clearly Stated with Respect to Plume Capture?

According to the ROD, “the goal of this remedy is 1o reduce the toxicity, mobility, and volume of
contaminated media in the East Canal Creek Area plume to meet Applicable or Relevant and Appropriate
Requirements (ARARs) in the plume by containing, capturing, and treating the contaminated

ground water in the main body of the plume and to eliminate exposure to the ground water through
mmplementation of tnstitutional controls”. The ROD also states that “implementation of the remedy

for the East Canal Creek Area plume would involve plume containment and capture and treatment to
reduce the toxicity, mobility, and volume of the contaminated media in the main body of the plume. The
downgradient portion of the plume will be evaluated and monitored to ensure that the natural processes
are protective and that downgradient contamination levels are being reduced as expected”. The remedy
goal with respect to plume capture is 1o provide horizontal hydraulic containment of the 100 ug/L contour
for total VOCs in the Canal Creek Aguifer, for the entire thickness of the Canal Creek Aguifer.

Step 2 - Define Site-Specific Tarset Capture Zone(s)

The Target Capture Zone 1s the three-dimensional zone of ground water that must be captured by the
remedy extraction wells for the contaiment portion of the remedy to be considered successful. As
discussed above, the remedy goal with respect to plume capture s to provide horizontal hydraulic
containment of the 100 ng/L contour for total VOCs in the Canal Creck Aquifer, for the entire thickness
of the Canal Creck Aquifer. More specifically, the site documents generally refer o the Target Capture
Zone as the “static conditions” for the 100 ug/ total VOC contour, based on summation of 2001-2002
concentrations for 1122-TeCA, TCE, cis-DCE, and VC (see Figures B1-2 and B1-7). The Target Capture
Zone extends the entire thickness of the Canal Creek aquifer. There is an awarencss expressed in site
documents that the horizontal extent of a Target Capture Zone defined in this manner may change over
time, but interpretations 1o date indicate that the 100 ug/L contour for total VOCs has not changed
significantly since remediation pumping began, and the Target Capture Zong is still appropriate.

Step 3 - Interpret Water Levels

Potentiometric Surface Maps

Ground-water elevations have been routinely measured, and ground-water potentiometric maps have been
routinely constructed, after the system started operation. These water level maps mdicate generally
consistent results. The water level map for October 20, 2003, approximately six months after system
operation began, 15 presented as Figure B1-9.
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Review of Figure B1-9 indicates that there are not many water level measurement points availabie near
the extraction wells. Using water levels measured at extraction wells for constructing water level maps
can bias the interpretation of capture, since the water levels at the extraction wells may be much lower
than water levels in the aquifer material just outside the well bore. It can be equally probiematic if no
water level measurement points are located n the vicinity of the extraction wells. To avoid these
problems, EPA recommends installing a water level measurement point near each extraction well.
However, if such measurement points are not available near the pumping well, a possible approach is to
estimate aquifer water levels at the extraction wells. The latter approach is utilized here. Figure B1-9
presents two water levels at cach extraction well. One is a measured value, but that is not used for
contouring water levels. The other is an estimated value that is calculated by subtracting Theis-predicted
drawdowns from the static water levels (using superposition to account for drawdown due to pumping
from each of the extraction wells). The water level contours are based on the estimated value at each of
the extraction wells, rather than the measured value which is likely impacted by well mefficiencies and
well losses.

Other noteworthy features associated with the water level map presented in Figure B1-9 mnclude the
following:

«  measured water levels are posted

o g Target Capture Zone is identified on the map (the 100 ug/l contour)

« interpreted flow directions are highlighted using arrows

»  pumping rates are identified

» there 18 a scale and a north arrow
The mterpretation of the water level map presented i Figure B1-9, based on the arrows illustrated in the
figure, is that the capture zone extends bevond the Target Capture Zone. There is some level of
ambiguity regarding the imterpretation, since much of 1115 based on the estimated values of water levels at
the extraction wells (which was necessary due to lack of water level measurement pomts near the
extraction wells). However, there are some water level measurement points near the extraction wells, and
quick inspection of these values (1.e., excluding the values at the extraction wells) suggests qualitatively
that the mterpretation of the extent of capture is likely still vahd. This can be evaluated more

quantitatively by locking at specific water level pairs.

Water Level Pairs (Gradient Control Points)

Pairs of water level elevations, located on either side of a real or conceptual boundary, can be used 1o
demonstrate inward flow relative to that boundary. For this demonstration site, this approach 1s
somewhat limited because of the relatively large distance between potential water level pairs. However,
caleulation of water level differences between selected water level pairs, presented m Table B1-2, still
provides for a useful line of evidence regarding capture.

Note some, but not all, of the water levels pairs presented in Table B1-2 utilize estimated water levels at
extraction wells. More emphasis on the results for pairs that do not involve extraction well locations is
likely appropriate. In this particular case, all of the pairs yield a consistent interpretation of inward flow
relative 1o the Target Capture Zone boundary.
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Table B1-2. Water Level Differences for Selected Water Level Pairs

Water Level Apr Jun Jul Aug Sep Oct Nov Bec Mar Apr
Pairs 20603 | 2003 20603 | 20083 2603 | 2083 2003 | 2803 2004 | 2004

Pairs that do not involve extraction wells:

003 tol04 0.87 1.25 1.21 1.37 1.23 1.19 1.09 1.23 NA NA
3809 to 167 0.22 .40 0.44 0.57 1.23 (.41 0.81 (.44 0.16 0.30
009 to 166 0.51 1.18 1.19 1.57 1.23 0.41 1.19 1.18 1.09 1.18
106 10 005 NA NA NA NA NA 1.49 1.57 1.56 1.22 1.24
106 to 004 NA NA NA NA NA 3.39 3.68 3.63 2.85 3.37

Pairs that involve extraction wells (using estimated water levels at the extraction wells):
003 to EW-08 3.84 4.01 391 2.51 335 3.98 3.39 4.08 NA NA
009 to EW-07 1.61 1.27 0.71 0.51 1.46 2.03 1.76 2.06 5.01 412
166 to EW-0S 0.63 0.53 323 2.52 3.84 5.24 4.20 4.52 7.59 6.60

106 to EW-04 NA NA NA NA NA 5.10 512 5.34 7.50 6.66
Note: Positive values suggest the inward flow relative to the Target Captire Zone.

Step 4 - Perform Calculations

Estimated Flow Rate Calculation

As discussed in the main document, the estimated Aow rate caleulation provides an estimate for the
pumping required to capture a plume, based on flow through the plume extent. This approach s
summarized in Figure 13 in the main document. Assumptions for this approach include the following:

» homogeneous, 1sotropic, confined aquifer of infinite extent

»  uniform aguifer thickness

o fully penetrating extraction well(s)

= uniform regional horizontal hydraulic gradient

» sieady-state How

» pegligible vertical gradient

» 1o net recharge, or net recharge 1s accounted for m regional hydraulic gradient

» other sources of water introduced to aquifer duc to extraction are represented by the “factor”
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Assignment of specific values for these parameters is typically difficult, due to heterogeneities. For
mstance, the hydrogeologic summary presented earlier indicates variation in aquifer thickness as well
as hydraulic conductivity determined with pump tests. Furthermore, based on the static water level map
presented m Figure B1-7, the direction of background hydranlic gradient varies spatially, complicating
estimation of plume width. Therefore, the results from this Ime of evidence must be considered with
imowledge of these himitations. Nevertheless, it 1s useful to perform the calculation using best estimates
and/or ranges of values for specific parameters. For this demonstration, the following approach was
utilized:

»  transmissivity (hydraulic conductivity multiplied by thickness) was assigned as three
potential values:

o 1,000 fi7/d (low estimate)
2,200 fi*/d (representative value)
4,000 £17/d (high cstimate)

» based on Figure B1-7 (static water levels) a plume width of 4,000 fi was estimated based on
the width of the 100 ug/l contour (that defines that Target Capture Zone) m the vicinity of the
southernmost extraction wells, in a direction perpendicular to the static ground-water flow
direction mterpreted in that vicinity

»  rtecognizing that hydraulic gradients are variabie in space and time, the hydraulic gradient
was assigned as two potential values, 0.0007 fi/fl (representative value near extraction wells)
and 0.001 fi/ft (conservatively high value for vicinity of extraction wells), based on water
level contours for non-pumping conditions Hlustrated in Figures B1-7 and B1-8

»  “factor” was assigned as three potential values (1.0, 1.5, and 2.0) to assess sensitivity of the
resulis to different degrees of potential capture of water from surface water and/or adjacent
aquifers

The flow rate calculation results, which estimate the amount of pumping that would be required to capture
a plume width of 4,000 ft based on the various combmations of parameter assignments, are presented in
Table B1-3.

These results are then compared to the actual pumping rate, which as discussed carlier, is typically 197
gpm when all wells are operating, with a long-term average of approximately 150 gpm. All of the
calculations of the pumping rate required to capture the plume are less than the 197 gpm the wells
typically operate at, indicating that a pumping rate of 197 gpm 1s likely more than enough for successful
capture. In fact, all but one of the caleulated values is less than the long-term average of 150 gpm,
indicating capture 1s likely successful at the average long-term rate as well. The only exception i1s when
all the assigned parameters (transmissivity, hydraulic gradient, and the “factor”) are assigned at the high
end of the range considered. By utilizing a range of values for the various mput parameters, some of the
simplifications associated with this calculation are addressed. The consistent resnlits for different ranges
of parameter values suggest that actual pumping at this site 1s likely sufficient for successful capture.
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Table B1-3. Estimated Flow Rate Calculation®

Factor Transmissivity (ft*/ | Hydraalic Gradient | Estimated Flow Rate | Estimated Flow Rate
day) {ft/fe) (f*/day) {gpm)
0.0007 2,800 14.54
1000
0.001 4,000 20.78
0.0007 6,160 32.00
1.0 2200
0.001 8,800 4571
0.0007 11,200 58.18
4000
0.001 16,000 83.12
0.0007 4,200 21.82
1000
0.001 6,000 31.17
0.0007 9,240 48.00
1.5 2200
0.001 13,200 68.57
0.0007 16,800 87.27
4000
0.001 24,000 12468
0.0007 5,600 29.09
1000
0.001 8,000 41.56
0.0007 12,320 64.00
2.0 2200
0.001 17,600 91.43
0.0007 22,400 116.36
4000
0.001 32,000 166.23

* based on estimated plume width of 4,000 fi

Capture Zone Width Calculation

As discussed in the main document, this line of evidence utilizes an analytical solution (iliustrated in
Figure 14 in the main document), for a specific pumping rate, to determine if capture zone width 1s likely

sufficient. Assumptions for this approach mnclude the followimg:

» uniform aquifer thickness

«  fully penetrating extraction well(s)

»  uniform regional horizontal hydraulic gradient
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»  steady-state flow

= neghgible vertical gradient

»  no net recharge, or net recharge is accounted for in regional hydraulic gradient
» 1o other sources of water are introduced to aquifer due to exiraction

Note that this calculation assumes no other sources of water are introduced to the aquifer due to induced
flow, such as from surface water or from an adjacent aquifer. This differs from the estimated flow rate
calculation, which accounts for other potential sources of water through the “factor” term.

When multiple extraction wells are present, this capture zone width calculation is typically applied by
assigning the total extraction rate to one “equivalent well”. The location of the equivalent well 1s
generally selected visually so it 1s centrally located with respect to the plume width and/or extraction well
locations, and located at the most downgradient position of the actual extraction wells. This represents a
significant level of simplification for a multi-well extraction system.

For thig site, the typical instantaneous pumping rate 1s 197 gpm, and the long term average pumping
rate {accounting for down time) is approximately 150 gpm. The conservative analysis of capture zone
width used here s based on 150 gpm, recognizing that much of the time a larger capture zone 1s present.
Calculations for Y, Y, and X, for different possible combimnations of transmissivity and hydraulic
gradient values arc presented in Table B1-4.

Table B1-4. Capture Width Calculation (156 gpm™®)

Hydraulic Distance Capture Zone Max Capture
Transmissivity 3’ . from Well to Yoot . Y , Y Zone Width
. Gradient . . e Width At Wells max .
(ft*/day) (a1t Stagnation Point {ft 0 () Upgradient
X, (9 (£t}
0.0007 6,563 10,313 20,625 20,625 41,250
1000
0.001 4,596 7,219 14.438 14,438 28,876
0.0007 2,984 4,688 9,375 9,375 18,750
2200
0.001 2,089 3,281 6,563 6,563 13,125
0.0007 1,641 2,578 5,156 5,156 10,313
4000
0.001 1,149 1,805 3,609 3,609 7,218

*comsistent unils are feet and days - pumping vate of 150 gpm is equal (o 28,877 P /day

Figure B1-10 illustrates the results. Note that results are illustrated based on the direction of background
hydraulic gradient. As discussed earlier, the background hydraulic gradient at this site varies spatially
(see Figure B1-7). The approach utilized herein was to orient the calculated capture zone based on the
approximate static ground-water flow direction i the vicinity of the southernmost extraction wells,
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It 1s apparent that the calculated capture zone widths are larger than the target capture width, which is
approxamately 4,000 fi (as discussed carlier), except for the case where the transmissivity and hydraubic
gradient are both at the high end of the range. By utilizing a range of values for the various input
parameters, some of the simplifications associated with this calculation are addressed. Consistent results
that capture zone width is sufficient for many different ranges of parameter values suggest that actual
long-term average pumping rate at this site (150 gpm) 1s Likely sufficient for successtul capture. Also
note that calculated capture zone widths would be approximately 25% larger than presented in Table B1-4
if the typical instantancous pumping rate of 197 gpm was used rather than the long-term average pumping
rate of 150 gpm.

Ground-Water Flow Model with Particle Tracking

The start-up of the GWTP and the extraction wells was implemented in a sequential fashion that consisted
of consecutive 2-day periods of well performance tests (step-testing and constant-rate 8-hour design flow
testing) at each well. A rigorous analysis of the hydraulic data was performed to correct for barometric,
tidal and competing pumping mfuences. The transmissivity estimates from the aquifer testing were
mcorporated mto a modified three-dimensional ground-water flow model, to predict the steady-staie zone
of capture generated by the gight extraction wells. Manual water levels collected on July 28, 2003
(several months after pumping was initiated) were used as head targets during active pumping to
recalibrate the model versus observed drawdown. Simulation target summary statistics were compared
between the original and the final models to illustrate the model improvements.

Reverse particle tracking was performed, mn conjunction with the revised model, to evaluate the simulated
capture zone for the typical instantancous pumping rate of 197 gpm. The simulated capture zones
associated with 10 yvear time-of-travel and 20 year ime-of-travel are summarized in Figure B1-11. The
complete capture zone would be larger. This simulated capture zone encompasses the entire Target
Capture Zone, with the possible exception of a very small area at the extreme western edge. It should be
noted that a simulation performed with the long-term average pumping rate of 150 gpm would have a
smaller simulated capture zone than this illustration, which is based on 197 gpm.

It should also be noted that specific details about the model construction and particle tracking approach
were not provided in the summary report that was reviewed. 1t is hkely that these details were provided
m other reports, but if not, an improved analysis would melude simulations for the 150 gpm case and
more details regarding model construction and the particle tracking approach.

Step 5 - Evaluate Concentration Trends

Based on the water level map interpretation (Figure B1-9) and capture width calculation (Figure B1-10)
appears possible (or likely) that all of the monitoring wells located downgradient of the extraction wells
are within the capture zone of the extraction wells. Since there are continuing sources of ground-water
impacts, monitoring wells that are impacted and are located within the capture zone would be expected to
remain impacted. Therefore, this line of evidence would provide ambiguous interpretations (i.e., these
wells might not clean up over time whether or not capture is sufficient), and therefore this line of evidence
1s not utilized for this capture zone evaluation.
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Step 6 - Interpret Actual Capture Based on Steps 1-5, Compare fo Target Capture Zone{s), Assess
Uncertainties and Data Gaps

Based on evaluations of multiple lines of evidence discussed in Step 3 to Step 5, the actual capture
achieved by the extraction wells is interpreted n Step 6, and the following items are addressed:

«  compare the interpreted capture zone to the Target Capture Zone

»  assess uncertainties m the interpretation of the actual capture zone
» assess the need for additional characterization and/or monitoring

» gvaluate the need to reduce or increase extraction rates

Table B1-5 presents the summary of the capture zone evaluation for this site.

Table B1-5. Summary of Capture Zone Evaluation

Step Summary/Conclusions
Step 1 Review site data, site Completed, all determined to be ap-to-date and adequate.
conceptual model, remedy objectives
Step 2: Define “Target Capture Clearly defined, ithustrated on maps. Pertains to entive thickness of
Zone(s)” Canal Creck Aguifer,
Step 3a: Water level maps Interpreted capture zone is larger than the Target Capture Zone.

Estimated water levels at extraction wells are utilized when
constructing potentiometric surface maps due to lack of water level
measurement points near the extraction wells. This is an improvement
over using water levels measured at the extraction wells, but actual
water level measurements near the exiraction wells would be preferred.

Step 3b: Water level pairs Inward flow at all pairs along the Target Capture Zone boundary.
Step 4a: Simple horizontal capture Estimated flow rate calculation indicates the long-term average
zone analyses pumping rate of 150 gpm is likely sufficient.

Capture zone width calculation indicates the long-term average
pumping rate of 150 gpm likely provides for sufficient capture zone
width.

Step 4b: Ground-water flow modeling | Model calibration was updated after system operation based on

with particle tracking observed system performance. Particle tracking results indicaic
successful capture for typical instantaneous pumping rate of 197 gpm,
but results for the long-term average pumping rate of 150 gpm were
ot simulated. An improved analysis would include simulations for
the 150 gpm case and more details regarding model construction and
the particle tracking approach.

Step 5 Concentration trends Net relied upon for short-term evahnation of capture.
Step 6:  Interpret actual capture and The actual capture zone is interpreted to be sufficient relative to the
compare to Target Capture Zone Target Capture Zong. Particle tracking was not performed for

fong-terin average pumping rate of 150 gpm, bt all other lines of
evidence suggest that capture is sufficient. Adding a water level
measurement point near each extraction well would improve the
analysis.
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As discussed i Exhibit 8 of the main document, a summary of the following items is appropriate:

» Is capture sufficient, based on “converging lines of evidence”?

The capture zone analysis indicates that capture is sufficient, and the zone of capture is larger
than the Target Capture Zone, based on water level maps, gradient pairs, simple calculations
for estimated flow rate and capture zone width, and particle tracking results based on numerical
modeling. This provides a safety factor that accounts for uncertainties,

»  Key uncertainties/data gaps

There 1s some uncertainty in the analysis of water levels due to the use of estimated water levels at
the extraction wells. Also, an improved analysis would inchade particle racking simulations for the
150 gpm case and more details regarding model construction and the particle tracking approach.
However, because multiple lines of evidence regarding capture are available {(as mentioned above),
none of these ssues likely impacts the conclusion that capture is sufficient.

»  Recommendations to collect additional data, install new monitoring wells, change current
extraction rates, change number/location of extraction wells, efc.

It 1s possible that adequate capture could be achieved with a lower total pumping rate. Further
gvaluation to atterpt to optimize pumping rates could potentially be considered, if' 1t 1s determined
that a lower total pumping would significantly lower the cost of the remedy while providing an
adequate level of protection. Also, as stated carlier, adding water level measurement points near
each extraction well would improve the analysis.
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EXAMPLE B2
Example Capture Zone Evaluation, Milan OU4 Site

SITE BACKGROUND INFORMATION

Location and Physical Settins

The Milan Army Ammunition Plant (MAAP) is located i the western portion of Tennessee (see Figure
B2-13. The vicwnity of the pre-remedy plume associated with Operable Unit 4 Region 1 (OU4) is
illustrated in Figure B2-2. Highway 104 15 located just outside the plant boundary and Highway 77 1s
located approximately 3,000 ft northwest of the plant boundary. There are no significant surface water
bodies i the immediate vicinity of the QU4 plume, although there are several small surface ditches or
creeks. Topography in the vicinity of the OU4 plume 1s relatively flat and slopes gently to the west.

Site Geology and Hvdrosesloosy

The study area lies within the Gulf Coastal Plain physiographic province, on the eastern flank of the
Upper Mississippi River Embayment. The regional geology consists of sediments that include sand,
gravel, lignite, clay, chalk, and limestone. A generalized cross-section of the plant vicinity 1s presented

in Figure B2-3. The upper unit is the Memphis Sand, which is several hundred feet thick and consists of
sand with some layers of silt and clay. The Flour Island Formation serves as a confining clay layer below

the Memphis Sand. The plume associated with QU4 1s located within the Memphis Sand.

In the aquifer of concern, ground-water flow 1s generally to the northwest. Vertical hydraulic gradients
are generally downward, and contamination 1s found to depths of more than 200 feet as a vesult
(contaminant distribution with depth is discussed in more detail later),

Hydraulic conductivity of the Memphis Sand in the vicinity of QU4 is within the range of 70 to 110
fi/day, based on a combination of aquifer test results and flow model calibration (both regional and local
flow models). Given an approximate aquifer thickness of 270 1, the transmissivity of the Memphis Sand
is approximately 20,000 to 30,000 fi*/day.

Contaminants of Concern and Contaminant Distribution

The primary contaminants of concern for the OU4 plume are explosives. Water quality data are typicaily
presented for total explosives. The explosive with the highest concentrations is RDX.

Discrete depth sampling in conjunction with rotosonic drilling was performed to vertically delineate the
plume. Table B2-1 presents depth discrete sampling results for location MI-533 (between Route 77

and Route 104) and for location MI-527 (near Route 77). These data illustrate that the contaminants

are located deeper within the Memplhis Sand towards the northwest due to downward vertical hydraulic
gradients. The interpreted plume depth, based on similar data from other locations, 1s illustrated i Figure
B2-4.
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Figure B2-1. Location of Milan Army Ammunition Depet
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Figure B2-2. Vicinity of Milan OU4 and Extent of Explosive Plume
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Table B2-1. Discrete Depth Sampling for Plume Delineation

Depth Elevation Lab 1 Results™ Lab 2 Results™
(1) (ft MSL) (ppb) (ppb)

Location MI-533 (Between Hwy 77 and Hwy 104):

165-175 250-260 200 135

185-195 230-240 360 623

205-215 210-220 1725 971

225-235 190-200 ND ND
Location MI-327 (Near Hwy 77}

135-145 252-262 ND ND

165-175 222-232 ND ND

195-205 192202 81 73

225-235 162-172 242 212

255-265 132-142 ND ND

*Results represent concentrations of total explosives. Lab I was a contract lab,
Lab 2 was an on-site lab.

Ground-Water Bemedial Svstem

A ground-water extraction and treatment system to address the plume of explosives was designed and
built in 2001, and began operation in June, 2002, Operation has been more or less continuous since that
thme.

The extraction system consists of two lines of extraction wells (see Figure B2-2). A line of four
extraction wells, referred to as XP-1 through XP-4 and located along Highway 104, 1s intended to provide
hydraulic containment of the on-site part of the plume and prevent further off-site migration. A second
line of four extraction wells located closer to Highway 77, referred 1o as XP-3 through XP-§, is intended
to provide hvdraulic containment of the off-site part of the plume that has been charactenized.

The actual flow rate of cach extraction well 1s presented in Table B2-2. Actual extraction rates total 1,135
gpm, which exceeds the original design flow rate of approximately 700 to 900 gpm. Higher low rates
were implemented to add conservatism regarding capture, given that the extraction wells could produce at
least that much water. When the system was constructed, 1t was recognized that additional extraction
wells might be required further to the northwest to contain the remainder of the plume, but the extent of
contamination in this area was not fully characterized at the time,
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Table B2-2. Actual Flow Rate at Each Extraction Well

Extraction Well Actual Flow Rate (gpm)

XP-1 100

Xp-2 190

XPp-3 190

Xp-4 100

XPp-5 100

XP-6 190

Xp-7 190

Xp-8 75

Total 1,133

CAPTURE ZONE EVALUATION

Sten 1 - Review Site Data, Site Conceptual Model, and Remedy Objectives

Initial aspects of the capture zone evaluation should determine if the following issues are adequately
addressed:

«  Is the plume adequately delingated in three dimensions?

» Isthere adequate hyvdrogeologic information for performing capture zone evaluations?
» s there an adequalte site conceptual model?

» s the objective of the remedy clearly stated?

The important conclusion is whether or not all of these issues are addressed to an extent that allows the
remaining steps of the capture zone evaluation to be performed with an acceptable level of uncertainty.

Is Plume Delineation Adequaie?

It is important that the plume delineation be adequate so that a Target Capture Zone can be established in
Step 2. An interpretation of the pre-remedy plume extent is presented in Figure B2-2, along with the
monitoring network. The actual concentration data from which the plume extent was determined is not
shown here. There are some monitoring locations outside the mterpreted plume map that provide a basis
for delineating the plume width, which is interpreted to be approximately 1,800 feet wide. These
monitoring wells were supplemented by numerous exploratory borings during the remedial investigation.
Also, depth discrete sampling was performed to vertically delineate the plume. Review of site records
indicates that the pre-remedy plume delineation is adequate for the purpose of defining a Target Capture
Zong,

ED_005025_00013479-00142



Is There Adeguate Hyvdrogeologic Information?

The following brief summary is provided:
»  The site has had extensive documentation of the geology and hydrostratigraphy.

» A serics of monitoring wells was nstalled relatively close to the extraction wells, which
allows for detailed characterization of water levels and water quality n the aguifer at
locations near the extraction wells.

= For this capture zone evaluation, which was performed approximately one year after system
startup, additional water levels were coliected as part of a planned short-term system
shutdown, as follows:

o first, water levels were collected during operation of the system at a total extraction
rate of 1,135 gpm

o then, water levels were collected after the system had been operating for
approxamately 72 hours at a reduced total extraction rate of 775 gpm (1o evaluate the

extent of capture for a potentially reduced total pumping rate)

o then, water levels were collected afier the system had been shut down for a period of
72 hours

»  Vertical gradients have been evaluated and are downward, consistent with the plume reaching
depths of more than 200 feet.

»  Hydraulic parameters were estimated from aquifer testing and ground-water flow model
calibration at both the regional scale and local scale.

o Numerous ground-water monitoring wells and exploratory borings with depth discrete
sampling were used to define the horizontal and vertical extent of the explosives plume
during characterization investigations.

» A baseline water quality sampling event for explosives concentrations in monitoring wells

June of 2003, approximately one year after extraction was initiated.

«  Total pumping rate for the system is well documented over time, and exceeds the design
values.

»  Well construction data, ncluding measuring point elovations and screen intervals, are well
documented.

Although details regarding each of the above items are not provided in this repott, review of site records
mdicates that the amount of available hydrogeologic data s adequate.

ED_005025_00013479-00143



Is There an Adeguare Site Conceptual Model?

A site conceptual model (a text description, maps, and cross-sections that should not be confused with a
“numerical model”) should adequately accomplish the following:

= indicate the source(s) of contaminants

»  describe geologic and hydrogeologic conditions

» explain observed fate and transport of constituents

» identify potential receptors
At this site, the source of contaminants 1s from a manufacturing facility located south of Highway 104,
where wastewater from operations was placed into surface ditches. Hydrogeologic conditions and
contaminant movement (horizontally and vertically) have been well documented. Contaminant transport
patterns are consistent with ground-water flow patterns. Institutional controls have been implemented to

prevent impacts to potential receptors. Although all of the details are not provided herein, review of site
records indicates that there is an adequate site concepiual model for performing a capture zone evaluation.

Is Remedy Objective Clearly Stated with Respect to Plume Capture?

A line of four extraction wells (XP-1 through XP-4) located along Highway 104 15 intended to provide
hydraulic containment of the on-site part of the plume and prevent further off-site migration. A second
line of four extraction wells (XP-5 through XP-8) 1s intended to provide hydraulic containment of the off-
site part of the plume that has been characterized. The objective with respect to depth is to capture waler
from the impacted depths, and not necessarily the entire thickness of the Memphis Sand. The extraction
wells were screened to include the most impacted portions of the aquifer with respect to depth (based on
the sampling with depth discussed earlier), and were screened across approximately 75% of the impacted
aquifer zone near the extraction wells (with respect to depth). Based on calculations and theory regarding
partially penetrating wells (not presented herein), given the sandy nature of the aquifer, the vertical extent
of capture would extend below the impacted portions of the aquifer,

Sten 2 - Deline Site-Specific Tarcet Capnture Zone(s)

The Target Capture Zone 1s the three-dimensional zone of ground water that must be captured by the
remedy extraction wells for the hydraulic containment portion of the remedy to be considered successful.
Based on the remedy goal with respect to plume capture described above, the Target Capture Zone 1s
stated as follows: “Provide honizontal hydraulic containment of ground water at each of the two lines of
extraction wells across the full width of the total explosives plume that is indicated in Figure B2-27. The
Target Capture Zone does not indicate any specific distance down-gradient from each line of extraction
wells that the capture zone needs to include, so long as a capture zone of appropriate width is achieved by
each line of extraction wells.

With respect to depth, there is no explicit Target Capture Zone that pertains to vertical hydraulic capture
(i.c., no specific depth where upward How 1s required). However, as discussed earlier, design of the
extraction system took into account the increasing depth of the plume towards the northwest, such that
horizontal capture would be achieved for the depth intervals where the aquifer is impacted. Long-term
ground-water monitoring 18 being conducted to verify that further plume migration with depth does not
oceur.
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Step 3 - Interpret Water Levels

Potentiometric Surface Maps

For this capture zone evaluation, which was performed approximaiely one year after system startup, waler
levels were collected as part of a planned short-term system shutdown, as follows:

»  first, during operation of the system at a total extraction rate of 1,135 gpm

« then, after the system had been operating for approximately 72 hours at a reduced total
extraction rate of 775 gpm

»  then, afier the system had been shut down for a period of 72 hours

For thig site, water levels collected for a specific range of aquifer depths are utilized to represent the flow
patterns for the overall aquifer. The site-specific details of this approach are not discussed herein. As
noted carlier, a series of monitoring wells was installed relatively close to the extraction wells, which
allows for detailed characterization of water levels in the aquifer at locations near the extraction wells,
which improves the ability to interpret water levels.

Figure B2-5 is a contour map of measured water levels that are based on the data for an extraction rate of
1,135 gpm. This map was constructed using a kriging algorithm. For this presentation, actual water level
values are not posted on the figure, and 1t is noted that a more complete presentation would include posted
water level measurements. Also shown in Figure B2-5 are vectors that depict the magnitude and
horizontal direction of the hydraulic gradient based on the water levels. These veetors were produced

by the software package that was used to develop the contours. The northern line of extraction wells
appear 1o be capturing more water than is necessary based on the flow vectors outside the plume that form
a trajectory toward the extraction wells. There appears to be a small arca on the far castern side of the
plume, at the southern line of extraction wells, where there may be a lack of capture. However, there is
some uncertainty regarding the quality of the measured water level at one location in that vicinity (i.¢, east
of extraction well XP-1), and 1t 1s possible that this value is causing an erroneous mterpretation regarding
water level contours. [t should also be noted that the area potentially not captured at the southern hne of
extraction wells is within the mterpreted zone of capture for the northern line of extraction wells, and thus
within the capture zone of the overall system.

Figure B2-6 is a similarly-constructed contour map for water level measurements that were made when
the systom was operating at 775 gpm. The results are generally similar compared to the results for 1,135
opm, except that there appears o be less clean water captured by the northern line of extraction wells.
Once again, there appears to be a small area on the far gastern side of the plume, at the southern line of
extraction wells, where there may be a lack of capture, and this interpretation may be duc to a
questionable water level measurement at one location east of extraction well XP-1.

Figure B2-7 is a similarly-constructed contour map for water level measurements that were collected
with the extraction system not operating. Comparing these water levels (withowt pumping) to the
previous two figures {(with pumping} clearly illustrates the impact of pumping. Figure B2-7 also
Inghlights that some monitoring wells may have erroneous measurements or datums, because the flow
vectors indicate complications in the ground-water How patterns that would not be expected in the
absence of pumping. Datums for these wells should be reviewed or re-surveyed; however it should be
noted that the magnitude of possible error is on the order of inches. Some of these errors could also be
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Figure B2-8. Interpreted Water Level Map, Current Pumping Rate of 1,135 gpm
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Figure B2-6. Interpreted Water Level Map, Reduced Pumping Rate of 775 gpm
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Figure B2-7. Interpreted Water Level Map, with No Pumping
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due to 1) heterogeneity, 2) vertical head differences in well clusters, and 3) differing time frame for water
levels to reach equilibriam after pumping was terminated.

Noteworthy features associated with the water level maps presented in Figures B2-5 to B2-7 include the
following:

«  measured water levels are not posted. Posting the water levels would allow the reader to
better evaluate whether or not the interpreted water level contours are reasonable

»  the width of the total explosives plume that is the basis for the width of the Target Capture
Zone 1s identified on the map

« although total pumping rate is identified on each figure, pumping rates at the individual
extraction rates are not identified, and adding those would improve the presentation

= there 1s a scale and a north arrow

It 15 also noted that the use of vectors that are created by the contouring software makes flow directions
much easier 1o interpret.

Water Level Pairs (Gradient Control Points)

Pairs of water level clevations, located on cither side of a real or conceptual boundary, can be used to
demonstrate imward flow relative to that boundary. For this demonstration site, a more sophisticated
approach using triangles was utilized. This approach utilized data from monitoring wells which were
mstalled near the extraction wells for this purpose. This method mathematically determines a hydraulic
gradient and How direction from three water levels that form vertices of a triangle. Assumptions with this
method include a homogeneous aquifer between wells, a linear change in head between wells, and that
vertical head differences are small within the vertical interval from which water levels are used. Atotal
of 17 “mangles” formed by wells that appear to satisfy these assumptions were used to evaluate ground-
water How directions for different rates of extraction.

The mterpreted results for each of the three pumping scenarios are as follows:

»  Figure B2-8 illustrates the flow directions derived from the two lines of extraction wells for a
total extraction rate of 1,135 gpm. According to Figure B2-§, ground-water flow is generally
towards the extraction wells, and flow divides downgradient of the exiraction wells are indicated.

»  Figure B2-9 illustrates that the magmitude of velocity is less when the pumping rate 1s
lowered to 775 gpm, as depicted by the smaller arrows in Figure B2-9 compared to Figure
B2-8, but flow directions do not change appreciably, again indicating the creation of ow
divides downgradient of the extraction wells.

«  Figure B2-10 presents the results for the case with no pumping. As expected, the low
directions change significantly when the extraction wells are turned off, with flow returning
1o background conditions (flow toward the northwest).

These evaluations of water levels pairs, while only based on a few measurement points, can be used to
augment the conclusions from other lings of evidence regarding capture.
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Figure B2-8. Interpreted Water Level “Triangles”, Current Pumping Rate of 1,135 gpm
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Figure B2-9. Interpreted Water Level “Triangles”, Reduced Pumping Rate of 775 gpm
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Figure B2-10. Interpreted Water Level “Triangles”, with No Pumping
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Bten 4 - Perform Calculations

Estimated Flow Rate Calculation

As discussed in the main document, the estimated flow rate calculation provides an estimate for the
pumping required to capture a plume, based on flow through the plume extent. This approach 1s
summarized in Figure 13 in the main document. Assumptions for this approach include the following:

»  homogenecous, 1sotropic, confined aquifer of infinite extent

o uniform aquifer thickness

«  fully penetrating extraction well(s)

»  uniform regional horizontal hydraulic gradient

o sicady-state flow

= negligible vertical gradient

» 1o net recharge, or net recharge 1s accounted for in regional hydraulic gradient

3%

» other sources of water introduced to aquifer due to extraction are represented by the “factor

Assignment of specific values for these parameters is typically difficult, due to heterogeneities. For
instance, the hydrogeologic summary presented earlier indicates variation in hydraulic conductivity,
Therefore, the results from this hine of evidence must be considered with knowledge of these limitations.
Nevertheless, 1t is useful to perform the calculation using best estimates and/or ranges of values for
specific parameters. For this demonstration, the following approach was utilized:

«  hydraulic conductivity was assigned as two potential values:
o 70 ft/d (low estimate)
o 110 fi/d (high estimate)

= gquifer thickness was assigned as 270 fi, therefore transmissivity ranges from:
o 18,900 £i%/d (low estimate)
o 29,700 £i7/d (high estimate)

» based on Figure B2-7 (static water levels) a hydraulic gradient of approximately 0.0012 was
assigned

»  plume width of 1,800 fi was estimated based on the width of the explosives plume (that
defines that Target Capture Zone)

»  “factor” was assigned as three potential values (1.0, 1.5, and 2.0} to assess sensitivity of the
results to different degrees of potential capture of water from surface water and/or adjacent
aquifers.
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The flow rate calculation results, which estimate the amount of pumping that would be required to capture
a plume width of 1,800 {t based on the various combinations of parameter assignments, are presented in
Table B2-3.

Table B2-3. Estimated Flow Rate Calculation®

Factor Trm%spaigsivity 1 Hyfh'auﬁc - Estimated Flow Estimated Flow
{ft-/day) Gradient (ft/fh) Rate (ft'/day) Rate {gpm}
18,900 0.0012 40,824 212
H 29,700 0.0012 64,152 333
18,900 0.0012 61,236 318
. 29,700 0.0012 96,228 500
18,900 0.0012 81,648 424
20 29,700 0.0012 128,304 665

* based on estimated plume width of 1,800 ft

These results are then compared to the actual pumping rate. In this case, the actual pumping rate for each
line of extraction wells should be considered. For the southern line of extraction wells (XP-1 to XP-4) the
actual extraction rate 18 380 gpm, and for the northern line of extraction wells (XP-5 1o XP-8) the actual
extraction rate 1s 555 gpm. Based on this simple calculation, 1t would appear that the total rate at each
line of extraction is likely sufficient for successful capture, since the estimated flow rate required for
capture is generally less than these actual pumping rates. The only exception is for the high value of
transmissivity coupled with the high value of “factor”. By utihizing a range of values for the various mput
parameters, some of the simplifications associated with this calculation are addressed. The consistent
results for difforent ranges of parameter values adds confidence in the conclusion that the actual pumping
rate 18 hikely sufficient.

For the reduced pumping rate of 775 gpm being evalnated as an option, the pumpimng rate for each line of
extraction wells should again be considered. For the southern line of extraction wells (XP-1 to XP-4) the
extraction rate during the “shut-down” test was 430 gpm, and for the northern hine of exiraction wells
(XP-5 to XP-8) the extraction rate during the “shut-down” test was 325 gpm. The resulis for estimated
flow rates calculated in Table B2-3 mdicate that pumping at each line of extraction may or may not be
sufficient, because for several combinations of parameter values in Table B2-3 the estimated flow rate
required for capture exceeds these actual pumping rates. It should be noted that the hydraulic gradient
used at the northern ling of the extraction wells (XP-5 to XP-8) may be an overestimate, because
pumping at the southemn line of extraction wells would likely flatten the background hydraulic gradient
at the northem line of extraction wells. Thus, the simple analysis performed here may overestimate the
pumping required at the northern line of extraction wells.

Capture Zone Width Calculation

As discussed in the main document, this line of evidence utilizes an analytical solution (iliustrated in
Figure 14 of the mam document), for a specific pumping rate, 1o determine if capture zone width 1s ikely
sufficient. Assumptions for this approach mnclude the followimg:
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»  homogeneous, isotropic, confined aquifer of mfinite extent

o uniform aquifer thickness

« fully penetrating extraction well(s)

»  uniform regional horizontal hydraulic gradient

» sieady-state flow

« negligible vertical gradient

= no net recharge, or net recharge is accounted for in regional hydraulic gradient
» 1o other sources of water are introduced to aquifer due to extraction

Note that this calculation assumes no other sources of water are introduced to the aquifer due to induced
flow, such as from surface water or from an adjacent aquifer. This differs from the estimated flow rate
calculation, which accounts for other potential sources of water through the “factor” term.

When multiple extraction wells are present, this capture zone width calculation 1s typically applied

by assigning the total extraction rate to one “equivalent well”. The location of the equivalent well is
generally selected visually so it 1s centrally located with respect to the plume width and/or extraction well
locations, and located at the most downgradient position of the actual extraction wells. This represents a
significant level of simplification for a multi-well extraction system. For this site, a further complication
is that there are two lines of extraction. For this analysis, one “equivalent well” 15 ntilized for cach line of
extraction, and the capture zone width calculation is performed independently for each line of extraction
(ignoring potential interference between the two lines of extraction).

Calculations for Y _ Y, and X, for different possible combinations of hydraulic gradient and
transmissivity values are presented in Table B2-4, for the cuxrent pumping rate of 1,135 gpm, with the
southermn Iine of extraction wells (XP-1 to XP-4) at 580 gpm and the northern line of extraction wells
(XP-5 to XP-8) at 555 gpm. Figure B2-11 illustrates these results for the current pumping rates (1,135
gpm). Note that results are illustrated based on the direction of background hydraulic gradient. The
results indicate that this level of pumping provides sufficient capture at both Hines of extraction, relative (o
the plume width of 1,800 fect that defines the Target Capture Zone,

Alower pumping rate of 775 gpm was also evaluated. Calculations forY ¥ . and X for different
possible combinations of hydraulic gradient and transmissivity values are presented in Table B2-5, for the
lower pumping rate of 775 gpm, with the southern hine of exiraction (XP-1 to XP-4) at 450 gpm and the
norther line of extraction (XP-5 to XP-8) at 325 gpm, based on rates during the “shut-down” test. The
results indicate that this level of pumping may not provide sufficient capture at the northern ling of
extraction wells (XP-5 1o XP-8), for the higher value of transmissivity (L.e., maximum capture zone width
of 1,755 1t upgradient of the cxtraction wells, versus plume width of approximately 1,800 feet). Figure
B2-12 illustrates the results for the reduced pumping rates. For the low value of transmissivity, capture

is sufficient at both lines of extraction wells. However, for the high value of transmissivity, capture is not
quite sufficient across the full plume extent at the novthern line of extraction wells. This suggests capture
1s likely sufficient for this pumping scenario, but with less certamty than at the current (higher) pumping
rates.
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Table B2-4. Capture Zone Width Calculation (Current Pumping)

AP-1 to XP-4 (580 gpm™)

Distance Canture Zone Max Capture
Hydraulic Transmissivity from Well to / eell V«/"igth at Wells s Zone Width
Gradient (ft/ft) (#¥d) Stagnatien Point (ft) ) ’ (i3] Upgradient
X, ({9 ’ (ft)
18,300 783 1,231 2,461 2,461 4,923
0.0012
29,700 499 783 1,566 1,566 3,133
Yconsistent unils ave fee! and days - pumping rate of 580 gpm is equal io 111,658 j#/day
XP-5 to XP-8 (555 gpm™)
Distance Canture Zone Max Capture
Hydraulic Transmissivity from Well to / eell V«/"igth at Wells s Zone Width
Gradient (ft/ft) (#¥d) Stagnatien Point (ft) ) ’ (i3] Upgradient
X, ({9 ’ (ft)
18,300 750 1,178 2,355 2,355 4711
0.0012
29,700 477 749 1,499 1,499 3,998
*consistent units ave feet and days - pumping rate of 555 gpm is egual to 106,845 fP/day
Table B2-5. Capture Zone Width Calculation (Reduced Pumping)
XP-1 to XP-4 (450 gpm™)
Distance Canture Zone Max Capture
Hydraulic Transmissivity from Well to Y. V«/"igth at Wells s Zone Width
Gradient (ft/ft) (#¥d) Stagnatien Point (ft) ) ’ (i3] Upgradient
X, (f) ’ (ft)
18,900 608 955 1,919 1,910 3,819
0.0012
29,700 387 608 1,215 1,215 2,431
¥consistent units are feet and days - pumping rate of 450 gpm is equal fo 86,631 jF/day
XP-5 to XP-8 (325 gpm™)
Bistance Capture Zone Max Capture
Hydraulic Transmissivity from Well to Voo ‘Wigﬂﬁ at Wells s Zone Width
Gradient (ft/fh) (1) Stagnation Point {ft) i ( 0) ' () Upgradient
X, (9 (fty
18,900 439 690 1,379 1,379 2,758
0.0012
29,700 279 439 878 878 1,755

*consistent unils are feet and days - pumping rate of 325 gpm is equal to 62,567 fP1day
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Figure B2-11. Results for Capture Zone Width Calculation, Current Pumping Rate of 1,135 gpm
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Figure B2-12. Results for Capture Zone Width Calculation, Reduced Pumping Rate of 775 gpm

> | Stagnation Point

T=19,800 ft2/day

f M
o :
0 1125 2250
Legend
f*"‘ Plume Bxtent @ Extracton Well 4@ Monitoring Well BLALE INFEET

ED_005025_00013479-00158



Cround-Water Fow Model with Particle Tracking

After the start-up of the P&T system, the ground-water flow model used to design the extraction system
was tun to determine how well it predicted the drawdown response (o known stresses. The two sets of
extraction rates (1,135 and 775 gpm) were input to the model 1o compute water levels and drawdown
(pumping versus no pumping). The model-computed output was then compared to the observed
drawdown data. It was determined that the model had a tendency o over-predict drawdown (see Figure
B2-13, part *a2”)}, and the model was re-calibrated such that it predicted drawdown more accurately (see
Figure B2-13, part “b”).

Capture zones dertved by the model for cach well, for the current extraction rate of 1,135 gpm, are shown
m Figure B2-14. This figure was generated by color-coding cach cell in the model by the final
destination of a particle originating in that cell, as determined from the particle tracking. Although full
details are not provided herein, this particle tracking analysis did consider the three-dimensionality of the
problem. The mitial particles were placed at different depths (L.e., model layers) where the aquifer is
mmpacted. Figure B2-14 illustrates the results for one such depth interval. These results indicate that
extraction of 1,133 gpm sufficiently captures the plume, plus a significant amount of clean water. Similar
results were achieved for other depth intervals where the aquifer is impacted (not presented herein). It is
also noted that a small area on the far eastern side of the plume may not be captured at the southern line of
extraction wells, but 1s subsequently captured at the northern line of extraction wells. This could
potentially be due to a shght discrepancy between the simulated ground-water How direction in the model
versus the actual flow direction suggested by the shape of the plume outline.

At 775 gpm, the particle tracking results (Figure B2-15) indicate that the overall plume is still captured.
Again, Figure B2-15 illustrates the results for one depth interval where the aquifer 1s impacted, and
stmilar results were achieved for other depth intervals where the aquifer 1s impacted (not presented
herein). Again, there is a small area on the far eastern side of the plume that may not be captured at the
southern line of extraction wells, but is subsequently captured at the northern line of extraction wells,

Bten 5 - Evaluate Concentration Trends

A baseline sampling event for explosives concentrations in monitoring wells was condueted prior to
startup of the system. Water quality data were collected again in May and June of 2003, approximately
one year after extraction was initiated, primarily to monitor progress of aquifer restoration. These data
are not relied upon for evaluating capture because this evaluation of capture was done so soon after
pumping was mitiated. However, continued water quality monitoring will provide data from which
long-term trends can be determined and evaluated to provide additional evidence regarding capture.

Step 6 - Interpret Actual Capture Based on 5teps 1-3, Compare to Tarset Capture Zone(s), Assess
Uncertainties and Data Gaps

Based on ovaluations of multiple lines of evidence discussed m Step 3 to Step 5, the actual capture
achieved by the extraction wells is mterpreted m Step 6, and the following items are addressed:

»  Compare the mterpreted capture zone to the Target Capture Zone
»  Assess uncertainties in the interpretation of the actual capture zone
»  Assess the necd for additional characterization and/or monitoring
»  Ewvaluate the need to reduce or increase extraction rates

Table B2-6 presents the summary of the capture zone evalnation for s site.
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Figure B2-13. Summary of Drawdown Response to Pumping: Original Model (a) and Re-Calibrated Model (b)
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Figure B2-14. Summary of Particle Tracking Results, Current Pumping Rate of 1,135 gpm
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Figure B2-15. Summary of Particle Tracking Results, Current Pumping Rate of 775 gpm
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Table B2-6. Summary of Capture Zone Evaluation

Step

Summary/Conclusions

Step 1: Review site data,
site conceptual model,
remedy objectives

Completed, all determined to be up-to-date and adequate.

Step 2: Define “Target
Capture Zone(s)”

Clearly defined horizontally and ilustrated on maps, no vertical Target Capture Zope
specified (however, as discussed, extraction well sereens were designed to sufficiently
provide horizontal hydraulic containment for all impacted depths).

Step 3a: Water level maps

Contours and flow vectors indicate successful capture for the overall system for the
current extraction rate (1,135 gpm) and the reduced extraction rate (775 gpm). There
appears to be a small arca on far eastern side of the plume, at the southern line of
extraction wells, where there may be a lack of capture. This could be the result of an
unecertain water level measured east of extraction well XP-1. Also, that area is within the
interpreted zone of capture for the northern extraction wells, and thus within the capture
zone of the overall system. Water level measurements are available from locations near
the extraction wells so the evaluation 1s not biased by water levels at extraction wells.

Step 3b: Water level pairs

Actually uses tangles rather than pairs, resuits suggest mward flow and successtul
creation of a flow divide for both the current extraction rate (1,135 gpm) and the reduced
extraction rate (775 gpm).

Step 4a: Simple horizontal
capture zone analyses

Estimated flow rate caleulation suggests the current puraping rate of 1,135 gpm s likely
sufficient at both lines of extraction, and the reduced pumping rate of 775 gpm may or
may not be sufficient.

Capture zone width caleulation suggests the long-term average pumping rate of 1,135
gpm is sufficient at both lines of extraction, and the reduced purmping rate of 775 gpm is
sufficient for the low value of transmissivity but potentially not sufficient for the tugh
value of transmissivity. This suggests capture 1s likely sufficient, but with somewhat
less certainty than with the current (higher) pumping rates.

Step 4b: Ground-water flow
modehing with particle
tracking

Model calibration was updated after the system began operating based on observed
system performance, and particle tracking results mdicate successful capture for both the
cwrent extraction rate (1,135 gpm) and the reduced extraction rate (775 gpm). A small
area on far eastern side of the plume may not be captured at the southern line of
extraction wells, but 1s subsequently captured at the northern line of extraction wells.
This could potentially be due to a slight diserepancy between the simulated ground-water
flow direction mn the model versus the actual flow direction suggested by the shape of the
plume outline.

Step 5: Concentration
trends

Not relied upon for short-term evaluation of capture.

Step 4: Interpret actual
capture and compare to
Target Capture Zone

The actual captire zone 18 mterpreted to be sufficient for the current extraction rate
(1,135 pm). However, there 1s some uncertainty regarding capture on the far castern side
of the plume, along the southern line of extraction wells, for some lines of evidence (1e.,
water levels and particle tracking).

Actual capture 18 nearly complete and may be sutficient for the reduced extraction rate
{775 gpmy), although the capture zone width caleulation indicates that capture may not be
sufficient for the high value of ransmissivity. Again, there 15 some uncertainty
regarding capture on the far eastern side of the plume, along the southern line of
extraction wells, for some hines of evidence (1.e, water levels and particle tracking).
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As discussed in Exhibit # of the main document, a summary of the following items is appropriate:

o Is capture sufficient, based on “converging lines of evidence™?

The actual capture zone is interpreted to be sufficient for the current extraction rate (1,135 pm).
It appears that the zone of capture is larger than the Target Capture Zone at the northern line of
extraction wells, based on multiple lines of evidence. This provides a safety factor that accounts
for uncertainties, and is likely due to a flattening of the hydraulic gradient caused by the pumping
at the southern Ime of extraction wells. There 1s some uncertaimty regarding capture on the far
eastern side of the plume, at the southern line of extraction wells, for some lines of evidence (1.e.,
water levels and particle tracking). Therefore, there is uncertainty as to whether or not the

Target Capture Zone 1s fully satisfied for the southern line of extraction wells. The causes of this
uncertainty are discussed below. However, multiple lines of evidence indicate that if there is a
lack of capture in that area at the southern line of extraction wells, the water in that area of the
plume would be subsequently captured at the northern line of extraction wells.

Actual capture is nearly complete and may be sufficient for the reduced extraction rate (775
opm), although the capture zone width calculation indicates that capture may not be sufficient
for the high value of transmissivity. This issue is probably best resolved through calibration and
verification of the ground-water flow model. The results of the particle tracking analysis, based
on the ground-water flow model, mdicate that the simulated extent of capture is greater than
indicated by the simple capture zone width calculation using the high value of transmissivity.
Thus, the high value of transmissivity used 1 the stmple calculations is probably higher than the
calibrated value of transmissivity. Again, there is some uncertainty regarding capture on the far
eastern side of the plume for some lings of evidence (1.e, water levels and particle tracking).

»  Key uncertainties/data gaps

The water level map constructed for the case with no pumpmmg (Figure B2-7) indicated that some
monitoring wells may have erroneous measurements or datums, because the flow vectors indicate
complications in the ground-water flow patterns that would not be expected in the absence of
pumping. Datums for these wells should be reviewed or re-surveyed; however it should be noted
that the magnitude of possible error 1s on the order of inches.

As noted above, water level maps indicate some uncertainties in the capture zone evaluation
along the far castern plume boundary at the southern line of extraction wells. In particular, there
is a potential water level data point east of extraction well XP-1 that might be errant. A potential
approach is to confirm that the measurcment 1s accurate in the field. Another approach is to re-
contour the water levels without that value, or with a potentially different value, to determine if
the interpretation of water level contours east of extraction well XP-1 changes as a result.
Additional water level momitoring locations in that arca might also help resolve this issue.

It was noted in the analysis of particle tracking results that a small area on the far eastern side

of the plume may not be captured at the southern line of extraction wells, but 15 subsequently
captured at the northern line of extraction wells. This could potentially be due to a slight
discrepancy between the simulated ground-water How direction in the model versus the actual
flow direction snggested by the shape of the plume outline. This flow mode! could be evaluated
to determine if small changes to the model boundaries or parameter values might lead to a slightly
different simulated flow direction, such that the orientation of the simulated capture zones more
closely aligns with the interpreted plume shape.
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»  Recommendations to collect additional data, install new monitoring wells, change current
extraction rates, change number/location of extraction wells, eic.

The capture zone evaluation summarized herein coneluded that the current system (1,135 gpm)
was pumping more water than was required for successful capture. It also concluded that the
reduced pumping rate of 775 gpm appeared 1o capture the plume in most areas {(1.¢., nearly
complete capture), but with some uncertainty regarding capture near XP-1 (the easternmost
extraction well along Highway 104) and also some uncertainty at the northern ling of extraction
wells. At this site, a recommendation resulting from the capture zone evaluation was to reduce
the total pumping rate from 1,135 gpm to 900 gpm to capture less clean water (specific rates at
mdividual wells were recommended, but those details are not presented herein). This provided a
“safety factor” relative to the 775 gpm scenario. The recommendation also suggested subsequent
capture zone evalnations after the new extraction rates were implemented, to venty with ficld
data that capture continued to be sufficient under the new pumping strategy. Long-term
evaluation of concentration trends at performance monitoring wells located downgradient of the
capture zong associated with cach line of extraction wells will allow the success of the extraction
wells to prevent plume migration (horizontally and vertically) to be verified. Uncertainties
wdentified above could be addressed by reviewing and/or re-surveying the datums for several
wells where anomalous water levels were indicated, adding water level measurement locations
near extraction well XP-1, and potentially making slight modifications to the ground-water flow
model so that the simulated capture zones more closely align with the interpreted plume shape.
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